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Applied Scientific Management Consultants Pte. Ltd. was established in 1986 in Singapore 

under UK management, to provide a range of regional management services to overseas 

manufacturers of laboratory instrumentation interested in developing Asian markets and 

requiring assistance in establishing Asian distribution networks for their products, along with 

ongoing regional distributor management. A branch of the company was established in Thailand 

in 1998.  

 

The establishment of Applied Scientific Instruments Co. Ltd., followed in 2000 as an Anglo-

Thai venture with UK management and Thai marketing, sales and service staff. The company 

was formed to provide our own sales division to service expanding markets in Thailand, and to 

offer a select range of products from overseas manufacturers, specifically chosen as a result of 

our market research and in direct response to end-users requests.  

 

ASI offers a unique blend of products to customers in a variety of industries including petroleum, 

petrochemical, edible oils, foods, beverages, brewing, pharmaceutical, paper, pulp and 

packaging, university and research departments, and strives to provide our customers with the 

highest quality in sales, service and customer support. To assist us in maintaining this level of 

service, our marketing team constantly monitors industry requirements, conducting meaningful 

and effective market analyses.  

 

We trust you will enjoy browsing our website and find it useful. Please contact us, should you 

have any comments or requirements.  
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 เครื่องบด เครื่องย่อยตวัอย่างเพื่อใหม้ขีนาดเลก็ เชน่ Hammer Mill, Ball Mill, Crusher Mill, Roll Mill, Jaw Mill, Gyro Mill, Cryogenic Mill เป็นตน้ 
 เครื่องสกดัสารทีใ่ชใ้นหอ้งปฏบิตักิารจนถงึระดบัการผลติ โดยใชห้ลกัการ Supercritical Fluid Extraction (SFE) และ Supercritical Fluid 

Chromatography (SFC) เครื่องทดสอบสมดุลเฟสแบบยิง่ยวด เป็นต้น 
 เครื่องมอืส าหรบังานวจิยั และเครื่องมอืในอุตสาหกรรมอาหาร ผลติภณัฑจ์ากนม เครื่องส าอาง เครื่องดื่ม น ้ามนัพชื เป็นตน้ 
 เครื่องทดสอบค่าการป้องกนัแสง Sun Protection Factor (SPF) แบบอตัโนมตั ิเครื่องวดัค่าความหนืด เครื่องวดัค่าเนื้อสมัผสัของเครื่องส าอาง อาหาร 

เป็นตน้ 
 เครื่องกลัน่ประสทิธภิาพสงูส าหรบัแยกสารบรสิุทธิ ์ทีม่ชี่วงการกลัน่ใกลเ้คยีงกนั เชน่ สารหอมระเหย หวัน ้าหอม หรอื การกลัน่สารเคมอีุตสาหกรรม ทีใ่ช้

งานแลว้ เพื่อน ากลบัมาใชใ้หม่ เครื่องท าสารใหเ้ขม้ขน้แบบหมุน เครื่องระเหยสารแบบหมุน (Rotary Evaporator)  
 เครื่องมอืทดสอบทางดา้นปิโตรเลยีม ส าหรบั น ้ามนัเชือ้เพลงิ น ้ามนัหล่อลื่น จาระบ ีน ้ามนัเตา ยางมะตอย ไบโอดเีซล แก๊สโซฮอล เป็นตน้ 
 เครื่องมอืวดัค่าความเขม้ขน้แบบอนิฟาเรดย่านความยาวคลื่นชว่งกลาง (mid-IR) ส าหรบัการทดสอบน ้ามนัเชือ้เพลงิ  ไบโอดเีซล  แก๊ซโซฮอลล ์ ยา 

เครื่องส าอาง โพลเิมอร ์ปรมิาณน ้ามนัในในน ้ามนั (TOG / TPH – Oil & Grease) เป็นตน้ 
 เครื่องวดัค่าการหกัเหแสงของตวัอย่างแบบอตัโนมตั ิเครื่องวดัค่ามุมโพลาไรเซซนัแบบอตัโนมตัิ เครื่องวดัค่าความหวาน เครื่องวดัค่าการดดูกลนืแสง 
 เครื่องควบคุมอุณหภมูแิบบ รอ้น-เยน็ อ่างควบคุมอุณหภมู ิอ่างไหลเวยีนน ้าเยน็ เครื่องกวนสาร เครื่องมอืเตรยีมตวัอย่าง ในหอ้งปฏบิตักิาร 
 เครื่องมอืทดสอบส าหรบัหอ้งปฏบิตักิารทัว่ไป เชน่ เครื่องวดัค่าอุณหภมู ิความชืน้ ความดนับรรยากาศ ระดบัการส่องสวา่ง เครื่องวดัค่าความเรว็รอบ 

นาฬกิาจบัเวลา เครื่องคดิเลขทางวทิยาศาสตร ์เครื่องวดัระดบัเสยีง ความชืน้สมัพทัธ ์เครื่องวดัอตัราการไหล ความเรว้ลม เป็นตน้ 
 ตูอ้บลมรอ้น (Hot Air Oven) ตูแ้ช ่(Freezer)  ตุเ้ยน็ส าหรบัหอ้งปฏบิตักิาร ตูเ้กบ็ตวัอย่าง ตูบ่้มเชือ้ (Incubator) ตุบ้โีอด ีตูแ้สงแบบควบคุมอุณหภมูิ 
 เครื่องมอืทดสอบและวจิยั ทางดา้นเยื่อกระดาษ กระดาษ และบรรจุภณัฑ ์ส าหรบัหอ้งปฏบิตักิาร และระบบการผลติ (online) 
 เครื่องทดสอบทางดา้นวสัดุศาสตร ์ส าหรบัอุตสาหกรรมยาง กระดาษ กล่อง บรรจุภณัฑ ์ฟิลม์ พลาสตคิ ฟูก ผา้ พรม รองเทา้ โฟม ทีน่อน เชอืก 

เฟอรน์ิเจอร ์กาว เรซนิ สารเคลอืบ กระป๋อง ขวด เป็นตน้ 
 ตูเ้ปรยีบเทยีบส ี(Lighting Cabinet) ส าหรบัวดัค่า ความแตกต่างส ีทีร่ะดบัการส่องสวา่ง หรอื ชนิดของหลอดไฟที่แตกต่างกนั 
 เครื่องวดัขนาดความกวา้ง ความยาว (Dimension Gauge) และขนาดสีเ่หลีย่ม (Squareness) ของกระดาษ ฟิลม์ ฟอยด์ อะลมูเินียม เป็นตน้ 
 เครื่องเกบ็ขอ้มลูแบบหลายชอ่งสญัญาณ (Datalogger) ส าหรบัอุตสาหกรรมอาหาร ส ีชิน้ส่วนรถยนต์ พลาสตคิ และอื่น ๆ 
 สารมาตรฐาน CRM ระดบั ISO17025 จากหน่วยงาน NIST, AOCS, ASTM และอื่น ๆ สารอา้งองิส าหรบัสอบเทยีบ เครื่องมอือุตสาหกรรมอาหาร 

เครื่องดื่ม น ้า น ้ามนัพชื อุตสาหกรรมยา ปิโตรเลยีม ปิโตรเคม ีเป็นตน้  
 สารมาตรฐานทีใ่ชใ้นการสอบเทยีบเครื่องมอื ส าหรบัอุตสาหกรรมอาหาร เครื่องดื่ม ปิโตรเลยีม น ้ายาวดัความหนืด  (Viscosity Standard) ค่าความ

หนาแน่น  (Density) ค่าการหกัเหของแสง  (R.I) ค่าความหวาน (Brix) เป็นตน้ 
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ผูผ้ลติเครือ่งวัดสแีบบอัตโนมัตสิ ำหรับอตุสำหกรรมปิโตรเคม ีพลำสตคิ โพลเิมอร ์ผลติภัณฑอ์ำหำร 
เครือ่งส ำอำง อปุกรณ์อเิลคทรอนคิส ์กระดำษ สิง่พมิพ ์ชิน้งำนโลหะ เฟอรน์เิจอร ์เครือ่งวัดคำ่ควำมมัน
เงำ (Gloss Meter) เครือ่งวัดคำ่ควำมแตกตำ่งส ี(Colorimeter) ในหน่วย LAB, L*a*b*, Delta E, 
Whiteness Index, Yellowness Index, Lch, XYZ, Hunter Lab, Metamerism Index เป็นตน้ เครือ่ง

ทดสอบส ำหรับงำนวจัิยทำงแสง ส ีกำรสอ่งสวำ่ง ตูเ้ทยีบส ี(Lighting Cabinet), เครือ่งมอืวัดและอปุกรณ์ทดสอบภำพถำ่ย
ดจิติอล (Digital Imaging Test Solution) เป็นตน้  
 

เครือ่งวดัคา่ความแตกตา่งส ี/ Automatic Colorimeter 
 

                                                           
                                             เครือ่งวดัส ีรุน่ NS810 Portable Spectrophotometer 

Illumination/observation 

system 

d/8 (diffused illumination,  
8-degree viewing angle) Conforms to CIE No.15, GB/T 3978. 

Integrating sphere Size Φ58mm 

Light Source Combined LED sources 

Sensor Silicon photodiode array 

Wavelength range 400~700 nm 

Wavelength pitch 10 nm 

Reflectance range 0~200% 

Measuring Aperture Φ8mm 

Color Space CIE LAB, XYZ, Yxy, LCh, CIE LUV，LAB&WI&YI 

Color difference Formula ΔE*ab, ΔE*uv, ΔE*94, ΔE*cmc (2:1), ΔE*cmc(1:1), ΔE*cmc(l:c), CIE2000ΔE*00, 
ΔE(h) 

Other Chromaticity Data WI(ASTM E313, CIE/ISO,AATCC, Hunter), YI(ASTM D1925, ASTM 313), TI(ASTM 
E313, CIE/ISO), Metamerism Index (Mt), Strength 
Color Stain, Color Fastness 

Measurement Time 1.2s 

Dimension L*W*H=90*77*230mm 

Weight 600g 

Battery Li-ion battery. 2800 times within 8 hours. 

Lamp Life 5 years, more than 1.6 million measurements 

Display Screen TFT 3.5inch, Capacitive Touch Screen 

Interface USB/RS-232 

Data Memory 1000 Standards, 15000 Samples 

Operating Temperature 0~40℃（32~104°F） 

Storage temperature -20~50℃（-4~122°F） 

 3nh Technology 
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                                                           เครือ่งวดัส ีรุน่ NS800 Spectrophotometer  

Illumination/observation 

system 

45/0 method (45 ring-shaped illumination, vertical viewing), Comply with  CIE No.15, 
GB/T 3978 

Integrating sphere Size Φ58mm 

Light Source combined LED sources 

Sensor Silicon photodiode array 

Wavelength range 400~700nm 

Wavelength interval 10nm 

Reflectance range 0~200% 

Measuring Aperture Φ8mm 

Color Space CIE LAB,XYZ,Yxy,LCh,CIE LUV 

Color difference Formula ΔE*ab,ΔE*uv,ΔE*94,ΔE*cmc(2:1),ΔE*cmc(1:1),ΔE*00 

Observer 2°/10° 

Display Data Spectral Value/Graph, Colorimetric Value, Color Difference Value/Graph,  
PASS/FAIL Result, Color Offset, Color Simulation 

Measurement Time 1.5s 

Repeatability Spectral Reflectance: standard deviation within 0.1%(400~700nm: within 0.2%) 

Colorimetric Value Standard deviation within Delta E*ab 0.04 (Measurement conditions: white calibration 
plate measured 30 times at 5 seconds intervals after white calibration was performed.) 

Inter Instrument 
Agreement 

Within Delta E*ab 0.2 (Average for 12 BCRA Series II color tiles) 

Dimension L*W*H=90*77*230mm 

Weight 600g 

Battery Li-ion battery. 5000 times within 8 hours 

Lamp Life 5 years, more than 1.6 million measurements 

Display Screen TFT 3.5inch, Capacitive Touch Screen 

Interface USB/RS-232 

Data Memory 1000 Standards, 15000 Samples 

Operating Temperature 0~40℃(32~104°F) 

Storage temperature -20~50℃(-4~122°F) 

Standard Accessory Power Adapter, Li-ion Battery, Operating Instruction, CD-ROM (containing management 
software), Data Line, White and Black Calibration Cavity, Protective Cover and Wrist 
Strap 

Optional Accessory Micro Printer, Universal Test Compon 

Others Provide complete spectrum reflectance curve, Input L, a, b value manually 

Notes The specifications are subject to change without notice 
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เครือ่งวดัส ีรุน่ NR60CP Colorimeter 

Illuminating/Viewing 

Geometry 

8°/ d 

Light Source LED Light 

Sensor Silicon photodiode array 

Measuring Aperture Φ8mmflat aperture; Φ4mmtip aperture 

Color Space CI E L AB，XYZ，LCh，CI E RGB，CI E LUV 

Color difference Formula ΔE* ab, ΔE( h) , ΔE* uv,ΔE* 94, ΔE*cmc ( 2: 1) , ΔE*cmc ( 1: 1) , ΔE* 00 

Other Chromaticity Data WI ( E313，CI E, AATCC，Hunt er )，YI ( D1925，313)，Color Fastness, 

Staining Fastness, J PC79，BFD( 1. 5: 1)，FMCI I 

Observer CI E 10° 

Illuminant D65，A，C，D50，F2，F6，F7，F8，F10，F11，F12 

Display Data Colorimetric Value, Color Difference Value/Graph, PASS/FAIL Result, Color Offset 

Measurement Time 0. 4s 

Repeatability ΔE* ab 0. 03 (Average of 30 measurements of standard white plate within 5s) 

Errors between each 

instrument 

within Delta E*ab 0.2 

Dimension 205*67*80mm 

Weight 500g 

Battery rechargeable lithium-ion battery 3. 7V @ 3200mAh 

Lamp Life 5 years, more than 1.6 million measurements 

Display Screen TFT 2.8 inch（16: 9） 

Interface USB/ RS- 232 

Storage 100 Standards, 20000 Samples 

Operating Temperature 0~40℃（32~104°F） 

Storage temperature -20~50℃（-4~122°F） 

PC software CQCS3 software 

Optional Accessory miniature thermal printer, powder test box 
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เครือ่งวดัส ีรุน่ NH310 Portable Colorimeterl 

Illuminating/Viewing 

Geometry 

8/d 

Measuring Aperture Φ8mm/Φ4mm 

Detector Silicon photoelectric diode 

Color Space CIEL*a*b*C*h* CIEL*a*b* CIEXYZ CIERGB CIEL*u*v* CIEL*C*h Yellowness & 
Whiteness Color Fastness 

Color Difference 
Formula 

△E*ab △L*a*b* △E*C*h* △ECIE94 △Ehunter 

Light Source D65 D50 A 

Light Source Device LED blue light excitation 

Errors Between Each 
Equipment 

≤0.40ΔE*ab 

Storage 100pcs standards 20000pcs samples 

Repeatability Standard deviation within ΔE*ab 0.06  
Average of 30 measurements of standard white plate 

Weight 500g 

Dimension 205×70×100 mm 

Power source Rechargeable lithium-ion battery 3.7V@3200mAh 

Lamp Life 5 years, more than 1.6 million measurements 

Charging Time 2 hours (first time 8 hours--100% electricity) 

Measuring Times 
Before Recharging 

more than 3000 times 

Operating 
Temperature/Humidity 
Range 

-10~40℃, relative humidity 0~85% with no condensation 

Data Interface USB 

Extended Aperture 
(optional) 

Φ8mm extended aperture, available for measuring concave surface    

Printer (optional) Miniature thermal printer    
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เครือ่งวดัส ีรุน่ NH300 Portable Colorimeter 

Illuminating/Viewing Geometry 8/d 

Measuring Aperture Φ8mm 

Detector Silicon photoelectric diode 

Color Space CIEL*a*b*C*h* CIEL*a*b* 

Color Difference Formula △E*ab △L*a*b △E*C*h 

Light Source D65 

Light Source Device LED blue light excitation 

Errors Between Each Equipment ≤0.40ΔE*ab 

Storage 100pcs standards 20000pcs samples 

Repeatability Standard deviation within ΔE*ab 0.07 Average of 30 measurements of 
standard white plate 

Weight 500g 

Dimension 205×70×100 mm 

Power source Rechargeable lithium-ion battery 3.7V@3200mAh 

Lamp Life 5 years, more than 1.6 million measurements 

Charging Time 2 hours (first time 8 hours--100% electricity) 

Measuring Times Before Recharging more than 3000 times 

Operating Temperature/Humidity 
Range 

-10~40℃, relative humidity 0~85% with no condensation 

Data Interface USB 

Printer (optional) Miniature thermal printer 
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เครือ่งวดัส ีรุน่ NR145 Precision Colorimeter 

Illuminating/Viewing Geometry 45°/0° 

Measuring Aperture Φ8mm 

Measurement End-face Large stable end face and small concave-convex end face 

Detector Silicon photoelectric diode 

Locating Illuminating Locating/Cross Locating 

Color Space CIEL*a*b*C*h* CIEL*a*b*CIEXYZ 

Color Difference Formula △E*ab △L*a*b* △E*C*h* 

Light Source D65 

Light Source Device LED blue light excitation 

Errors Between Each Equipment ≤0.80ΔE*ab 

Storage 100pcs standards 20000pcs samples 

Repeatability Standard deviation within ΔE*ab 0.08 
Average of 30 measurements of standard white plate 

Weight 500g 

Dimension 205×67×80 mm 

Power source Rechargeable lithium-ion battery 3.7V@3200mAh 

Lamp Life 5 years, more than 1.6 million measurements 

Charging Time The first charging time is 8 hours--100% electricity 

PC Software CQCS3 Software 

Printer (optional) Miniature thermal printer 

 

  
เครือ่งวดัส ีรุน่ NR20XE Precision Colorimeter 

Illuminating/Viewing 

Geometry 

45°/0° 

Measuring Aperture Φ20mm 

Special Function Especially suitable for testing surface stripe and wet products 

Locating Illumination Locating/Cross Locating 

Detector Silicon photoelectric diode 

Locating Illuminating Locating/Cross Locating 

Color Space CIEL*a*b*C*h*; CIEL*a*b*; CIEXYZ 
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Color Difference Formula △E*ab; △L*a*b*; △E*C*h* 

Light Source D65 

Light Source Device LED blue light excitation 

Errors Between Each 
Equipment 

≤0.50ΔE*ab 

Storage 100pcs standards 20000pcs samples 

Repeatability Standard deviation within ΔE*ab 0.08 Average of 30 measurements of 
standard white plate 

Weight 500g 

Dimension 205×67×80 mm 

Power source Rechargeable lithium-ion battery 3.7V@3200mAh 

Lamp Life 5 years, more than 1.6 million measurements 

Charging Time First charging time is 8 hours--100% electricity 

PC Software CQCS3 Software 

Printer (optional) Miniature thermal printer 

 

  
เครือ่งวดัส ีรุน่ NR110 Precision Colorimeter 

Illuminating/Viewing Geometry 8/d 

Measuring Aperture Φ4mm 

Detector Silicon photoelectric diode 

Locating Illuminating Locating/Cross Locating 

Measurement End Face Large stable end-face and small concave-convex end-face 

Color Space CIEL*a*b*C*h* CIEL*a*b*CIEXYZ 

Color Difference Formula △E*ab △L*a*b* △E*C*h* 

Light Source D65 

Light Source Device LED blue light excitation 

Errors Between Each Equipment ≤0.80ΔE*ab 

Storage 100pcs standards 20000pcs samples 

Repeatability Standard deviation within ΔE*ab 0.08  
Average of 30 measurements of standard white plate 

Language English/Chinese 

Weight 450g 

Dimension 205×67×80 mm 

Power source Rechargeable lithium-ion battery 3.7V@3200mAh 

Lamp Life 5 years, more than 1.6 million measurements 

Charging Time 8 hours--100% electricity 

PC Software CQCS3 Software 

Printer (optional) Miniature thermal printer 
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เครือ่งวดัส ีรุน่NR200 Precision Colorimeter 

Illuminating/Viewing Geometry 8/d 

Measuring Aperture Φ8mm 

Detector Silicon photoelectric diode 

Color Space CIEL*a*b*C*h* CIEL*a*b* 

Color Difference Formula △E*ab △L*a*b △E*C*h 

Light Source D65 

Light Source Device LED blue light excitation 

Errors Between Each Equipment ≤0.50ΔE*ab 

Storage 100pcs standards 20000pcs samples 

Repeatability Standard deviation within ΔE*ab 0.08  
Average of 30 measurements of standard white plate 

Weight 500g 

Dimension 205×70×100 mm 

Power source Rechargeable lithium-ion battery 3.7V@3200mAh 

Lamp Life 3 years, more than 1 million measurements 

Charging Time 2 hours (First time 8 hours--100% electricity) 

Measurement Times Before Recharging More than 3000 times 

Operating Temperature/Humidity Range -10~40℃, relative humidity 0~85% with no condensation 

Data Interface USB 

Optional Accessory Miniature thermal printer, Powder Test Box 

 

อปุกรณป์ระกอบ-อปุกรณเ์สรมิเครือ่งวดัส ี/Accessories 
 

  

Powder Test Box 

Features  
Easy to use; Focus on measuring powder. 

Dimension Φ50X25mm 
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Universal Test Components  

Features   
Powerful accessory with high sensitivity which is used to measure liquid, paste and powder. 

Dimension L*W*H=190x190x85 mm 

  
Built-in White Calibration Plate 

 

ซอฟตแ์วรป์ระมวลผล / Application Software 
 

When not use NH300 and NH310 colorimeter, you can put the cover on to protect colorimeter from the dust. 

Meanwhile, because it has built-in white calibration plate, 3nh colorimeter will complete white calibration 

automatically when starting up.  

 

                                                           

                                             CQCS3 Color Quality Control System (Software) 

Φ8mm Extended Measuring Aperture 

Built-in White Calibration Plate 

                                                        

                                                   Φ8mm Extended Measuring Aperture 

Extended measuring aperture can be used to not only measure the large surface, but also to perform color 

measurement on small surface, circular surface and concave surface.  
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เครือ่งมอืวดัและอปุกรณท์ดสอบภาพถา่ยดจิติอล / Digital 

Imaging Test Solution 
 

                                                              

                                                             Light Source for Optical Image Test 

Used in the lighting of transmissive and reflective test chart and divided into hand-held, horizontal, desktop and 

vertical. It has the whole solution requirements in illumination uniformity, color temperature range, color 

rendering index. 

                                                            

                                                               Digital Imaging Test Solution 

Digital Image Test Panel, Color Temperature Meter, CRI Spectroradiometer, Light Source Group, Lens & Camera 

Test (camera, mobile phone, high definition television, security equipment, etc.), Imaging Processing Software, 

Reflective & Transmissive Test Panel, Color Assessment Cabinet, High Definition Resolution Test Chart        

 

                                                               

                                                           Minolta CL-200A Chroma Meter 

The Chroma Meter CL200A is a compact, light weight, handheld instrument for measuring the color and  

Illuminance of light sources (including new LED and EL light sources) and displaying the results in terms of 

tristimulus values, illuminance, chromaticity, dominant wavelength, excitation purity, correlated color 

temperature, and difference values from a target. 

                                                                    
                                                           ISO Light / ISO Light Color 

 Quickly and effectively identify light quality for many industry standard test charts. 

 LED indicators allow for quick verification of light levels. 

 Two indicator modes: level tolerance and uniformity tolerance. 

 Easytoread display screen. 

 Additional abilities to analyze audio output, measuring still image and video image time parameters. 

Note: There is a four week lead time between order and shipment for this product. 
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                                                                    i1 Basic Pro2 Spectrophotometer  
Meet the new standard of perfection. This spectrophotometer offers affordable, professionallevel spectral color 
measurement solution with display and projector profiling, monitor and print quality assurance and spot color 
measurement. 

                                                              
                                                                                         GLX-30  

 High precision light box. 90 Watts.  

 Viewing Area: 16 x 30 inches (41 x 76 cm) (410 x 760 mm). 

 Overall Height: 21'' Width: 37.5'' Thickness: 5'' (53 x 95 x 13 cm) (530 x 950 x 130 mm).  

 Features a high frequency ballast to eliminate flicker and uniform luminance.  

 An optional Rotary or Digital Dimmer is available. A LiteGuard option is included with the Digital  

Dimmer and tracks lamp usage in order to maintain correct color andintensity.  

Note: There is a 34 week lead time between order and shipment for this product. 

  
GL-16E  

 High precision light box. 60 Watts. 

 Viewing Area: 10 x 18 inches (25 x 46 cm) (250 x 460 mm). 

 Total dimensions: 15 x 25 x 5 inches (38 x 64 x 13 cm) (380 x 640 x 130 mm). 

 High frequency ballast (to eliminate flicker) and even luminance. An optional Rotary or Digital Dimmer 
isavailable. A LiteGuard option is included with the Digital Dimmer and tracks lamp usage in order to 
maintaincorrect color and intensity.  

Note: There is a four week lead time between order and shipment for this product. 
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เครือ่งวดัคา่ความมนัเงาแบบอตัโนมตั ิ/ Automatic Gloss Meter 

                                                                                        
                                   เครือ่งวดัคา่ความมนัเงา รุน่ HG60S Economic Gloss Meter 

Measuring Angle  60° Comply with standard ISO 2813, 

Measuring Area (mm) 9x15 

Measuring Range 0~200GU 

Division Value 1GU 

Measurement Range 
Repeatability                          Reproducibility 

0-200GU  
±1GU  
±1GU 

Measurement Standard Conform with JJG696 first class glossmeter working 
requirement 

Chromaticity Corresponding Corresponding with CIE 1931(2°) under CIE C light source 

Errors ±1.5 

Measuring Time 0.5s 

Dimension L*W*H : 160mm*75mm*90mm 

Weight 350g 

Language Chinese/English 

Battery 3200mAh Li-ion Battery, >10000 times(within 8 hours) 

Display TFT 3.5 inch 

Interface USB/RS-232 

Storage Basic mode: 1000 

Operation Temperature 0~40℃（32~104°F） 

Storage Temperature -20~50℃（-4~122°F） 

Humidity <85% relative humidity, no condensation 

Standard Accessories Power Adapter, USB cable, User Manual, Calibration Plate 

Optional Accessories Miniature Printer 

  

GB/T 9754, ASTM D 523, ASTM D 2457 

 

  
เครือ่งวดัคา่ความมนัเงา รุน่ HG60 Economic Gloss Meter 
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Model: HG60 

Measuring Angle 
60°                                      
Comply with standard ISO 2813, GB/T 9754, ASTM D 523, ASTM D 2457 

Measuring Area (mm) 9x15   

Measuring Range 0~300GU 

Division Value 0.1GU 

Measurement 

Range                                 

Repeatability 

Reproducibility 

0-10GU            10-100GU      100-300GU 

± 0.1GU           ± 0.2GU           ± 0.2%GU 
± 0.2GU           ± 0.5GU           ± 0.5%GU 

Measurement Standard Conform with JJG696 first class glossmeter working requirement 

Chromaticity Corresponding Corresponding with CIE 1931(2°)  under CIE C light source 

Errors ±1.5 , ± 1.5% 

Measuring Time 0.5s 

Dimension L*W*H : 160mm*75mm*90mm 

Weight 350g 

Language Chinese/English 

Battery 3200mAh Li-ion Battery ，>10000 times(within 8 hours) 

Display TFT 3.5 inch 

Interface USB/RS-232 

Storage Basic mode: 1000 

Software 
GQC6 Quality Control Software with QC report printing functions and 

more extended functions. 

Operation Temperature  0~40℃（32~104°F） 

Storage Temperature  -20~50℃（-4~122°F） 

Humidity <85% relative humidity,  no condensation 

Standard Accessories 
Power Adapter, USB cable, User Manual, GQC6 software CD (except 
HG60S), Calibration Plate 

Optional Accessories Miniature Printer 

Note The specifications are subject to change without notice. 
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                                        เครือ่งวดัคา่ความมนัเงา รุน่ HG268 Tri-angle Gloss Meter 

Model: HG268 

Measuring Angle 
20°/60°/85°                                        
Comply with standard ISO 2813, GB/T 9754, ASTM D 523, ASTM D 2457 

Measuring Area (mm) 20°: 10x10    60°: 9x15    85°: 5x36 

Measuring Range 20°:0~1000GU   60°:0~1000GU   85°：0~160GU 

Division Value 0.1GU 

Measurement 
Range                                 

Repeatability 

Reproducibility 

0-10GU            10-100GU      100-1000GU 
± 0.1GU           ± 0.2GU           ± 0.2%GU 
± 0.2GU           ± 0.5GU           ± 0.5%GU 

Measurement Standard Conform with JJG696 first class glossmeter working requirement 

Chromaticity Corresponding Corresponding with CIE 1931(2°)  under CIE C light source 

Errors ±1.5 , ± 1.5% 

Measuring Time 0.1s 

Dimension L*W*H : 160mm*75mm*90mm 

Weight 350g 

Language Chinese/English 

Battery 3200mAh Li-ion Battery ，>10000 times(within 8 hours) 

Display TFT 3.5 inch 

Interface USB/RS-232 

Storage Basic mode: 1000 

Software 
GQC6 Quality Control Software with QC report printing functions and 
more extended functions. 

Operation Temperature  0~40℃（32~104°F） 
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Storage Temperature  -20~50℃（-4~122°F） 

Humidity <85% relative humidity,  no condensation 

Standard Accessories 
Power Adapter, USB cable, User Manual, GQC6 software CD (except 
HG60S), Calibration Plate 

Optional Accessories Miniature Printer 

Note The specifications are subject to change without notice. 

 

  
เครือ่งวดัคา่ความมนัเงา รุน่ NHG60M Small Aperture Gloss Meter 

Measure Angle 

60°                                           
Comply with standard ISO 2813
、GB/T 9754、ASTM D 523、

ASTM D 2457 

Measuring Area (mm) 1.5*2 

Measurement Range 0~1000GU 

Division Value 0.1GU 

Measurement 
Range                                 Repeatability                                                Reproducibility 

0-10GU            10-
100GU      100-1000GU 
± 0.1GU           ± 
0.2GU           ± 0.2%GU 
± 0.2GU           ± 
0.5GU           ± 0.5%GU 

Measurement Standard 
Conform with JJG696 first class 
gloss meter working requirement 

Chromaticity Corresponding 
Corresponding with CIE 1931(2°) 
under CIE C light source 

Errors ±1.5 , ± 1.5% 

Measuring Time 0.5s 

Dimension L*W*H : 160mm*75mm*90mm 

Weight 350g 

Language Chinese/English 

Battery 
3200mAh Li-ion Battery, >10000 
times(within 8 hours) 

Viewing Screen 
TFT 3.5 inch, capacitive touch 
screen 

Interface USB/RS-232 

Data Save 
Basic mode: 1000, Statistical 
Mode: 5000, Continuous mode : 
5000 
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Software 

GQC6 Quality Control Software 
with QC report printing functions 
and more extended functions. 

Operation Temperature 0~40℃（32~104°F） 

Storage Temperature  -20~50℃（-4~122°F） 

Humidity 
<85% relative humidity, no 
condensation 

Standard Accessories 
Power Adapter, USB cable, User 
Manual, CD (Including QC 
software), Calibration Plate 

Optional Accessories Miniature Printer 

Note 
The specifications are subject to 
change without notice. 

  

 

  
เครือ่งวดัคา่ความมนัเงา รุน่ NHG60 60 degree gloss meter 

Model NHG60 

Measure Angle 

60°                                           
Comply with standard ISO 2813
、GB/T 9754、ASTM D 523、

ASTM D 2457 

Measuring Area (mm) 9X15 

Measurement Range 0~1000GU 

Division Value 0.1GU 

Measurement 
Range                       Repeatability                                                Reproducibility 

0-10GU            10-
100GU      100-1000GU 
± 0.1GU           ± 
0.2GU           ± 0.2%GU 
± 0.2GU           ± 
0.5GU           ± 0.5%GU 

Measurement Standard 
Conform with JJG696 first class 
gloss meter working requirement 

Chromaticity Corresponding 
Corresponding with CIE 1931(2°) 
under CIE C light source 

Errors ±1.2 , ± 1.2% 

Measuring Time 0.5s 

Dimension L*W*H : 160mm*75mm*90mm 

Weight 350g 

Language Chinese/English 

Battery 
3200mAh Li-ion Battery, >10000 
times(within 8 hours) 
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Viewing Screen 
TFT 3.5 inch, capacitive touch 
screen 

Interface USB/RS-232 

Data Save 
Basic mode: 1000, Statistical 
Mode: 5000, Continuous mode : 
5000 

Software 

GQC6 Quality Control Software 
with QC report printing functions 
and more extended functions. 

Operation Temperature 0~40℃（32~104°F） 

Storage Temperature  -20~50℃（-4~122°F） 

Humidity 
<85% relative humidity, no 
condensation 

Standard Accessories 
Power Adapter, USB cable, User 
Manual, CD (Including QC 
software), Calibration Plate 

Optional Accessories Miniature Printer 

Note 
The specifications are subject to 
change without notice. 

                                                           

                               เครือ่งวดัคา่ความมนัเงา รุน่ NHG268 Multi-angle Precise Gloss Meter 

Measuring Angle 

20°/60°/85°                                        
Comply with standard ISO 2813, GB/T 
9754, ASTM D 523, ASTM D 2457 

Measuring Area (mm) 20°: 10x10    60°: 9x15    85°: 5x36 

Measuring Range 
20°:0~2000GU   60°:0~1000GU   85°
：0~160GU 

Division Value 0.1GU 

Measurement 
Range                     Repeatability                                 Reproducibility 

0-10GU            10-100GU      100-

2000GU 
± 0.1GU           ± 0.2GU           ± 
0.2%GU 
± 0.2GU           ± 0.5GU           ± 
0.5%GU 

Measurement Standard 
Conform with JJG696 first class 
glossmeter working requirement 

Chromaticity Corresponding 
Corresponding with CIE 
1931(2°)  under CIE C light source 

Errors ±1.2 , ± 1.2% 
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Measuring Time 1.0s 

Dimension L*W*H : 160mm*75mm*90mm 

Weight 350g 

Language Chinese/English 

Battery 
3200mAh Li-ion Battery ，>10000 

times(within 8 hours) 

Display TFT 3.5 inch, capacitive touch screen 

Interface USB/RS-232 

Storage 
Basic mode: 1000; Statistical Mode: 
5000，Continuous mode : 5000 

Software 

GQC6 Quality Control Software with QC 
report printing functions and more 
extended functions. 

Operation Temperature  0~40℃（32~104°F） 

Storage Temperature  -20~50℃（-4~122°F） 

Humidity 
<85% relative humidity,  no 
condensation 

Standard Accessories 

Power Adapter, USB cable, User 
Manual, CD (Including QC software), 

Calibration Plate 

Optional Accessories Miniature Printer 

Note 
The specifications are subject to 
change without notice. 
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ผูผ้ลติเครื่องมอืทดสอบส าหรบังานวเิคราะห์ วจิยั เช่นเครื่องวดัค่าความหนาแน่นแบบอตัโนมตัิของน ้ามนั
ปิโตรเลยีม ของเหลวต่าง ๆ (Automatic Density Meter) เครือ่งวเิคราะหธ์าตุโซเดยีม โปตสัเซยีม และลเิธยีม 
ด้วยเปลวไฟ (Flame Photometer) เครื่องวัดค่าความหวาน เครื่องวัดค่าการหักเหของแสง (Manual & 

Automatic Refractometer) เครื่องควบคุมอุณหภูมนิ ้าหล่อเยน็แบบไม่ใชค้อมเพลสเซอร์ (Peltier Cooler) เครื่องวดัค่ามุมในการโพลาไร
เซชัน่ เครื่องโพลาริมเิตอร์แบบ Manual และอัตโนมตัิ (Manual & Automatic Polarimeter) เครื่องวดัค่าจุดหลอมเหลวแบบอัตโนมตัิ 
(Automatic Melting Point Tester) หลอดไฟแบบไมใ่หค้วามรอ้น (Cold Light Source) หลอดไฟยวูแีละหลอดไฟส าหรบังานวเิคราะห ์(UV 
Lamp and Analyzis Lamps)                    
 
 

Density Meters 

เครือ่งวดัค่าความหนาแน่นแบบอตัโนมตั ิ(Automatic 

Density Meter) ส าหรบัน ้ามนัหลอ่ลืน่ น ้ามนัดเีซล ตวั

ท าละลาย เป็นตน้ ตามมาตรฐาน ASTM D4052, 

D5002 

 
Intuitive Touchscreen 

 
DS7800 Density Meter  

 

Flame Photometers 

เครือ่งวเิคราะหธ์าตุโซเดยีม โปแตสเซยีมและลเิธยีม 

ดว้ยเปลวไฟ (Flame Photometer) 

 

 
Flame Photometer model FP8800 

 A.KrŰss Optronic 
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Refractometers 
เครือ่งวดัค่าความหวานเครือ่งวดัค่าการหกัเหของแสง 
(Manual & Automatic Refractometer) 

 
DR301-95 Digital Handheld Refractometer 

 

 
PR21 direct insertion process refractometer 

 

 

     HR Series manual handheld refractometer 

 

 

 

 

 

 
DR6000 Digital Refractometer 

 

 
 

AR2008 Series Abbe Refractometer 
 
 

 

Thermostats 
เครือ่งควบคุมอุณหภมูนิ ้าหลอ่เยน็แบบไมใ่ชค้อมเพลส
เซอร ์(Peltier Cooler) 
 

 

 
PT31 model Peltier Thermostat 
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Polarimeters 
เครือ่งวดัค่ามมุในการโพลาไรเซชัน่เครือ่งโพลารมิเิตอร์
แบบ Manual และอตัโนมตั ิ(Manual & Automatic 
Polarimeter) 

 

 
P1000 Series Manual Polarimeter 

 

 

 

 

 
P8000 Series Digital Automatic 

Polarimeter 

 

Melting Point Meters 
เครือ่งวดัค่าจุดหลอมเหลวแบบอตัโนมตั ิ(Automatic 
Melting Point Tester) 

 
KSP1D automatic melting point meter  

 

 

 
M5000 automatic melting point meter 

 

Cold Light Sources 
หลอดไฟแบบไมใ่หค้วามรอ้น (Cold Light Source) 

 
KL5110 Fibre-Optic Light Source  

 

 
KL5120 Fibre-Optic Light Source 
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UV- and Analysis Lamps 

หลอดไฟยวูแีละหลอดไฟส าหรบังานวเิคราะห ์(UV 

Lamp and Analysis Lamps) 

 
UVT3600 lamp  

 

 

 

 
UV240 lamp 

 

Microscopes 

กลอ้งจุลทรรศน์ส าหรบังานวจิยัแบบสองตา สามตา 

(Binocular, Trinocular, Inverted, Stereo Microscope) 

 

 

 
MBL3000 Series: Microscopes for advanced 

examinations in biology and laboratory 

 

 

 

 
MBL3400 inverted metallurgical 

microscope 

 
MML1500 Series monocular microscopes 
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  Aqua Measure ผูผ้ลติเครือ่งวดัค่าความชืน้ (Moisture Meter) ของผลติภณัฑอ์าหาร กระดาษ สิง่พมิพ ์บรรจภุณัฑ ์ไม ้คอนกรตี และอื่น ๆ 
มทีัง้แบบในทดสอบนอกสถานที ่พกพาและวดัค่าแบบต่อเนื่อง (Online Measurement) 

 Portable / Handheld Moisture Meters  
 Process / Online Moisture Meters 

 

เครือ่งวดัความชืน้ส าหรบังานปนูและไม ้- Model 9XDC for Plaster and Wood 

 

เครือ่งวดัความชืน้เอนกประสงค ์- Model A8 All Purpose Moisture Meter 

 

เครือ่งวดัความชืน้ Model A8AF Radome Moisture Meter 

 

เครือ่งวดัความชืน้ส าหรบักระดาษ - Model AM-III Paper Moisture Meter  

 

เครือ่งวดัความชืน้ส าหรบักระดาษรไีซเคลิ กระดาษใชแ้ลว้ - Model AM-III-B Paper Moisture Meter  

 

เครือ่งวดัความชืน้ส าหรบัคอนกรตี - Model B Concrete Block Moisture Meter 

 

เครือ่งวดัความชืน้เอนกประสงค ์- Model DA8 All Purpose Digital Moisture Meter 

 

เครือ่งวดัความชืน้ส าหรบัผลติภณัฑท์ีท่ าจากไม ้เฟอรน์ิเจอร ์กอ่นการทาส-ี Model DC-2000 Wood 
Moisture Meter  

 

เครือ่งวดัความชืน้ส าหรบักระดาษรไีซเคลิ กระดาษใชแ้ลว้ - Model DC-2000-BP Baled Paper 
Moisture Meter  

 Aqua Measure (Finna Group) 
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เครือ่งวดัความชืน้ส าหรบัผลติภณัฑท์ีท่ าจากไม ้เฟอรน์ิเจอร ์เป็นตน้ -Model DC-2000-C Wood 
Moisture Meter  
 
 

 

เครือ่งวดัความชืน้ส าหรบัผลติภณัฑจ์กุไมค้อรก์ - Model DC-2011 Cork Moisture Meter 

เครือ่งวดัความชืน้ส าหรบัผลติภณัฑก์าแฟ - Model G9 “Aqua Probe” for Coffee Beans 

เครือ่งวดัความชืน้ส าหรบัตวัอย่างทีเ่ป็นผงหรอืเมด็ - Model G9 for Powdered and Granular Materials 

 

เครือ่งวดัความชืน้ส าหรบัท่อนไมซุ้ง Model L Lumber Moisture Meter 

 

เครือ่งวดัความชืน้ส าหรบัแผ่นยปิซัม่ - Model LG Gypsum Moisture Meter  

 

เครือ่งวดัความชืน้ส าหรบัแผ่นยปิซัม่ เซน็เซอรป์ลายแบน ไมม่ปัีญหาไฟฟ้าสถติย ์- Model LGF 
Gypsum Moisture Meter  

 

เครือ่งวดัความชืน้ส าหรบังานปนูและไม ้Model LP Plaster Moisture Meter  

 

เครือ่งวดัความชืน้ส าหรบัหอ้งปฏบิตักิารต่อพว่งคอมพวิเตอร ์- Model MCPC Laboratory Moisture 
Computer 
 

 

เครือ่งวดัความชืน้ของตวัอย่างทีม่พี ืน้ผวิเรยีบ เช่น กระดาษ พรม กระเบือ้ง ผา้ เป็นตน้ - Model N8 
Narrow Materials Moisture Meter  

 

เครือ่งวดัความชืน้ของมว้นกระดาษหรอืตัง้กระดาษเแสดงผลแบบเขม็ - Model PM-80 Paper 
Moisture Meter 

 

เครือ่งวดัความชืน้ของตวัอย่างทีม่พี ืน้ผวิเรยีบ เช่น กระดาษ พรม กระเบือ้ง ผา้ เป็นตน้ - Model T8 
Thin Materials Moisture Meter 

 

เครือ่งวดัความชืน้ของตวัอย่างแผ่นไมว้เีนียร ์- Model V Veneer Moisture Meter 

 

Online Continuous Moisture Measurement – เครือ่งวดัความชืน้แบบต่อเนื่องส าหรบัการผลติหรอื

โรงงานอุตสาหกรรม Touch Screen Moisture 
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เครือ่งวดัความชืน้แบบต่อเนื่องดว้ยเซน็เซอรแ์บบ NIR - Model BSP-901 Moisture Measurement 

and Control System with NIR Sensor 1 

 

เครือ่งวดัความชืน้แบบต่อเนื่องดว้ยเซน็เซอรค์ลืน่วทิยุ - Model BSP-901 Moisture Measurement 

and Control System with RF Sensor 1  

 

เครือ่งวดัความชืน้แบบต่อเนื่องดว้ยเซน็เซอรค์ลืน่ไมโครเวฟ - Model BSP-901 Moisture 

Measurement and Control System with the Microwave Moisture Sensor 1 

 

เครือ่งวดัความชืน้แบบต่อเนื่องดว้ยเซน็เซอรค์ลืน่แบบ NIR - Model SMART II Moisture 

Measurement and Control System with NIR Sensor 1 

Model SMART II Moisture Measurement and Control System with RF Sensor 1  

 

OPTIONAL: ตูป้้องกนัการระเบดิส าหรบัอุตสาหกรรมทีม่ปีระกายไฟหรอืมโีอกาสเสีย่งในการตดิไฟ

หรอืระเบดิ - Explosion-Proof Housing 1  

 

OPTIONAL: แผ่นสอลเทยีบเซน็เซอรแ์บบ NIR - NIR Test Plate 1 

 

 

OPTIONAL: OPTO-PORT Sampling System Analyzer 1 

 

เครือ่งวดัความชืน้แบบเขม็สมัผสั หลกัการวดัค่าการน าไฟฟ้า 
 
 

 

เครือ่งวดัความชืน้แบบเขม็สมัผสัดจิติอล หลกัการวดัค่าการน าไฟฟ้า 
 
 

 

เครือ่งวดัความชืน้ของมว้นกระดาษแบบลกูกลิง้ดจิติอล หลกัการวดัค่าการน าไฟฟ้า 
 
 

 

เครือ่งวดัความชืน้แบบแท่งเสยีบดจิติอล หลกัการวดัค่าการน าไฟฟ้า 
 
 

 

เครือ่งวดัความชืน้ความละเอยีดสงูส าหรบัหอ้งแลป็ หลกัการวดัค่าการน าไฟฟ้า 
 
 

 

เครือ่งวดัความชืน้แบบต่อเนื่องโดยใชห้ลกัการ NIR, RF, Microwave 
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ผูผ้ลติเครือ่งมอืส ำหรับงำนวจัิยและเครือ่งมอืในอตุสำหกรรมอำหำร ผลติภัณฑจ์ำกนม เครือ่งส ำอำง 
เครือ่งปรงุรส อำหำรเหลว เครือ่งดืม่ น ้ำมันพชื อตุสำหกรรมยำ อำหำรเสรมิ สำรสกดั สมนุไพร สำรปรงุ
แตง่ หัวน ้ำหอม หัวเชือ้ หัวน ้ำหอม เป็นตน้ คลิ๊กหัวขอ้ดำ้นลำ่งตำมหมวดหมูอ่ตุสำหกรรมทีเ่กีย่วขอ้ง 
เพือ่ดรูำยละเอยีดสนิคำ้แตล่ะชนดิ หรอืคลิ๊กรปูภำพของแตล่ะเครือ่ง 

 ผลติภณัฑจ์ำกนม -Dairy 

 เครือ่งปรงุรส -Ingredients 

 อำหำรทีเ่ป็นของเหลว -Liquid Foods 

 เครอืงดืม่ -Beverages 

 น ้ำมันพชื -Edible Oils 

 อตุสำหกรรมยำ -Pharmaceuticals 

 อำหำรเสรมิ -Neutraceuticals 

 หัวเชือ้ กลิน่ สำรปรงุแตง่ -Flavours& Fragrances 

 ดทูกุหัวขอ้ -View all 

 

เครื่องปัน่เหวียงแยกองคป์ระกอบนม 
รุ่น FT27 CentriPeel Centrifuge 

 

 

เคร่ืองแลกเปล่ียนความร้อน รุ่น FT25 
Modular Scraped Surface Heat 

Exchanger Systems 

 

เคร่ืองกลัน่ระเหยสาร รุ่น FT22 Rising 
Film Evaporator 

 

 

เคร่ืองกรองน ้าแบบรีเวอรส์ออสโมซิส
และการกรองแบบอลุตร้าฟิวเตรชัน่ 

รุ่น FT18 Reverse 
Osmosis/Ultrafiltration Unit 

 

เคร่ืองกวนผสมแบบควบคมุอณุหภมิู 
รุ่น FT40 Multi-Purpose Processing 

Vessel 
 

 

เคร่ืองกวนผสมผลิตภณัฑ์
เอนกประสงค ์รุ่น FT14/142 

 

 

เคร่ืองก าจดัฟองอากาศในผลิตภณัฑ์
แบบต่อเน่ือง รุ่น FT51 

 

เครื่องผสมสารให้เข้ากนัโดยใช้ความ
ดนัสงู รุ่น FT9 Pressure Homogeniser 
 
 

 

เครื่องผสมสารให้เป็นเน้ือเดียวกนัโดย
ใช้แรงดนั รุ่น FT90 FT91 

Homogenisation Sub-Systems 
 

 Armfield 
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เคร่ืองท าเนยเขง็พร้อมอปุกรณ์ รุ่น 
FT20/FT20A Cheese Vat & Cheese 

Making Accessories 
 

 

เครื่องพาสเจอไรซ์ส าหรบั
ห้องปฏิบติัการ รุ่น FT43 Laboratory 

Pasteuriser 

 

เคร่ืองฆ่าเช้ือแบบ UHT/HTST รุ่น 
FT74XTS UHT/HTST System 

 

 

เคร่ืองฆ่าเช้ือแบบ UHT/HTST ต่อเน่ือง
ขนาดเลก็ รุ่น FT94LT HTST/UHT Mini 

Pilot System 
 

 

HTST/UHT Mini Pilot System 
Code: FT94X 

 

เคร่ืองฆ่าเช้ือแบบ UHT/HTST ต่อเน่ือง
ขนาดใหญ่ รุ่น FT174X 

 

 

เคร่ืองฆ่าเช้ือโดยใช้ระบบไมโครเวฟ 
รุ่น FT84 

 

 

ตู้ปลอดเช้ือพร้อมระบบบรรจผุลิตภณัฑ์
แบบต่อเน่ือง รุ่น FT83 Sterile Filling 

System 
 

 

เครื่องอดัคารบ์อนไดออกไซต์
ผลิตภณัฑเ์คร่ืองด่ืม รุ่น FT102X 

Carbonator/Filler 
 

 

เคร่ืองวิจยัการเกิดแวกซ์หรือไขของ
น ้ามนัและการเกิดปฏิกิริยาเอสเทอร ์

รุ่น FT88 Dual Purpose 
Hydrogenation and Interesterification 

Plant 

 

เคร่ืองวิจยัการเกิดแวกซ์หรือไขของ
น ้ามนัแบบต่อเน่ือง รุ่น FT87 Loop 

Hydrogenation Pilot Plant 
 

 

เคร่ืองก าจดักล่ินของน ้ามนั รุ่น FT68 
Deodorising Unit 
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เคร่ืองวิจยัการเกิดแวกซ์หรือไขของ
น ้ามนัขนาดเลก็ รุ่น FT67 

Hydrogenation Unit 
 

 

เคร่ืองวิจยัขบวนการล้าง การฟอกสี
ของน ้ามนัพืช รุ่น FT66 Neutraliser / 

Washer / Bleacher 
 

 

เครื่องสกดัสารโดยใช้ตวัท าละลาย และ
เครื่องกลัน่น าตวัท าละลายกลบัมาใช้

ใหม่ รุ่น FT29   
 

 

เคร่ืองสกดัสารแบบรวดเรว็ขนาดใหญ่
แบบตัง้พืน้ รุ่น FT111 Laboratory 

Scale Rapid Extractor 
 

 

เครื่องสกดัสารแบบรวดเรว็ขนาดเลก็
แบบตัง้โตะ๊ รุ่น FT110 Benchtop Rapid 

Extractor 
 

 

เคร่ืองท าผงแบบพ่นฝอยโดยใช้ความ
ร้อนและความเยน็ รุ่น FT80/FT81 Tall 

Form Spray Dryer and Chiller 
 

 

เคร่ืองท าความเยน็แบบต่อเน่ือง 
รุ่น FT63 Laboratory Process Chiller 
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BOLA เป็นผูผ้ลติชิน้ส่วน อุปกรณ์ทดสอบ อะไหล่สิน้เปลอืง ขอ้ต่อ ปัม๊ดดูสารเคม ีชุดกลัน่ 
ชุดกวนสาร ชุดกรองสาร ท่อ สายยาง และอุปกรณ์อืน่ ๆ ทีจ่ าเป็นต่อการทดสอบในหอ้งแลป็
ทัว่ไป แต่มคีุณสมบตั ิคอื ท าจากวสัดุฟลอูอโรพลาสตคิ (Fluoroplastic) เช่น เทฟลอน 

(TEFLON หรอื PTFE), PFA และ FEP ซึง่ทนการกดักร่อนสารเคมไีดเ้ป็นอย่างด ีและสามารถน าไปใชใ้นช่วงอุณหภมูกิวา้ง เช่น -200 
ถงึ 260 องศาเซลเซยีส ทีส่ าคญัไมแ่ตกหกัเสยีหาย และทนต่อแสงยวูไีดเ้ป็นอย่างด ีและไมก่่อใหเ้กดิอุบตัเิหตุเหมอืนกบัอุปกรณ์ทีท่ าจาก
แกว้ 

 

ชดุกวนและผสมสาร  

 

  

ข้อต่อแบบต่างๆ - Screw Joints and Components with GL Thread  

 

  

ข้อต่อส าหรบัอปุกรณ์ท่ีใช้แรงดนัไม่เกิน 5 บาร ์- Screw Joints for Pressures up to 5 Bar  

 

  

ท่อ ฟิลม์ แผน่ท าจากวสัดเุทฟลอน - Tubing, Films, Tiles  

 

 

 Bola 
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อปุกรณ์และข้อต่อแบบขดัมนั - Ground Joint Components  

 

 

ชดุวดัค่าอณุหภมิูเคลือบเทฟลอน - Temperature Measurement  

 
 

อปุกรณ์ส าหรบัการกลัน่ - Vessels and Distillation Equipment  

 
 

ข้อต่อส าหรบัเคร่ืองมือทดสอบ HPLC - Screw Joints for HPLC  

 

 

อปุกรณ์ส าหรบัการกรองสาร - Filtration  

 
 

อปุกรณ์ส าหรบัปัม๊ของเหลว  - Pumps  
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เครือ่งวดัค่าการหกัเหแสงของตวัอย่างอตัโนมตัแิบบดจิติอลและพกพา เครือ่งวดัค่าความหวาน (Brix) เครือ่งวดัค่า

แอลกอฮอล ์เครือ่งวดัค่าความเคม็ เครือ่งวดัค่าค่ามมุโพลาไรเซชัน่ เป็นตน้ 
 

Hand held & Optical Instrumentation 

 

E-Line Refractometers เครือ่งวดัค่าการหกัเหแสงแบบพกพา 

 

Eclipse Refractometers เครือ่งวดัคา่การหกัเหแสงแบบพกพา 

 

DR Range เครือ่งวดัค่าการหกัเหแสงแบบพกพาแสดงผลแบบตวัเลขดจิติอล 

 

Abbe Refractometers เครือ่งวดัค่าการหกัเหแสงแบบตัง้โต๊ะความละเอยีดสงู 

 

Model D7 Polarimeterเครือ่งวดัค่ามมุในการเกดิไพราไรเซชัน่แบบ Manual  

 

 

 

 

Spectral Sources แหล่งก าเนิดแสงตามมาตรฐาน เช่น หลอดไฟโซเดยีม หลอดไฟตะกัว่ เป็นตน้ 

 

 
% Alcohol for Beer & Wine เครือ่งวดัเปอรเ์ซน็ต์แอลกอฮอลแ์บบพกฟา 

 

 
RFM900 Refractometers เครือ่งวดัค่าการหกัเหแสง ค่าความหวาน ค่าความเคม็ค่าแอลกอฮอล์
อตัโนมตัแิบบตัง้โต๊ะ 

 

 
RFM700 Refractometers เครือ่งวดัค่าการหกัเหแสง ค่าความหวาน ค่าความเคม็ค่าแอลกอฮอล์
อตัโนมตัแิบบตัง้โต๊ะ 

 

 
RFM300+ Refractometers เครือ่งวดัค่าการหกัเหแสง ค่าความหวาน ค่าความเคม็ค่าแอลกอฮอล์
อตัโนมตัแิบบตัง้โต๊ะ 
 

 

 
RFM390+ Refractometers เครือ่งวดัค่าการหกัเหแสง ค่าความหวาน ค่าความเคม็ค่าแอลกอฮอล์
อตัโนมตัแิบบตัง้โต๊ะ 

 Bellingham & Stantey 
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RFM800 Refractometers เครือ่งวดัค่าการหกัเหแสง ค่าความหวาน ค่าความเคม็ค่าแอลกอฮอล์
อตัโนมตัแิบบตัง้โต๊ะ 

 

 
ADP410 Polarimeterเครือ่งวดัค่ามมุในการเกดิไพราไรเซชัน่แบบ 

 

 
 
ADP440 Polarimeterเครือ่งวดัค่ามมุในการเกดิไพราไรเซชัน่แบบอตัโนมตั ิ

 

 
 
ADS420 Saccharimetersเครือ่งวดัคา่มมุในการเกดิไพราไรเซชัน่แบบอตัโนมตั ิ

  

 

Process Instrumentation 

 

 

 
PRH Refractometers เครือ่งวดัค่าการหกัเหแสง ค่าความหวาน ค่าความเคม็ค่า

แอลกอฮอลอ์ตัโนมตัแิบบตดิตัง้ในระบบการผลติ 
 

Accessory Items  

 
 Adblue® - Diesel Exhaust Fluid - ชุดวดัปรมิาณ NOx Reducing Agent  
 Adblue® - Oil Test Strips แผ่นทดสอบปรมิาณน ้ามนัในน ้า 
 Printers - เครือ่งพมิพผ์ล 
 Waterbaths - อ่างควบคุมอุณหภมู ิ
 Polarimeter Tubes - หลอดวดัค่าโพลาไรเซชัน่ 
 RFM800 Flow Cells - หลอดบรรจตุวัอย่างแบบไหลผ่าน 
 Autosampler - เครือ่งป้อนตวัอย่างเพือ่การวดัแบบต่อเนื่อง 
 Harsh Environment Protection - อุปกรณ์เสรมิส าหรบัเครือ่งมอืทีต่อ้งตดิตัง้ในหอ้งทีม่กีรดด่างสงู 
 Barcode Readers - เครือ่งป้อนชือ่ตวัอย่างแบบใช ้barcode  
 Certified Reference Materials - สารสอบเทยีบมาตรฐาน 

 

 

  
เคร่ืองวดัค่าการหกัเหแสงของตวัอย่างแบบอตัโนมติั (Automatic Refractometer with Built-in 
TemperatureControl)รุ่นRFM870 
เป็นเครือ่งวดัค่าการหกัเหแสงของตวัอย่างของเหลว เช่น น ้ามนัหลอ่ลืน่ น ้ามนัเครือ่งบนิ สารเคม ีสารลดแรงตงึ
ผวิ เครือ่งส าอาง เป็นตน้ และสามารถใชไ้ดก้บัตวัอย่างทีเ่ป็นของแขง็ เช่น กระจก เลนส ์ฟิลม์ แกว้ เป็นตน้ 
เครือ่งรุ่นดงักล่าว สามารถวดัไดท้ัง้ค่าการหกัเหแสง Refractive Index (RI) และค่าความหวาน (Brix) รายงาน
ค่าในช่วง 1.3 - 1.7 RI ความแมน่ย า 0.00002 RI พรอ้มระบบควบคุมอุณหภมูใินตวัดว้ยหลกัการ Peltier 
Element ท าใหป้ระหยดัเนื้อทีใ่นการใชง้าน และไมจ่ าเป็นตอ้งต่อเขา้กบัอ่างควบคุมแบบเยน็อกีต่อไป 
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4.4 เครื่อง Refractometer และ Polarimeterรุ่นอ่ืน ๆ 

  

 

Manual Refractometer (Handheld Version)  
ส าหรบัวดัค่าความหวาน ค่า RI แบ่งตามช่วง Scale 

 

 

Model DR  
เครือ่งวดัค่าความหวานแบบดจิติอลส าหรบัพกพาหรอืทดสอบนอกสถานที ่

 

 
 
 
 
 

 

Model 60  
เครือ่งวดัค่า RI ความละเอยีด 5 ต าแหน่ง แบบ Abbe Refractometer 

 

 

เครือ่งวดัค่ามมุโพลาไรเซชัน่ (Polarisation) แบบ Manual 

 

 

Model APD220  
เครือ่งวดัค่ามมุโพลาไรเซชัน่ (Polarisation) แบบ Digital 

 

 

Model ADP410  
เครือ่งวดัค่ามมุโพลาไรเซชัน่ (Polarisation) แบบอตัโนมตั ิ
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ผูผ้ลติเครือ่งวดัค่าความหนืดแบบตา้นการหมนุ (Rotational Brookfield Viscometer) ในหน่วยการวดัแบบ
เซนตพิอยส ์(cP) ส าหรบัอุตสาหกรรมอาหาร เครือ่งดืม่ กาว ยาง สารเคม ีเรซิน่ ปิโตรเลยีม หล่อลืน่ และ 

Kreb Unit (KU) ส าหรบัอุตสาหกรรม ส ีเป็นตน้ 
 
 
5.1 LABORATORY VISCOMETERS 
All Brookfield laboratory viscometers are accurate within +/-1.0% of the measurement range in use and have a repeatability with 
+/-0.2%. Tests can be duplicated anywhere in the world when the same model is used. 

 

 

Dial Reading Viscometer  
The original Brookfield Dial Reading Viscometer is the lab standard used around the world. 

 

DV-E Low Cost Digital Viscometer  
The DV-E combines economy and ease of operation with traditional Brookfield excellence. The 
Brookfield DV-E has set a world standard for value in viscosity measurement. Simplified controls 
allow operators to change test parameters quickly with the push of a switch and turn of a knob. 

 

DV-I Prime Digital Viscometer  
A continuous sensing capability for rapid viscosity measurement makes this economical digital 
viscometer a standout. Measures viscosity and temperature simultaneously (with an optional 
temperature probe). With its timed measurement function, data can easily be sent to a PC or 
printer. Optional software allows the DV-I Prime to collect, analyze and record test data. 

 

 

 
 
 
DV-II+ PRO Digital Viscometer  
Provides all the features of a DV-I Prime Viscometer but with more power, additional speeds for a 
superior viscosity measurement range. With the ability to download programs, customize speed sets 
and display shear rate/shear stress, the DV-II+ Pro continues to be our most popular viscometer. 
 

 
 

 Brookfield 
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DV-II+ PRO EXTRA Digital Viscometer  
Introducing the "EXTRA" … combining versatile viscosity testing capabilities with a durable 
suspension system, EZ-Lock Spindle Coupling, Quick Action Lab Stand and FREE RHEOCALC 
SOFTWARE! This limited-time, anniversary special instrument has all the advantages of our  
popularDV-II+Pro Viscometer but with many added features designed to save you time and money! 

 

 

 DV2T Touch Screen Viscometer 
Provides all the features of a DV-I Prime Viscometer but with more built-in features such as 
enhanced security, the ability to download/upload programs through flash drives, customize speed 
sets, data averaging, and a 5-inch touch screen that quickly allows data input and conveniently 
displays test data.  

 

 

DV2T Extra Touch Screen Viscometer 
The “EXTRA” provides all the features of the standard DV2T feature but with a more durable 
suspension system, EZ Lock Spindle Coupling, Quick Action Lab Stand, and RheocalcT for the 
ultimate user experience that also saves time and money. 

 

 

Falling Ball Viscometer 
The Brookfield Falling Ball Viscometer uses the simple - but precise - Höppler principle to measure 
the viscosity of Newtonian liquid by measuring the time required for a ball to fall under gravity 
through a sample-filled tube. 

 

 
Wells-Brookfield Cone/Plate  
Available DV-I Prime or DV-II+Pro Viscometer (and DV-III Ultra Rheometer). Ideal for use with small 
sample size (0.5 to 2.0 mL), the Wells-Brookfield Cone/Plate provides complete viscosity 
characterization of your material at defined shear rates. 

 

 

High Shear CAP-1000+ Viscometer  
Provides a quick, single point test cone and plate system with sample temperature control that is 
perfect for Q.C. 
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High Shear CAP-2000+ Viscometer  
Provides viscosity flow curves as well as temperature profiles. Ideal for R&D as well as Q.C. 

 

 

 
KU-2 Krebs Units Digital  
Widely used for making viscosity measurements on paints/coatings in accordance with ASTM D562. 
Now offers direct readout in centipoise, as well as Krebs units and grams. 

 
 

5.2 เคร่ืองควบคมุอณุหภมิูตวัอย่างแบบดิจิตอล (Temperature Control)  
 
Why control temperature for viscosity measurement? 
Detecting changes in your sample's properties is valuable information for predicting your product's performance. Temperature 
control during viscosity measurement helps insure accurate test results. The addition of a Brookfield Circulating Bath is a smart 
investment. For high temperature measurement up to 300°C, the Brookfield Thermosel is recommended. 

 

 

Thermosel 
The Thermosel system uses coaxial cylinder geometry to measure liquids at high temperatures, up 
to 300°C. 

 

 

 TC-150 
The compact TC-150 is a circulating heating bath for use with water-jacketed Brookfield 
accessories. Also accommodates 600 mL beaker. 

 

 
 TC-250 
The compact TC-250 is a circulating heating bath for use with water-jacketed Brookfield 
accessories. Also accommodates 600 mL beaker. 

  

mailto:sales@asithailand.com
http://www.asithailand.com/
http://www.brookfieldengineering.com/products/viscometers/laboratory-cap-2000.asp
http://www.brookfieldengineering.com/products/viscometers/laboratory-ku-1.asp
http://www.brookfieldengineering.com/products/accessories/temp-thermosel-system.asp
http://www.brookfieldengineering.com/products/accessories/temp-tc-102.asp
http://www.brookfieldengineering.com/products/accessories/temp-tc-202.asp
http://www.brookfieldengineering.com/products/viscometers/laboratory-cap-2000.asp
http://www.brookfieldengineering.com/products/viscometers/laboratory-ku-1.asp
http://www.brookfieldengineering.com/products/accessories/temp-thermosel-system.asp
http://www.brookfieldengineering.com/products/accessories/temp-tc-102.asp
http://www.brookfieldengineering.com/products/accessories/temp-tc-202.asp


 

Tel: 0-2742 7035-6, 0-2332 8179  Fax: 0-2332 8180  Email:sales@asithailand.com  www.asithailand.com 41 

 

 

 
TC-550  
The compact TC-550 is a circulating heating bath for use with water-jacketed Brookfield 
accessories. Also accommodates 600 mL beaker. 

 
 

 

TC-650  
The compact TC-650 is a circulating heating bath for use with water-jacketed Brookfield 
accessories. Also accommodates 600 mL beaker. 

 

 

TC-112P 
For use with starch systems. 

 

 

Bath Accessories 
A selection of fluids to optimize the performance of Brookfield baths. 

 

 

TC-351  
The TC-351 Cooler eliminates tap water requirements and increases lower range of Brookfield 
heating baths to -20°C. 
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ผูผ้ลติเครือ่งมอืวดัและทดสอบผลติภณัฑก์ระป๋อง ขวดแกว้ขวดพลาสตคิ ฝาปิด ครอบคลุมการวดั

ทัง้ขนาด และคุณสมบตัทิางกายภาพ เช่นเครือ่งวดัรอยรัว่ เครือ่งวดัแนวเชือ่ม เครือ่งวดัความ

หนาเครือ่งวดัความคงทนของกระป๋อง เครือ่งวดัขนาดเสน้ผ่านศนูยก์ลางของกระป๋องเครือ่งวดัความหนาสารเคลอืบ เป็นตน้ 

 

 

MDER-10 Multi-station Digital 

Enamel Rater for Ends (10 

Stations) 

 

 

CTG-310 Coating 

Thickness Gauge 

 

CMT-200 Mobility / 

Lubricity Tester for Cans 

 

CSRT-100 Coating Scratch 

Resistance Tester 

 

 

CND-TRK-300 Oven 

Temperature Tracker 

 

 

WWP-100 Welding Seam 

Ball Press Tester 

 

 

 

ZM-10 Digital Body Blank 

Gauge 

 

 

CTG-4000 Wet Film and 

Coating Thickness 

 

 

CTG-HP Hover Probe 

 

 

CCAT-100 Can 

Comprehensive Abrasion 

Tester 

 

Seam-X-Line X-Ray 

Automatic Seam Scanner 

(Non-destructive) 

 

DER-400 Digital Enamel 

Rater 

 

 Canneed Instrument  
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CTG-300 Coating Thickness 

Gauge 

 

 

LaserScore-300 Automatic 

EOE Score Residue and 

Progression Measure 

System 

 

 

Seam-X-Line X-Ray 

Automatic Seam Scanner 

(Non-destructive) 

 

Seam-X -Lab Automatic 

Seam Scanner (Non-

destructive) 

 

CMT-200 Mobility/ Lubricity 

Tester for Cans 

 

 

SeamSight®-A Full 

Automatic Seam System 
CTG-4000 Wet Film and 

Coating Thickness 

CND-TRK-300 Oven 

Temperature Tracker 

 

 

DER-400 Digital Enamel 

Rater 

 

 

 

Seam-X-Lab Automatic 

Seam Scanner (Non-

Destructive) 

 

 

 

SeamSight®-B Full 

Automatic Seam System 

 

 

 

CSS 2000 Seam Saw 

 

 

SMM-300 Score Measure 

Microscope (PC Module) 

 

AXL-CAL Calibration Cell 

for Axial Load Tester 

 

AEPS-100 Automatic End 

Profile Systems 

 

AXL-4000 Axial Load Tester 
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EPH-100 End Panel Holder-

for Digital Enamel Rater 

 

SCG-200 Seamer 

clearance Gauge 

 

 

SeamSight®-C Full 

Automatic Seam Monitor 

 

ACH-100 Aerosol Curl Height 

Gauge 

 

CSS 2000 Seam Saw 

 

 

CSS-1000 Anti-noise Seam 

Saw 

 

 

CTG-HP Hover Probe 

 

Seam Sight 3B Portable Full 

Automatic Seam Monitor 

 

 

 

CTG-310 Coating Thickness 

Gauge 

 

 

CSS-P2 Portable Seam 

Saw 

 

 

 

RPG-100 Roll profile 

Gauge 

 

 

Seam-X-Lab X-Ray Automatic 

Seam Scanner 

 

 

CSS-100B Anti-noise seam 

saw 

 

ABT-200 Burst Buckling 

Tester For Aerosol Cans 

 

MDER-10 Multi-station 

Digital Enamel Rater for 

Ends (10 Stations) 

 

 

DER-4 Digital Enamel Rater 
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DER-400 Digital Enamel 

Rater 

 

STR-100 Seam Stripper 

 

CSS-2000 seam saw 

 

 

CND-TRK-300 Oven 

Temperature Tracker 

 

PTT-300 Pop and Tear Tester 

 

 

CSS-300 Seam Saw 

 

CBT-200 Buckle Tester 

Bottom for Can 

 

 

SCG-200 Seamer clearance 

Gauge 

 

RPG-100 Roll profile Gauge 

 

ZM570-D Digital Body 

Blank Gauge 

 

CEBT-100 Buckle Tester 

for Can and End 

 

ABT-100 Burst Buckling 

Tester for aerosol cans 

 

 

EMS-200 Multiple Lid 

Measurement Station 

 

 

 

STG-200-D Seam 

thickness gauge(digital) 

 

 

 

 

CAN-1050D Can Closing 

Force Gauges 

 

 

 

CBBT-100 Burst and Buckling 

Tester for Can 
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EMD-400 End Measure Desk 

 

 

DER-4 Digital Enamel 

Rater 

 

CSG-200 Countersink 

Gauge 

 

 

SM-24 Electric Belt Drive 

Seamer 

 

 

BMS-1000 Automatic Can 

Measure System for Back 

End 

 

ALT-600 Leak Tester for 

Aerosol can 

 

CAN-10774 Planer and 

Shaper Pin Height Gauge 

 

ALT-100 Leak Tester for 

Aerosol can 

 

 

 

STR-100 Seam Stripper 

 

 

 

SCG-200 Seamer 

clearance Gauge 

 

 

WTG-200 Wall Thickness 

Gauge 

 

 

CSM-208, CSM-207 Can 

Seam Micrometers (Fine 

tuning) 

 

FMD-200 Can Measure Desk 

for Front Stations 

 

IDG-100 Can Internal 

Diameter Gauge 

 

CSS-300 Seam Saw 

 

CAN-1050 Can Closing Force 

Gages 
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EBT-300 Buckle Tester for 

Loose Ends(with Missile Test) 

 

 

CMD-200 Can Measure 

Desk for Rear Stations 

 

CTG-200 Coating 

Thickness Gauge 

 

CAN-1050D Digital Can 

Closing Force Gauge 

 

 

WTG-200 Wall Thickness 

Gauge 

 

 

CND-TRK-300 Oven 

Temperature Logger 

 

PNR-E100 Pressure No 

Return Tester for Ends 

 

CAN-10774 Planer and 

Shaper Pin Height Gauge 

 

 

 

CanNeedSeamSight®-V3 Full 

Automatic Seam Monitor 

 

 

CSG-200 Countersink 

Gauge 

 

 

BDG-100 Bottom Depth 

Gauge 

 

 

SM-24 Electric Belt Drive 

Seamer 

 

FWG-100-d Flange width 

gauge 

 

CEBT-100 Buckle Tester 

for Can and End 

 

 

RPG-100 Roll profile 

Gauge 
ELT-100 Leak Tester for End 
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IDG-100 & IDG-200 Can 

Internal Diameter Gauge 

 

 

 

Seam Sight(TM) Full 

Automatic Seam 

Monitor(V3) 

 

 

CSG-A Countersink Gauge 

 

 

AMG-300 Aerosol Measuring 

Gauge 

 

STR-100A Seam Stripper 

 

CTG-4000 Wet Film and 

Coating Thickness 

 

Seam Sight(TM) 3B 

Portable Full Automatic 

Seam Monitor 

 

CSS-P2 Portable Seam Saw 

 

DHG-300 Digital Can Height 

Gauges 

 

DHG-300 Digital Can 

Height Gauge 

 

ZME-1220 Digital End 

Blank Gauge for Scroll Cut 

 

STG-200-D Seam Thickness 

Gauge (Digital) 

 

 

 

PNR-C100 Pressure No 

Return Tester for Cans on 

Bottom 

 

VRM-4C Video Rivet 

Monitor 

 

SM-24 Electric Belt Drive 

Seamer 

 

CSM-207 Can Seam 

Micrometers 
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CTG-310 Coating Thickness 

Gauge 

 

CAN-10774 Planer and 

Shaper Pin Height Gauge 

 

SLG-D Seam length 

gauge(digital) 

 

EPS-100 End Profile Systems 

 

 

DER-400 Digital Enamel 

Rater 

 

LSS-100 Low Speed Saw 

 

 

CAN-1050 Can Closing 

Force Gauges 

 

CND-TRK-300 Oven 

Temperature Logger 

 

CSM-208, CSM-207 Can 

Seam Micrometers (Fine 

tuning) 

 

CLT-100 Leak Tester for 

Can 

 

 

CLT-600 Leak Tester for 

Can 

 

 

PTG-100 Plate Thickness 

Gauge 

 

 

IDG-100 Can Internal 

Diameter Gauge 

 

 

 

ZM-10 Digital Body Blank 

Gauge 

 

 

 

ZM-370-D, ZM-570-D, ZM-

920-D, ZM-1220-D Digital 

Body Blank Gauge 

 

 

CDG-100 Curl Diameter 

Gauge 
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CDG-100 Curl Diameter 

Gauge 

 

 

WOM 3A Welding Overlap 

Monitor 

 

 

WWT-100 Welding Line 

Outstretched Tester 

 

 

WOM 3A Welding Overlap 

Monitor 

 

WWT-100 welding line 

outstretched tester 

 

 

BDD-200A Bead Depth 

Gauge (Digital) 

 

WWP-100 Welding Seam 

Ball Press Tester 

 

 

DHG-300 Digital Can Height 

Gauge 

 

FWG-100-D, FWG-200-D, 

FWG-300-D Flange Width 

Gauge 

 

AXL-10000 Axial Load 

Tester 

 

 

 

CTG-100 Coating 

Thickness Gauge 

 

DER-3 Digital Enamel Rater 

 

 

 

VSM 6A Automatic Seam 

Monitor 

 

 

PTG-100 Digital Plate 

Thickness Gauge 

 

 

PDG-D Plane depth Gauge 

(Digital) 

 

 

 

CSS-1000 Anti-noise Seam 

Saw 
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DSST-100 Digital Secure Seal 

Tester 

 

 

VSM 6A+ Automatic Seam 

Monitor 

 

 

CAN-1050D Digital Can 

Closing Force Gauge 

 

 

VST-200 Vacumn And Seal 

Tester For Claw Twist Cap 

 

 

CND-SST-300 Secure Seal 

Tester(3 Stations) 

 

 

Seam-X X-Ray Automatic 

Seam Scanner (Non-

destructive) 

 

 

HDM-100 Height 

Dimension Measure Desk 

For Claw Twist Cap 

 

 

RDM-100 Radial Dimensions 

Measure Desk For Claw Twist 

Cap 

 

 

 

Seam Sight(TM) Full 

Automatic Seam 

Measurement System (V3) 

 

 

 

Seam Sight(TM) Full 

Automatic Seam Monitor 

 

 

 

SCG-200 Seamer 

clearance Gauge 

 

 

RPG-100 Roll profile Gauge 

 

 

CAN-F-125 Pasteurization 

Temperature Monitor 

 

DER-4 Digital Enamel 

Rater 

 

CSS-100B Anti-noise 

Seam Saw 

 

CSS 200 seam saw 
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STR-100 Seam Stripper 

 

 

CVG-100 Canners Vacuum 

Gauge 

 

 

CVG-200 Canners Vacuum 

Gauge 

 

 

CSG-200 Countersink Gauge 

(digital) 

 

 

CSM-208, CSM-207 Can 

Seam Micrometers (Fine 

tuning) 

 

CAN-1050 Can 

Closing Force Gauge 

 

CAN-10774 Planer and 

Shaper Pin Height Gauge 

 

 

 

 

SCO Sanitary Can Opener 

 

 

CST-100 Can Seal Tester 

(Vacuum mode) 

 

 

CLT-100 Leak Tester for 

can 

 

SST-2 Secure seal tester 

 

CAN-5001 CO2 Tester and 

Pressure Tester 

 

DHG-300 Digital Can Height 

Gauge 

 

 

PTT-300 POP & TEAR 

TESTER 

 

 

FWG-100-d Flange width 

Gauge(digital) 

 

 

IDG-100 Can Internal 

Diameter Gauge 
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CDS-10 Can dissect saw 

 

 

AXL-4000 Axial Load 

Tester 

 

 

PDG-d Plane depth Gauge 

for Canned Food and 

Beverage 

 

SM-24 Belt Drive Seamer 

 

 

CLT-600 Leak Tester for can 

 

 

 

STG-200-d Seam 

Thickness Gauge(digital) 

 

 

NIPPER 

 

 

CAN-125B Pasteurization 

Temperature Monitor 

 

 

 

 

CIC 

 

DER-3 Digital Enamel Rater 

 

การทดสอบเบยีรแ์ละเครือ่งดืม่บรรจุกระป๋อง - Beer and Beverage 

 

CND-TT-200 Torque Tester 

 

CND-SST-3 Secure Seal 

Tester 

 

DO-100 Dissolved Oxygen 

Meter (on-line) 

 

CND-SST-300 Secure Seal 

Tester (3 stations) 
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PU-2000 Pasteurization 

Temperature Monitor (PU 

Monitor) 

 

FST-100TPH Foam 

Stability Tester 

 

CAN-85B, CAN-125B 

Pasteurization 

Temperature Monitor (PU 

Monitor) 

 

DGM-100 Portable Digital 

Beverage CO2 Calculator 

(CO2-Gehaltemeter) 

 

GMT-100 Portable Beverage 

CO2 Meter (CO2-

Gehaltemeter) 

 

BCC-200 Digital Beverage 

CO2 Calculator 

 

BCC-7001 Digital 

Beverage CO2 Calculator 

 

AS-200d Digital AutoShaker 

Beverage CO2 Calculator 

 

AS-100 AutoShaker Beverage 

CO2 Calculator 

 

Inpack 3000 CO2 Meter 

 

CAN-5001 CO2 Tester and 

Pressure Tester 

 

CAN-7001 CO2 Tester and 

Pressure Tester 

 

CAN-5000 Air Meter 

 

L-100 CO2 Purity Tester 

 

 

PCD Pressure Calibration 

Device 

 

 

MB-8A+ Auto Mashing Device 
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ISD-3000 Piercing and 

Sampling Device 

 

FHG-100 Fill Height Gauge 

 

 

ASS-100 Angle Swinging 

Shaker 

 

BT-100 Bottle Turner 

 

 

EBC Colorimeter (Colordisc model) 

 

MaltSort Laboratory Malt Sieving Device 

การทดสอบขวดพลาสตคิขวดเพท็และพรฟีอรม์ -PET Bottle and Preform 

 

CND-TT-200 Torque Tester 

 

DSST-100 Digital Secure 

Seal Tester 

 

CND-SST-300 Secure Seal 

Tester(3 Stations) 

 

GPG-100 General Profile 

Gauge 

 

PCT-100 PET Bottle and 

Preform Cutter 

 

 

ATT-100 Automatic Torque 

Tester 

 

PEBT-4000 PET Bottle 

Pressure Tester (Burst 

Tester) 

 

CND-SST-3 Secure Seal 

Tester 
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MBT-300 Hall Effect 

Thickness Gauge (Magnetic 

Bottle Thickness Gauge) 

 

HWC-100 Hot Wire Bottle 

Cutter 

 

 

PPG-100, PPG-200 

Preform Perpendicularity 

Gauge 

 

TLT-200 Top Load Tester 

 

STT-100 / STT-100S Digital 

Torque Tester 

 

STT-CAL Torque Tester 

Calibration Tool 

 

PETG-200 PET Bottle 

Embryo Thickness Gauge 

(Digital) 

 

PETG-100d PET Bottle 

Embryo Thickness Gauge 

(Digital) 

 

PEPT-100 PET Bottle 

Perpendicularity Tester 

 

CPG-200 Canners 

Pressure Gauge 

 

AS-100 AutoShaker 

Beverage CO2 Calculator 

 

 

AS-200d Digital AutoShaker 

Beverage CO2 Calculator 

 

CAN-7001 CO2 Tester and 

Pressure Tester 

 

CAN-5001 CO2 Tester and 

Pressure Tester 

 

DHG-300 Digital Can 

Height Gauge 

 

BCG-100 Base Clearance 

Gauge 
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GNG-100 ‘Go-no-Go’ Gauge 

 

FHS-100 Fill Height Syringe 

การทดสอบขวดแกว้ - Glass Bottle 

 

BBTG-200 Bottle Bottom 

Thickness Gauge (digital) 

 

GPG-100 General Profile 

Gauge 

 

BPT-4 Ramp Pressure 

Tester (automatic) 

 

BPT-4000 Ramp Pressure 

Tester (automatic 2 stations) 

 

BPT-3 Ramp Pressure Tester 

 

GIT-100 Glass Bottle 

Impact Tester 

 

 

MBT-300 Hall Effect 

Thickness Gauge 

(Magnetic Bottle Thickness 

Gauge) 

 

DHG-300 Digital Can Height 

Gauge 

 

 

VAT-300 Perpendicularity 

Tester for Bottle (Auto) 

 

BWTG-200 Bottle Wall 

Thickness Gauge (Digital) 

 

 

GNG-100 ‘Go-no-Go’ 

Gauge 

 

 

FHS-100 Fill Height Syringe 
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การทดสอบฝาจบี - Crown Cap 

 

 

CODG Cap External Diameter 

Gauge 

 

CCST-100 Crown Cap 

Secure Seal Tester 

 

CanNeed-SST-300 Secure 

Seal Tester(3 Stations) 

 

DSST-100 Digital Secure 

Seal Tester 

 

CND-SST-3 Secure Seal 

Tester 

 

CCST-100 Crown Cap 

Secure Seal Tester 

 

 

DER-4 Digital Enamel 

Rater 

 

 

 

CTG-300 Coating Thickness 

Gauge 

 

BLT-100 Tumbling Tester for 

Crown Closures 

 

CAN-7001 CO2 Tester and 

Pressure Tester 

 

HDY Crown Height & 

Thickness Tester 

 

CAG-100 Crown Angle 

Gauge 

 

 

FGJ Manual Crown Sealing 

Machine 

 

 

SCDG Crown gauge 

 

 

CIDG Cap internal 

diameter Gauge 
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เครือ่งบนัทกึอุณหภมูกิารฆา่เชื้อแบบต่อเนือ่ง - Temperature Data Logger 

 

CAN-125B Pasteurization 

Temperature Monitor (PU 

Monitor) 

 

 

 

CAN-F-125 Pasteurization 

Temperature Monitor 

 

 

CND-TRK-300 Oven 

Temperature Tracker 

 

 

PU-2000 Pasteurization 

Temperature Monitor (PU 

Monitor) 
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ผูผ้ลติเครื่องมอืทดสอบถงัปฏกิรณ์ความดนัสูงส าหรบังานวจิยัและพฒันาผลติภณัฑ์ทางดา้นวทิยาศาสตร์ วศิวะเคม ี

ปิโตรเลยีม ปิโตรเคม ีพลาสตคิ โพลเีมอร ์อุตสาหกรรมยาและเครือ่งส าอาง อุตสาหกรรมอาหาร เช่น ถงัสกดัสารความ

ดนัสูง (High Pressure Reactor) ปัม๊ของเหลวแรงดนัสูง อุปกรณ์วาล์วและท่อความดนัสูง (High Pressure Valve & 

Tubing) เครื่องสกดัสารแบบท่อ (Tubular Reactor System) เครื่องสกดัสารส าคญัด้วยคาร์บอนไดออกไซด์แบบ

ยิง่ยวด (Supercritical Fluid Extraction : SFE-CO2 ), เครื่องสกดัสารดว้ยน ้าแบบยิง่ยวด (Supercritical Fluid Extraction : SFE-H2O) การท าลาย-

ฆา่เชื้อผลติภณัฑ์อาหารดว้ยความดนัสูง (CIP&FIP) การท าผงผลติภณัฑ์ยาและเครื่องส าอาง (SFE-SAS) การท าครมีผลติภณัฑย์าและเครื่องส าอาง 

(SFE-RESS) เครือ่งสกดัสารอนินทรยีจ์ากพลาสตคิดว้ยความดนัสงู (High Pressure Reactor) เครือ่งศกึษาประสทิธภิาพของตวัเร่งปฏกิริยิา (Catalyst 

Reactor) เป็นตน้ 

– Tubular Oven Type Catatest Reactor 
– High Pressure Stirring Reactor (Glass / Metal) 
– pH Controlled Reactor System with Stirring 
– Supercritical Water Oxidation System (SCWO) 
– Supercritical Fluid Dryer (SFD) 
– Oven Type Supercritical Fluid Extraction (SFE) 
– Cold Isostatic Pressure Reactor System (CIP) 
– Food Isostatic Pressure Reactor System (FIP) 

ตวัอยา่งการใช้งาน (Applications) 
Polymerization, Hydrogenation, Dehydrogenation, Oxidation, Amination, Distillation, Organic Synthesis, Catalytic 
Reaction, Isomerization, Poly-Silicon CVD, Poly-Silicon FBR, Bio- Polymerization, Gasification, Fuel Cell, Supercritical 
Extraction, Subcritical Extraction, Catalytic Combustor, GTL Process, CTL process, Coal Slag Tester, CO2 Dry & 
Cleaning, DME Process, etc. 

R-201 Series Reactor System 

                         

 

 CRS Chemre System 
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General Specifications 

– The vessel of R-201 Series Reactor is metal. 
– General Max. Pressure : 414 Bar (6000 psig) 
– General Max. Temperature : 500℃ 
– General Capacity: 100ml~500L 
– R-201 & 211 Series Reactors are designed to select between the metal vessel & glass vessel. 
And these are designed to move vessel by pressure cylinder easil 

Order Guide 

 

Series Volum ID Conn.Size Stand Heater 
Max. 
Pressue 

Magnetic 
Drive Motor 

201-1 100mL 50mm 1/8″NPT Bench 0.5Kw 6000psig 16in-lbs 60W 

201-2 300mL 55mm 1/8″NPT Bench 1.0Kw 6000psig 16in-lbs 1/12Hp 

201-3 500mL 65mm 1/8″NPT Bench 1.0Kw 6000psig 16in-lbs 1/8Hp 

201-4 1L 94mm 1/8″NPT Bench 1.5Kw 6000psig 16in-lbs 1/4Hp 

201-5 2L 107mm 1/8″NPT Bench 2.5Kw 6000psig 16in-lbs 1/4Hp 

201-6 5L 145mm 3/8″NPT Floor 3.5Kw 6000psig 32in-lbs 1/3Hp 

201-7 10L 210mm 3/8″NPT Floor 8.0Kw 6000psig 64in-lbs 3/4Hp 

201-8 Other        

            Please contact to us for other temperature, pressure and capacity besides above standard specification. 

R-211 Series Glass Reactor System 
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General Specifications 

– The vessel of R-211 Series Glass Reactor is glass. 
– General Max. Pressure : 14 Bar (220 psig) 
– General Max. Temperature : -30~250℃ 
– Capacity: 100ml~100L 
– R-201 & 211 Series Reactors are designed to select between the metal vessel & glass vessel. 
And these are designed to move vessel by pressure cylinder easily. 

Order Guide 

 

Series Volum ID Conn.Size Staand Heater 
Max. 
Pressue Msg.Drive Motor 

211-1 300mL 55mm 1/8″NPT Bench 1.0Kw 220psig 16in-lbs 1/12Hp 

211-2 500mL 65mm 1/8″NPT Bench 1.0Kw 220psig 16in-lbs 1/8Hp 

211-3 1L 86mm 1/4″NPT Bench 1.5Kw 220psig 16in-lbs 1/4Hp 

211-4 2L 107mm 1/4″NPT Bench 2.5Kw 150psig 16in-lbs 1/4Hp 

211-5 5L 140mm 3/8″NPT Floor 3.5Kw 100psig 32in-lbs 1/2Hp 

211-6 8L 160mm 3/8″NPT Floor 7.5Kw 100psig 64in-lbs 1/2Hp 

211-7 10L 210mm 3/8″NPT Floor 8.0Kw 50psig 64in-lbs 3/4Hp 

211-8 Other        

          Please contact to us for other temperature, pressure and capacity besides above standard specification. 

R-202 Series Oven type Reactor System 
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Features 

Easy to make temperature uniform without effect on 
Easy to open & close the cover from the vessel because of pin 
Easy to move the vessel by lifting in the oven 

General Specification 

Pressure Vessel 
  · Material ( 316SS, Hastelloy C- 276, Ti,      
inconel, etc.) 
  · Capacity : 100ml~2L 
  · Design Max. temperature: 300’C 
  · Design Max. Pressure: 5000psig 

 V.F.T. 
  · Valve , fitting, tubing  

 Cover 
  · Gas Inlet nozzle & Valve 
  · Gas Outlet nozzle & Valve 
  · Sample nozzle & Valve 
  · Cooling coil inlet & Outlet 
  · Thermowell 
  · Pressure equipmet nozzle 
  · Pressure equipmet nozzle 

 Structure 
  · Oven Type skid 
  · Lifing cylinder  

 Heater 
  · Electric Band Heater 
  · Ceramic 

 Magnetic Drive 
  · 16, 32 In- Ibs 
  · Outter & Inner Magnetic 
  · DC Motor ( 60W, 90W, 1/8HP , 1/4HP, Etc.) 
  · RPM ( 0~3000 rpm)  

 Control Box System 
  · Digital manual & software control box 
  · Touch screen ( option) 

Order Guide 

Capacity Material Pressure(bar) Temp.(℃) Viscocity(CP) 

100ml~500ml ① 316SS ① 1~10 ① 0~100 ① Below 10,000 ① 

500ml~1L ② hastelloy ② 10~100 ② 100~200 ② 10,000~50,000 ② 

1L~2L ③ Titanium ③ 100~200 ③ 200~300 ③ above 50,000 ③ 

* Please select above numbers. ex) C①M②P①T①V① 

          Please contact to us for other temperature, pressure and capacity besides above standard specification 
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R-301 Series Catatest Reactor System 

 
Use of catatest 
– Determinations of different variables for researching on Catalyst improvement, such as; Reacting Temperature, 
Pressure and Feed Flow, reaction temperature, Pressure, Feed flow, reaction kinetics, etc 
– Test of Catalyst on Hydrogen reaction 
– Catalyst Screen, Selectivity & Activity Test 
– Test of Catalyst Life Span 
 
General Specification 
Catalyst volume (5mL~2L) : 316SS & Hastelloy C276 
– Reactor Design Pressure : 1,000psig~6,000psig 
– Reactor Design Temperature : 800℃ 
– Operating Temperature : 650℃ 
– Operating Pressure : 1200psig 
– Liquide Flow rang : 20mL/min~100L/min 
– Gas flow range: 
⇒ H2 gas : 50mL/min~3L/min 
⇒ O2 gas : 50mL/min~3L/min 
⇒ N2 gas : 50mL/min~500mL/min 
⇒ Feed&Spare gas : 50mL/min~500mL/min 

Order Guide 

 

301 A B C D E F 

Series Net Volume Pressure Temp. Power 
Control 
System MFC 
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301 1. 8ml 1. 300psig 1. 300℃ 
1. 
220/60/1 

1. Local 
Controllers 1. MFC(1) 

 2. 12ml 2. 500psig 2. 400℃ 
2. 
220/60/3 

2. Local 
Controllers 
& 
R-SCS 
SW(PC) 2. MFC(2) 

 3. 20ml 
3. 
1000psig 3. 500℃ 

3. 
220/50/1 

3. DAQ 
System 
(Only PC 
version) 3. MFC(3) 

 4. 20ml 
4. 
2000psig 4. 600℃ 4. Other 4. Other 4. MFC(4) 

 5. 20ml 
5. 
3000psig 5. 800℃   5. MFC(5) 

 6. 20ml 
6. 
5000psig 6. 1000℃   6. Other 

 7. Other 7. Other 7. Other    

          Please contact to us for other temperature, pressure and capacity besides above standard specification. 

R-302 Series Compact Catatest Reactor System 

                     

Features 

Compact design of the complete system for easy installation and also easy transport by wheel. 
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Oventype Skid 

Oven system surround reaction zone can keep the even test without any effect from any change of circumstance. 
Also, it can of reactor can keep even temperature of oven circumstance. 

 General Specification 

REACTOR : 5 ~ 500mL 
  · MAX TEMP. : 800℃ 
  · MAX PRESS. : 6000PSIG 
  · INCONEL, HASTELLOY, 
ETC  

 HEATER : CERAMIC 
FIBER HEATER 
  · ZONE : 2 ~ 5 ZONE. 
  · MAX TEMP. : 1000℃  

 MFC : BRONKHORST,BROOKS, LINE-
TECH,ETC. 
  · ACCURACY : ± 1% 
  · SIGNAL : 0~5VDC OR 4~20mA 

 BPR: TESCOM, 
SWAGELOK, ETC. 
  · PRESS. RANGE : 
0~10,000PSIG 
* OPTIONAL : ER-3000 
SERIES  

 SEPERATOR : 316SS, ETC 
  · TEMP. : 0 ~ 200℃ 
  · PRESS. : 0 ~ 3000PSIG 
* OPTIONAL : LEVEL 
  · SWITCH & PNEUMATIC 
  · VALVE (AUTO SYSTEM)  

 CONDENSER : 316SS, ETC 
  · TYPE : JACKET, SHELL & TUBE 
TYPE, ETC. 
  · TEMP. : 0 ~ 250℃ 
  · PRESS. : 0 ~ 6000PSIG 

Order Guide 

 

302 A B C D E F G 

Series 
Net 
Volume Pressure Temp. Material Power 

Control 
System Gas/Liquid 

302 1. 8ml 1. 300psig 1. 300℃ 1. 304SS 
1. 
220/60/1 

1. Local 
Controllers 

1. MFC-Gas 
– 1. Gas 
– 2. Flow  2. 12ml 2. 500psig 2. 400℃ 2. 316SS 

2. 
220/60/3 

2. Local 
Controllers & 
R-SCS 
SW(PC) 

 3. 20ml 3. 1000psig 3. 500℃ 3. Hac-C 
3. 
220/50/1 

3. DAQ 
System 
(Only PC 
version) 

2. MFC-Liq. 
– 1. Liquid 
– 2. Flow 
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4. 100ml 4. 2000psig 4. 600℃ 4. Inconel 4. Other 4. Other 

 5. 300ml 5. 3000psig 5. 800℃ 5. Other   3. Pump-Liq. 

 6. 500ml 6. 5000psig 
6. 
1000℃    4. Other 

 7. Other 7. Other 7. Other     

           Please contact to us for other temperature, pressure and capacity besides above standard specification. 

R-401 Series Supercritical Fluid Extraction System & SCWO 

                              

Features 

– SFE&SCWO can be selected according to its purpose lf use 
– Supercritical Fluid Extractions and Reaction’ Capacity, Pressure. Temperature, etc, are all optional selections 
available 
– As for Capacity, it is standard from 20mL up to 2L, and when it should be an optional selections available. 
– Designing is available from 20mL up to 500mL for 10,000psig, 5,000psig when 1Liter and 2Liters. 

General Specification 

– Capacity : 50mL~10L 
– Design Pressure : 10,000psig 
– Design Temperature : 0~500℃ 
– Materials : 316SS, Hastelloy C-276 
– Heater Capacity : 0.5~5Kw 
– Support Stand : Floor Stand 
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– “K”Type Thermocouple & Thermowell 
– Pressure Gauge & Pressure Transmiter (0~10,000psig) 

         Please contact to us for other temperature, pressure and capacity besides above standard specification. 

R-401 Series Supercritical Fluid Extraction System & SCWO 

 

Features 

– SFE&SCWO can be selected according to its purpose lf use 
– Supercritical Fluid Extractions and Reaction’ Capacity, Pressure. Temperature, etc, are all optional selections 
available 
– As for Capacity, it is standard from 20mL up to 2L, and when it should be an optional selections available. 
– Designing is available from 20mL up to 500mL for 10,000psig, 5,000psig when 1Liter and 2Liters. 

General Specification 

– Capacity : 50mL~10L 
– Design Pressure : 10,000psig 
– Design Temperature : 0~500℃ 
– Materials : 316SS, Hastelloy C-276 
– Heater Capacity : 0.5~5Kw 
– Support Stand : Floor Stand 
– “K”Type Thermocouple & Thermowell 
– Pressure Gauge & Pressure Transmiter (0~10,000psig) 

          Please contact to us for other temperature, pressure and capacity besides above standard specification. 
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R-402 Compact Supercritical Fluid Extractor System 

 

Features 

– Without the effect on surrounding temperature users can make the temperature uniform. 
– Users can gain the extract from the extractor more easily than system. 
– Users can open & close the cover from the vessel because of pin type. 
– Users can move the extractor by lifing in the oven easily. 

General Specification 

Extractor 
  · Material : 316SS, hastelloy C-276, Ti ,inconel, 
etc. 
  · Capacity : 50ml~ 1.5L 
  · Design Max. temperature : 250℃ 
  · Design Max. pressure : 10,000 psig  

 Condenser 
  · coil type 
  · insert into the chiller  

 Seperator 
  · Capacity : 50ml~ 10Liter 
  · Material : 316SS 

 Cover 
  · gas inlet nozzle & valve 
  · gas outlet nozzle & valve 
  · thermowell 
  · pressure equipments 
nozzel 
  · etc.  

 Receiver tank 
  · Capacity : 50ml~ 10Liter 
  · Material : 316SS  

 Pump 
  · Design Pressure : 1~10,000 psig 
  · Material : 316SS 
  · Connection : 1/4″~1/8″ 

 Heater 
  · electric band heater  

 Chiller 
  · Bath capacity : 6~30 Liter 
  · Temperature range : -20~100℃ 
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Order Guide 

 

302 A B C D E G 

Series Capacity Pressure Temp. Material Power Control System 

402 1. 50ml 1. 300psig 1. 100℃ 1. 304SS 1. 220/60/1 1. Local Controllers 

 2. 100ml 2. 500psig 2. 200℃ 2. 316SS 2. 220/60/3 
2. Local Controllers & 
R-SCS SW(PC) 

 3. 500ml 3. 1000psig 3. 250℃ 3. HC-276 3. 220/50/1 
3. DAQ System 
(Only PC version) 

 4. 1000ml 4. 2000psig  4. Inconel 4. Other 4. Other 

 5. 1500ml 5. 3000psig  5. Other   

 6. Other 6. 5000psig     

  7. 10,000psig     

             Please contact to us for other temperature, pressure and capacity besides above standard specification. 

R-501 Series the Automation System 

 

Features 

– Temperature monitoring & PID control 
– Pressure monitoring 
– Pressure Control(option) 
– Agitating Speed Monitoring & PID Control 
– pH Monitoring 
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– ISE Monitoring(Options) 
– pH Control(Options) 
– Conductivity Monitoring(Options) 
– DO Monitoring(Options) 
– COD Monitoring(Options) 
– ORP Monitoring(Options) 
– Safety : Overtemp & Overpressure monitoring & Shutoff function 
– Programmable Temperature Control(Options) 
– R-SCS S/W 
– Wave Form Chart : Auto Scale Date (Time vs. Scope, Sweep Chart), Format & precision Control Mapping mode 
(Linear or log axis), Zoom in Rectangular 
– Elapsed Time (HH:MM:SS) : Shows Entire Elapsed time. 
– Reaction Time (HH:MM:SS) : Shwos Date Saving. 
– Support Korean version of File Name. 
– Saving Data with ASCII Format 

            Please contact to us for other temperature, pressure and capacity besides above standard specification. 

Software Program 
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All systems can be remotely controlled by the Software Program. 
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เครือ่งมอืทดสอบส าหรบัหอ้งปฏบิตักิารทัว่ไป เช่น เครือ่งวดัค่าอุณหภมู ิความชืน้ ความ

ดนับรรยากาศ ระดบัการสอ่งสว่าง เครือ่งวดัค่าความเรว็รอบ นาฬกิาจบัเวลา เครือ่งคดิเลขทางวทิยาศาสตร ์เครือ่งมอื อุปกรณ์ทัว่ไป
ส าหรบัหอ้งปฏบิตักิาร เป็นตน้ บรษิทัผูผ้ลติไดร้บัมาตรฐาน ISO9001 และ ISO17025 เครือ่งมอืทีส่ ัง่ซื้อมใีบรบัรอง ISO17025 มาพรอ้ม
กบัเครือ่ง  

 เครือ่งวดัค่าความดนับรรยากาศ เครือ่งวดัค่าความชืน้สมัพทัธ ์(Barometer & Humidity)  
 เครือ่งวดัค่าการน าไฟฟ้า และสารสอบเทยีบมาตรฐาน (Conductivity Meter & Conductivity Standard) 
 เครือ่งวดัค่าอุณหภมูแิบบดจิติอล (Temperature)  
 เครือ่งวดัค่าความเรว็รอบ เครือ่งวดัคา่การไหลของลม เครือ่งวดัค่าความสว่าง และอื่น ๆ (Tachometer, Aneometer, Sound 

Meter, Light Meter)  
 นาฬกิาจบัเวลา (Timer, Stopwatch, Clock)  
 เครือ่งมอืวดัทัว่ไปและอุปกรณ์ (Tool) 

เคร่ืองวดัความเรว็ลมและอณุหภมิู - Anemometers 

 

3650-3652 Traceable? Vane Anemometer Pens Three units provide for airflow/temperature; 
airflow/temperature/humidity/dew point, and 
airflow/temperature/humidity/dew point/barometric pressure. 

 

3655 Traceable? Micro-Anemometer/Therm. Ultra compact micro-design is small in size, and big in features 

 

4090 Traceable? Digital Anemometer Shows airflow in ft/min and m/s. Accuracy is 1%. Features 
include Min/ Max memory; hold function, and 2- or 16- sec. 
average. 

 

4091Traceable? Digital Anemometer with Therm Measures air velocity/temperature in hoods and outside 
environments. Displays even slight gas movement in ducts. 

 

4330 Traceable? Hot Wire Anemometer Probe extends in length for greater reach. Eliminates friction error 
caused by "moving parts" in wind vanes. Computer output.  

 

4331 Traceable? Anemometer/Thermometer Measures air velocity and temperature. Extra-large LCD. 

 

4332 Enviro-Meter? Provides in a single handheld package an anemometer, humidity 
meter, light meter and two thermometers. 

   

เคร่ืองวดัค่าความดนับรรยากาศ อณุหภมิู ความช้ืนสมัพทัธ์ - Barometers 

 

1870 Traceable? Digital Barometer Module Altitude adjustment for exact barometric readings. Four-line LCD 
shows all current readings. 

 

4197,4195 Traceable?Compact Digital Barometer Measures atmospheric pressure, graphically displays the 
barometric trend, RH and temperature. 

 

4198 Traceable? Hand Held Digital Barometer eatures include altimeter, barometer, thermometer, stopwatch, 
and weather forecasting. 

 Control Company 
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4199 Traceable? Precision Dial Barometer  Dial displays three scales: millibars, millimeters of mercury and 
inches of mercury.  

 

4245 Traceable? Workstation Digital Barometer Instantly displays, barometric pressure, trend graph, and 
temperature– Perfect for workstation or desktop. 
 

เคร่ืองวดัค่าการน าไฟฟ้า และสารสอบเทียบ - Conductivity 

 

4063 Traceable? Conductivity Meter  All in one conductivity meter. Temperature, Ohms, mhos, TDS, 
PPM, On/off Temperature compensation.  

 

4065-4270 Traceable? Conductivity Standards  16 ounce bottle, compatible with all meters. 

 

4070 Traceable? Conductivity Meter  Computer and recorder output. Replatinizing current. 

 

4163 Traceable? Bench Conductivity Meter  Computer and recorder output. Replatinizing current. 

 

4167 pH/Conductivity Univ. Flow-Thru Adaptor  Universally designed. Constant monitoring. 

 

4168 Traceable? Pure Water Tester  Easiest meter to operate. Tests reagent grade water. 

 

4169 Traceable? Dual-Display Conductivity Simultaneously displays conductivity and temperature readings.  

 

4170 Redi-Stor Probe Storage Solution  Solution for storing conductivity probes. Insures probes respond 
instantly. 

 

4172-4271 Traceable?OneShot?ConductivitySta Eliminates external contamination by performing calibration in a 
vial. 

 

4360 Expanded Range Conductivity Meter  Conductivity meter automatically selects the proper range and 
displays the exact answer without hassles.  

 

4365 Traceable? Cond./TDS/Salinity Meters  Three units provide for conductivity; conductivity/total dissolved 
solids; and salinity.  

   

อปุกรณ์ควบคมุการท างาน อปุกรณ์ตัง้เวลาปิด-เปิด - Controllers 

 

4130 Traceable? Temperature Controller Automatically turns equipment on/off at set temperatures. 
Includes a time controller.  

 

4190 Traceable? Humidity Controller Turns equipment on/off at RH set point. Three-button operation is 
easy and fast.  

 

5010 Traceable? Lab Controller 1568 On/Off switchings. Set countdown On/Off switchings. 
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5050 Traceable?Timer Switch Controller Program up to 196 switchings per week. Digital display. Battery 
backup. 

 

5055/56 24-Hour & Traceable? 7-Day Controller Eight outlets. Pins constantly display all time settings. Raise or 
lower pins to set trip times.  

 

5057-5058 Traceable? Walkaway Controllers Switch equipment on/off instantly with manual override. 

 

5060, 5070 24-Hour/7-Day Controller Easy to use. Set any 15-minute increment or 2-hour increment. 
Repeats daily or weekly.  

 

5090 Traceable? Outlet Controller 14 Switchings per day, up to 196 switchings per week. 

 

5095 Traceable? Countdown Controller Turns any piece of equipment on or off at the end of a set time. 
Nicad backup battery.  

   

เครื่องนับจ านวน - Counters 

 

3125 Hand Tally Counter  Easy-to-use, four-digit unit records up to 9999. Numbers instantly 
and automatically return to zero. 

 

3127 Digital Counter  Counter reads to 99,999. Water-resistant. ABS plastic case. 
Tactile click buttons. 

 

3129 Digital Key-Chain Wristband Counter  Reads to 99,999 and has a button click for count confirmation 
and recessed "no accident" reset. 

 

3130-3132 Touch Counter  9999-digit counter. One-touch operation simultaneously counts 
and makes a mark. 

 

3133 Counter Pen  Reads to 99,999 and is a combination marker and digital counter 
designed for the lab and plant.  

   

เคร่ืองวดัค่าความช้ืนสมัพทัธ์ - Humidity 

 

4082 Traceable? Memory Humidity/Temperature Displays ambient and probe temperatures. Remembers high/low 
readings. LCD digits are 1/2 inch high. 

 

4080, 4085 Traceable? Hum./Temp./Dew Point Fast response model, displays 0.01% RH and temperature. 

 

4087 Traceable? General Purpose Hygro./Therm. Simply point and read the result. Humidity range of 10.0 to 
95.0%. 

 

4088 Traceable? Hygrometer/ Thermometer Self-contained. Requires no adjustment or maintenance. 
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4093 Traceable? Humidity/Temperature Pen  Memory recall, 30-Second response time, 3/4-inch-high display, 
Humidity/Temperature Pen with memory makes it easy to monitor 
any location 

 

4094-4096 Traceable? Digital Hum./Temp. Meter Shows the exact air conditions. Memories store min/max 
readings. Range is 25 to 95% RH. 

 

4154 Traceable? RH/Temp. Monitor w/Alarm Remote humidity and temperature sensor with high/low alarms 
and min/max memories. 

 

4180, 4181 Traceable? Printing Hygro./Therm.  Provides permanent hard-copy results. Answers in less than 10 
seconds. 

 

4184 Traceable? Jumbo Hum./Temp. Meter External thermometer probe with a 10-foot cable. Display is 
updated once per second. 

 

4185, 4385 Traceable? Memory Hygro./Therm. Temperature and relative humidity, 10.0 to 95.0% RH and 0.0 to 
199.9°F and –18.0 to 93.0°C. 

 

4186 Dial Hygrometer/Thermometer Provides humidity and temperature readings in an easy-to-read 
dial format. 

 

4187 Traceable® Humidity /Thermometer Meter Analog Recorder Output. Humidity range is 10.0 to 95.0% RH. 
100 hours of continuous readings. 

 

4189 Traceable® Humidity /Thermometer Hygrometer/Thermometer with computer output. Min/Max 
memories. 

 

4192 Traceable® Humidity-On-A-Card Easy-to-read humidity cards indicate both the current humidity 
and the maximum humidity attained. 

 

4247 Traceable®Hygro/Therm/Baro/Dew Point 
Pen 

Measure temperature, humidity, barometric pressure and dew 
point in the palm of your hand. At the press of a button, unit 
recalls minimum/maximum readings. 

 

4332 Enviro-Meter™ Provides in a single handheld package an anemometer, humidity 
meter, light meter and two thermometers. 

 

4380 Traceable®Hum./Therm. with Remote 
Sensor 

Radio-Signal Remote. Read humidity and temperature from 100 
feet away. Reads up to three modules. 

 

4392 Traceable®Pocket Dew 
Point/Hygro./Therm. 

Shows humidity, dew point, and temperature. Not affected by 
condensation. 

 

4410 Traceable® Wet-bulb/Hum./Temp. Alarm  Shows humidity, dew point, and temperature. Sounds high/low 
alarms. Provides minimum and maximum memory readings. 

   

เคร่ืองวดัค่าความสว่างของแสง - Light Meter  

 

3248 Traceable® Pocket Digital Light Meter  Bright 1/2-inch-high digits make it an easy to read pocket light 
meter. 
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3247 Traceable® Light Meter Pen  Designed for intuitive, easy operation by everyone. 

 

3251Traceable® Dual-Range Light Meter  Reads both lux and foot-candles. Analog output of 0.1 millivolt 
per digit. 

 

3252 Traceable® Dual-Display Light Meter  Displays lux or foot-candles. Serial RS-232 output. Recalls 
highest, lowest and average readings. 

 

3253 Traceable® Ultraviolet Light Meter  Displays readings in uW/cm2 and mW/cm2. Serial RS-232 
output. Recalls highest, lowest and average readings. 

   

เคร่ืองวดัค่าแรงดนัและระดบัสญุญากาศระบบเปิด - Manometers - Manometers 

 

3460-3469 Traceable® Manometer/Vac. Gauge Differential feature permits reading the difference of the pressure 
or vacuum between two different sources. 

   

แว่นขยาย - Magnifiers 

 

3350-3352 Illuminated Magnifier  Magnifiers provide an in-focus and highly defined view of surface 
details and illuminating uniformly. 

 

3355, 3356 Illuminated Microscope  Pocket Microscope magnifies view. Case is chemical- and shock-
resistant ABS plastic. 

 

3357 Magnifier Lamp  Convenient front handle provides fingertip control to rise, lower, 
and pivot. 

 

3430-3436 Hands-Free™ Fold-up Magnifiers  Perfect focus with zero distortion. Portable with a scale on the 
base for measuring. 

   

เคร่ืองวดัค่าความช้ืน - Moisture 

 

4310 Traceable® Moisture Meter Displays material, wood, wood product, and paper moisture 
content 9.0 to 30.0%. Features memory. 

   

เคร่ืองวดัค่าออกซิเจน - Oxygen Meter  

 

4319 Traceable® Dissolved Oxygen Pen  Measure dissolved oxygen pen reads to 100% air saturation in 
the palm of your hand. 

 

4320 Traceable® Dissolved Oxygen Meter  Displays oxygen concentration in air and in solution. RS-232 
output. 
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เคร่ืองวดัแรงดนัและระดบัสญุญากาศระบบปิด - Pressure/Vacuum 

 

3165, 3166 Traceable® Pressure/Vacuum Gauge  Eight measuring ranges. Use with all gases and liquids 
compatible with 316 stainless steel. 

ปัม๊ดดูจ่ายของเหลว- Pumps 

 

3384-3389 Variable-Speed Pump  Compact, variable-flow, bi-directional, self-priming peristaltic 
pumps offer precise flow deliveries. Dial in the flow rates. 

 

3388 Variable-Flow Chemical Transfer Pump  Pumps fluids with a viscosity to 200 centipoises. Suction lift is 10 
feet wet, 4 inches dry. Reverses for ease in draining. 

   

เครื่องวดัความดงัของเสียง - Sound Meter 

 

4335 Sound Level Meter  Memory stores the highest reading achieved. Adjustable 
response time. Three-decibel ranges.  

   

นาฬิกาจบัเวลา - Stopwatches 

 

1025 Traceable® 60 Memory Stopwatch  60-memory, stopwatch with countdown. 3-line display. 

 

1030 Traceable® Digital Stopwatch  Single-action, time-out, interval-split, and continuous timing. 
Times to 9 hrs, 59 min, 59 sec, and 99 hundredths. 

 

1031 Traceable® Decimal Stopwatch Single-action, time-out, interval-split, and continuous timing. 
Times to 19 hours, 59 minutes, 59 seconds, and 99 hundredths. 

 

1034 Traceable® 2-Display Digital Stopwatch Single-action, time-out, interval-split, and continuous timing. 
Times to 9 hrs, 59 min, 59 sec, and 99 hundredths. 

 

1035 Traceable® Countdown Stopwatch  Set by turning a dial. Countdown and alarm timing in increments 
of 1 min, 5 min, 10 min, up to 45 min. 

 

1037/1044 Traceable® Stopwatch/Chronograph Times to 24 hours. Chronograph. Single-action, time-out, 
cumulative split, and continuous timing. 

 

1042 Traceable® Waterp./Shockp. Stopwatch Times to 24 hours. Single-action, time-out, cumulative split, and 
continuous timing. Waterproof to 3 atms. 

 

1043 Traceable® Three-Button Stopwatch Start/stop, time-out, cumulative split, and continuous rollover 
timing. Time and date. 

 

1045 Traceable® Water-/Shock-Resist Stopwatch Times to 24 hours. Single-action, time-out, cumulative split, 
continuous timing. Water-/shock resistant. 

 

1047 Traceable® Big-Digit Stop./Chrono. LCD digits 0.4 inches. Single-action, time-out, and cumulative 
split. Times up to 24 hours. 
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1048 Traceable® Stopwatch/Repeat Timer Countdown time from 10 hours to 1/10 of a second. Repeat cycle 
automatically continues until stopped. 

 

1051 Traceable® Jumbo-Digit Stopwatch 1/2-inch high digits. Resolution 1/100 of a second. Chronograph. 
Water-resistant. 

 

1052 Traceable® 300 Memory All-Function Stop. 300 Memory All-Function Stopwatch, countdown timer, and 
handy clip. Stopwatch times to 9 hours, 59 minutes, 59 seconds, 
99 hundredths.  

 

1221 Traceable® Digital Bench top Timer Digital display is 3/4 inch high. Times up from 0.01 sec. to 9 hrs, 
59 min, 59 sec, and 99 hundredths of a sec. 

 

8529 Mechanical Stopwatch Analog 1/10 second stopwatch with metal case. 

   

เคร่ืองวดัค่าความเรว็รอบ - Tachometers  

 

4059 Traceable® Touchless/Contact Dig. Tacho.  3-seconds response time. Recalls the highest, lowest, and last 
reading. 

 

4060 Traceable® Digital Laser Tachometer  1-second response time. Recalls the last reading at any time. 

 

4261 Traceable® Tachometer Touch  Contact measurements for rotating surfaces 

 

4262 Traceable® Tachometer w/Red LED 
Pointer  

Red LED light, touchless handheld point-and-shoot tachometer 

   

เคร่ืองดัค่าอณุหภมิูแบบดิจิตอล - Thermometers 

 

4000 Traceable® Digital Thermometer The most accurate thermometer. Min/max memory. Data Logger. 
Resolution of 0.001°. 

 

4003 Traceable® Waterproof Type K 
Thermometer 

One of the most technically advanced, fastest-reading, yet easy-
to-use thermometers ever designed. 

 

4004 Traceable® Big-Digit Type K Thermometer Easy to read big digits measure over 5/8-inch-high digits are 
readable from 15 feet away. 

 

4007 Traceable® Memory Wide-Range 
Thermometer 

Expansive range of -200 to 1370°C and a backlight for dark 
areas. 

 

4008 Type-K Surface Probe Stainless-steel with handle, triple purpose 

 

4014 Stainless-Steel Type-K Probe Triple purpose: liquids, air/gas, and semisolids. 
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4015 Traceable® Total Range Thermometer Complete range from -200 to 1370°C. Updated twice a second. 

 

4021 Micro Probe Micro probe for Cat. No. 4000 

 

4022 Surface Probe Surface probe for Cat. No. 4000. 

 

4023 Air Probe Air probe for Cat. No. 4000. 

 

4025,4026 Traceable® Expanded-Range Therm. Easy to use 3-position switch and 2 probes so you can monitor 
multiple tests. 

 

4028 Type-K Beaded Probe Fast response, type-K thermocouple. 4 feet long. 

 

4029 Traceable® Dual Channel Thermometer Simultaneously shows 2 separate temperatures from 2 probes or 
difference between them. 

 

4039, 4339 Traceable® Waterproof Thermometer Waterproof and shockproof 

 

4040 Traceable®Therm./Clock/Humidity Monitor Displays time of day, temperature, and humidity. A.M./P.M. or 24-
hour military time. 

 

4042-4344 Traceable® Digital Dial Thermometer Always on thermometer. Large temperature range. 

 

4045 Traceable® Digital Thermometer Probe holder. Settable high/low temperature alarms. 

 

4100-4101 Traceable® Printing Thermometer 
°F/°C 

Printing Thermometer provides permanent record, prints time and 
date 

   

เคร่ืองตัง้เวลาปลุกเตือน เคร่ืองจบัเวลา นาฬิกาจบัเวลา - Timers 

 

1004 Compact Timer Mechanical timer from 1 to 120 minutes. Loud, 5-second ring. 

 

1021 Traceable® Bench Timer Twelve timing channels. Four timing modes. Audible alarm. 

 

1060 Traceable® Pocket Timer Clip it. 60-second buzzer. Three-button operation. 

 

1062 60-Minute Interval Timer Mechanical timer from 0 to 60 minutes. 

 

1092-1093 SX-Timer™ – Quick-Timer™ Wind up, analog timers forever eliminate battery replacements. 

 

1221 Traceable® Digital Bench top Timer Digital display is 3/4 inch high. Times up from 0.01 sec. to 9 hrs, 
59 min, 59 sec, and 99 hundredths of a sec. 

 

3260 Traceable® Time and Number Printer Time-stamp and number all your paperwork with electronic 
precision. 

 

5000 Traceable® Three-Channel Alarm Timer Displays 3 different times simultaneously. Loud decibel for noisy 
areas and low for quiet areas. 
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5002 Traceable® Original Lab Timer Program 3 activities from 9 hours, 59 minutes, 59 seconds to 1 
second. Distinct alarm. 

 

5004 Traceable® Four-Channel, Big-Digit Timer Can be seen from across the room. High-decibel alarm. Set up to 
4 channels. 

 

5005 Eight-Channel Alarm Timer All-purpose, Eight-Channel Alarm Timer with volume control. 100-
hour timing capacity. 

 

5006 Traceable® Two-Memory Timer  Counts up/down from 23 hours, 59 minutes, 59 seconds. AM/PM 
or 24-hour format. 

 

5007 Traceable® Lab-Top Timer Large keys and any-angle viewing. Counts down from 24 hrs to 1 
sec. Memory is locked until changed. 

 

5008 Traceable® Three-Line Alarm Timer Times simultaneously. Channels may be started individually or 
concurrently. 

 

5009 Traceable® Big-Foot Timer One inch high LCD digits. Simultaneous programming of 3 
different activities from 99 hrs, 59 min, 59 sec to 1 sec. 

 

5011 Traceable® GIANT-DIGIT™ Countdown 
Timer 

View giant size digits on your bench timer from across the lab. 

 

5012 Traceable® Multi-colored™ Timer Add color to your lab, 4-Channel Multi-Colored™ Timer, 
personalize your timer, show your distinct style with customized 
bold colors—a fresh look for the lab 

 

5014 Extra-Extra-Loud Traceable® Timer One-hundred-decibel alarm. Memories returns to previous 
countdown time at the touch of a button. 

 

5015 Traceable® Talking Timer Voice periodically reminds you of countdown time remaining to 
zero. Eliminates looking at the timer. 

 

5020 Traceable® Alarm Timer/Stopwatch Counts down from 100 min. Stopwatch counts up to 60 min and 
rolls over to zero and continues timing. 

 

5021 Traceable® 100-Hour Alarm Timer/Stop Counts up/down with alarm. Numbered keys 0-9. Counts down 
from the memory. 

 

5022, 5023 Traceable® Jumbo Timer Simultaneous programming of 2 different activities from 24 hours 
to 1 second. One-inch high LCD digits. 

 

5025 Traceable® Triple-Display Timer Alarm sounds for 1 min. Memory returns to the previously 
programmed time. 

 

5026 Traceable® QC Timer Count down and alarm timer combines easy, 3-button operation 
with giant-size digits. 

 

5027 Traceable® Triple-Purpose Timer 3/4-inch-high digits. Countdown/up, AM/PM or 24-hour format. 
Full keyboard 0-9 keys. 

 

5028 Traceable® 99M/59S Timer Counts down from 99 minutes in second increments with 3-
button ease and big-digit visibility. 
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5030 Traceable® Memory Timer Countdown from 24 hrs in increments of 1 min. Seconds are 
displayed the last 10 minutes. 

 

5035 Traceable® Advanced Memory Timer  Remembers the last time set, counts down/up, alarms from 24 
hrs in increments of 1 sec. 

 

5036 Traceable® Water-Resistant Timer Audible alarm sounds for 1 minute or can be manually turned off. 

 

5037 Traceable® Credit Card Timer Counts down from 99 minutes, 59 seconds with a 1 second 
resolution. 

 

5040 Traceable® 100-Hour Timer Counts both up and down to 100 hours. Alarm turns off manually 
or is silenced after 1 minute. 

 

5041 Traceable® Key-Chain Timer 4-digit LCD display. Countdown in min from 20 hrs. Alarm 
sounds for 60 sec, or may be silenced manually. 

 

5042 Traceable® Fingertip™ Timer Three button operation. Repeat memory. Counts down from 99 
minutes, 50 seconds in 1-second increments. 

 

5043 Traceable® Tie Timer 36-inch lanyard. Digits are 0.45” high. Counts down and alarms 
from 24 hours to 1 second. Memory. 

 

5045 Traceable® Digital Timer Plus Six-digit LCD always shows the time remaining in hours, minutes, 
and seconds 

 

5046 Traceable® Clip-It Timer Three-button operation. Clip-It Timer counts down, alarms, and 
functions as a stopwatch. 

 

5047 Traceable® Touch Timer Four-digit display. Count down and alarm from 19 hours, 59 
minutes to 1 minute. Two-button operation. Loud-beeping alarm. 

 

5048 Traceable® Multiple Alarm Timer 96 alarms daily. A bar graph shows the time line and arrows 
show every alarm time set. Time of day. 

 

5122 Traceable® Instant-Recall Memory Timer Ideal timer to dedicate to routinely timed test 

 

5127 Traceable® Double Display Timer Simultaneously program two different activities 

 

5132 Traceable® Nano™ Timer Ultra small design, two channel easy operation, time of day, and 
2-1/2 x 2-inch size. 

 

8906 Traceable® LCD Timer Compact timer is a timer, stopwatch and clock 

   

เคร่ืองมือ อปุกรณ์ท่ีจ าเป็นส าหรบัห้องปฏิบติัการ - Tools 

 

3419 Ultrasonic Automatic Measuring Meter  Simply point and shoot to measure distance, area, and volume. 
LCD displays measurement. 

 

3475 Traceable® SpatulaBalance™ Unique spatula both scoops material and instantly displays 
weight. 
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ผา้เชค็เลนส ์เคร่ืองมือวิทยาศาสตร ์เคร่ืองแก้วแบบไม่มีขยุ - Wipes 

 

2050 Certified Cheesecloth Wipes Reagent-grade quality. Excellent filtering material. Lint-free. 

 

2060-2065 Clean-Wipes Individually dispensed wipes are handy and ready for instant use. 
Lint-free. New universal clean-up tool. 

 

2067 Optik-Wipes Works for non-reflective and UV-resistant coated glasses. 
Prevents fogging. Nonwoven cloth is premoistened. 

เครื่องวดัสภาพอากาศ - Weather Station  

 

4250 Wireless Weather Station Temp, RH, dew point, barometric pressure/pressure trend, 
weather forecast, wind direction/speed, wind chill and more. 

   

 

เครือ่งวดัค่าความดนับรรยากาศ อุณหภมู ิและความชืน้แบบดจิติอล 

 

 

เครือ่งวดัค่าความสว่างของแสง (Digital Light Meter)  

 

 

เครือ่งวดัระดบัความดงัของเสยีง (Digital Sound Level Meter)  

 

 

เครือ่งวดัอุณหภมูแิบบดจิติอล (Digital Thermometer with Built-in Printer)  

 

 

เครือ่งวดัอุณหภมูแิบบดจิติอลโดยใชแ้สงอนิฟาเรด (Infrared Digital Thermometer)  

 

 

นาฬกิาจบัเวลาพรอ้มใบรบัรองการสอบเทยีบ (Timer)  
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เครือ่งวดัค่าความเรว็รอบแบบสมัผสั (Contact Tachometer)  

 

 

เครือ่งวดัค่าความเรว็รอบแบบสมัผสัและแบบใชแ้สง (Contact / Non-Contact Tachometer)  

 

 

เครือ่งวดัค่าความชืน้สมัพทัธแ์ละอุณหภมูแิบบดจิติอล (Digital Humidity / Temperature 
Meter)  

 

 

เครือ่งวดัค่าความชืน้แบบอตัโนมตั ิ(Digital Moisture Meter)  

 

 

เครือ่งวดัระยะแบบละเอยีด (Digital Vernier) 

 

 

เครือ่งวดัค่าอุณหภมูหิอ้ง ความชืน้ แสงสว่าง และอุณหภมูติวัอย่างแบบอตัโนมตั ิ 
(Digital EnviroMeter) 

 

 

ปัม๊ส าหรบัดดูจ่ายสารเคม ี(Chemical Dosing Pump) 
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เป็นผูผ้ลติเครือ่งบด เครือ่งย่อยตวัอยา่งเพือ่ใหม้ขีนาดเลก็ เช่น Hammer Mill, Ball Mill, Crusher Mill, 

Roll Mill, Jaw Mill, Gyro Mill, Cryogenic Mill เป็นตน้ 

 

Roll Crushers 

 

Cross Beater Mills 

 

Laboratory Jaw Crushers 

 

Ball Mills 

 

Swing Hammer Mills 

 

 Micro Hammer Cutter Mills 

 

Gyro Dish and Puck Mills 

 

Sieve & Sieve Shaker 

 

 Glen Creston Limited 
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ผูผ้ลติเครือ่งควบคุมอุณหภมูแิบบรอ้น-เยน็อ่างควบคุมอุณหภมู ิอ่างไหลเวยีนน ้าเยน็ เครือ่งกวนสาร
เครือ่งมอืเตรยีมตวัอย่างในหอ้งปฏบิตักิาร เครือ่งเขย่า เครือ่งกวนสารเครือ่งระเหยสาร เครือ่งปัน่เหวีย่ง เป็นตน้ 
 
 
Stirred Thermostatic Baths and Heating Circulators - Optima 
 

 Showcase - Budget digital 
 Showcase - Entry level digital 
 Showcase - Mid-range digital 
 Showcase - High performance 
 GD100 series digital 
 GD120 series digital 
 GR150 series high performance 
 GP200 series high performance 

 
 
 

 Refrigerated Thermostatic Baths and Circulators - Optima 
 

 
 

 Showcase - Mid range model 

 GD100 R series digital 

 GD120 R series digital 

 GR150 R series digital high performance 

 GP200 R series digital high performance 

 

 

 

 

 

 

 Grant 

mailto:sales@asithailand.com
http://www.asithailand.com/
http://www.grant.co.uk/Scientific+Equipment/Products/Stirred+Thermostatic+Baths+and+Heating+Circulators+-+Optima/
http://www.grant.co.uk/Scientific+Equipment/Products/Stirred+Thermostatic+Baths+and+Heating+Circulators+-+Optima/Showcase+-+Budget+model+GD100-P12/
http://www.grant.co.uk/Scientific+Equipment/Products/Stirred+Thermostatic+Baths+and+Heating+Circulators+-+Optima/Showcase+-+Entry+level+digital+model+GD100-S5/
http://www.grant.co.uk/Scientific+Equipment/Products/Stirred+Thermostatic+Baths+and+Heating+Circulators+-+Optima/Showcase+-+Mid-range+model+GD120-S12/
http://www.grant.co.uk/Scientific+Equipment/Products/Stirred+Thermostatic+Baths+and+Heating+Circulators+-+Optima/Showcase+-+High+performance+GP200-S26/
http://www.grant.co.uk/Scientific+Equipment/Products/Stirred+Thermostatic+Baths+and+Heating+Circulators+-+Optima/GD100+series+digital/
http://www.grant.co.uk/Scientific+Equipment/Products/Stirred+Thermostatic+Baths+and+Heating+Circulators+-+Optima/GD120+series+digital/
http://www.grant.co.uk/Scientific+Equipment/Products/Stirred+Thermostatic+Baths+and+Heating+Circulators+-+Optima/GR150+series+digital+high+performance/
http://www.grant.co.uk/Scientific+Equipment/Products/Stirred+Thermostatic+Baths+and+Heating+Circulators+-+Optima/GP200+series+digital+high+performance/
http://www.grant.co.uk/Scientific+Equipment/Products/Refrigerated+Thermostatic+Baths+and+Circulators+-+Optima/
http://www.grant.co.uk/Scientific+Equipment/Products/Refrigerated+Thermostatic+Baths+and+Circulators+-+Optima/Showcase+GD120-R2/
http://www.grant.co.uk/Scientific+Equipment/Products/Refrigerated+Thermostatic+Baths+and+Circulators+-+Optima/GD100+R+series+digital/
http://www.grant.co.uk/Scientific+Equipment/Products/Refrigerated+Thermostatic+Baths+and+Circulators+-+Optima/GD120+R+series+digital/
http://www.grant.co.uk/Scientific+Equipment/Products/Refrigerated+Thermostatic+Baths+and+Circulators+-+Optima/GR150+R+series+digital+high+performance/
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 Immersion Thermostats - Optima 

 

 GD100K - digital, temperature range up to 100 deg.C, resolution: 0.1 deg.C, without circulation pump 

 GD120K - digital, temperature range up to 120 deg.C, resolution: 0.1 deg.C, with circulation pump 

 GR150K - digital high performance, temperature range up to 150 deg.C, resolution: 0.01 deg.C, with circulation 

pump 

 GP200K - digital high performance, temperature range up to 200 deg.C, resolution: 0.01 deg.C, with circulation 

 

 Control and Analysis Software for the Lab 
 
 

 Labwise software 
 
 
 
 
 
 
 Shaking Water Baths 

 
 Linear GLS400 
 Linear/orbital OLS200 

 
 
 
 
 Unstirred Water Baths 

 
 SUB Aqua Series 

 JB Aqua Series 

 US 110 V Models 

 Boiling SBB series 

 Universal SUB36 

 Transparent PB1 
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 Dry Block Heating Systems 
 

 With interchangeable blocks - digital QBD QBH 
 With interchangeable blocks - analogue QBA 
 With fixed blocks for microtubes BTD BTA 

 
 Dry Block Heating/ Cooling Systems 
 

 PCH-1 
 PCH-2 

 
 
 Densitometers 

 
 
 

 Densitometer DEN-1 
 
 
 Shakers and Mixers 

 
 Orbital shaking platforms 
 Microplate shaker PMS-1000 
 Stirrers - magnetic and overhead 
 Vortex mixers 

 
 
 Thermoshakers 

 
 

 For microplates PHMP 
 For microtubes PHMT 

 
 
 Shaking Incubators 

 
 Shaker incubator ES-20 
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 Rotators and Rockers 
 

 
 Platform rockers - fixed and variable tilt 
 3D platform rotators - fixed and variable tilt 
 Multi-function rotators - 3D and 360° vertical 

 
Centrifuges 

 
 

 Combined centrifuge vortex mixers 
 General purpose low speed LMC-3000 

 

 UV Cabinets, DNA/RNA 
 
 

 Single benchtop, general purpose 
 Double PCR workstation 

 
 
 Microplate Apparatus and Equipment 

 
 

 Microplate shakers and thermoshakers 
 Dry block heaters for microplates 

 

 Ultrasonic Baths 
 
 

 MXB series - with microprocessor control 

 XB series 

  

 Cryopreservation Equipment 
 
 

 Grant Asymptote EF600 
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อำ่งควบคมุอณุหภมูริอ้นพรอ้มระบบกวนของเหลว (Water Bath / Oil Bath) 

 

 

อำ่งแชค่วบคมุอณุหภมูริอ้นแบบไมม่รีะบบกวน (Water Bath / Oil Bath) 

 

 

เครือ่งควบคมุอณุหภมูเิย็น (Immersion Cooling Bath) 

 

 

ตูอ้บส ำหรับไฮบรไิดเซซัน่ (Hybridisation Oven) 

 

 

อำ่งควบคมุอณุหภมูพิรอ้มระบบสัน่อลุตรำ้โซนคิ (Ultrasonic Bath) 

 

 

เครือ่งกวนสำรแบบวอรเ์ทกซ ์(Vortex Mixer) 
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เครือ่งเกบ็ขอ้มลูแบบหลายช่องสญัญาณ (Datalogger) ส าหรบัอุตสาหกรรมอาหาร ส ีผูผ้ลติชิน้สว่นรถยนต์ 
พลาสตคิ และอื่น ๆ 
 

 เครือ่งเกบ็ขอ้มลูเอนกประสงคแ์บบต่อเนื่อง - High precision universal data loggers 
 เครือ่งบนัทกึค่าอุณหภมูแิบบต่อเนื่อง -Temperature loggers 
 เครือ่งเกบ็ขอ้มลูเอนกประสงคแ์บบต่อเนื่องไรส้าย - Wi-Fi Squirrel data loggers 
 เครือ่งเกบ็ขอ้มลูเอนกประสงคแ์บบต่อเนื่องหลายชอ่งสญัญาณ - DataTaker data loggers 
 ซอฟแวรป์ระมวลผล - SquirrelView.net 
 อุปกรณ์เสรมิ - Accessories 

 
 

High precision universal data loggers from Grant Instruments 
 
     Grant offers the choice of three model ranges of data loggers, ranging from the versatile Squirrel 2010 data logger with 4 
to 8 analogue input channels to the powerful Squirrel 2040 series data laggers with 16 to 32 analogue channels and a host 
of sophisticated logging facilities. 

 
Squirrel 2010 data logger 

 
 
     The Squirrel 2010 is a versatile, general purpose logger, 
with 4 to 8 analogue input channels to measure current, 
voltage, resistance and temperature, plus 8 digital channels. 

 

 
Squirrel 2020 data logger series  

 
     Squirrel 2020 series offers high performance universal 
data loggers packed with powerful features to provide great 
flexibility to handle a wide range of routine and demanding 
applications. 

 

 
Squirrel 2040 data logger series 

 
     The Squirrel 2040 series provide high performance 
universal data loggers packed with the same powerful 
features as the Squirrel 2020 series with additional high 
speed logging on up to four channels and twice as many 
universal input channels. 
 

 

 
SquirrelView.net 

 
     SquirrelView.net gives Squirrel data logger users access 
to their data over the internet at any time and any where. 
 
 
 

 Grant Data Logging 
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Temperature loggers 

 
     Grant offers Squirrel models dedicated solely to recording temperature from up to six thermocouple temperature probes. 
These compact loggers can be used both for general-purpose temperature logging applications and for specific through-
process temperature monitoring applications in manufacturing. 

 
Paint oven profiling system 

 
     A comprehensive temperature profiling system designed 
exclusively for the paint and finishing industry 

 

 
Squirrel OQ610 temperature data logger 

     The OQ610 temperature logger is suitable for a wide 
range of temperature recording applications in industry, 
research and development. It is available as a standalone 
temperature logger or as part of a complete system for 
through process monitoring in the food and paint industries 

 

 
Through process data logging systems 

 

 
 

High precision Wi-Fi data loggers from Grant Instruments 

 
Squirrel 2020 Wi-Fi data logger 

 
Squirrel 2020 series offers high performance universal data 
loggers packed with powerful features to provide great 
flexibility to handle a wide range of routine and demanding 
applications. 

 
Squirrel 2040 Wi-Fi data logger  

 
     The Squirrel 2040 series provide high performance 
universal data loggers packed with the same powerful 
features as the Squirrel 2020 series with additional high speed 
logging on up to four channels and twice as many universal 
input channels. 
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DataTaker data loggers 

    Grant supplies a range of dataTaker data loggers, including the versatile DT80 with 5-15 analogue inputs to the DT85 
with 16-48 analogue inputs. Together with Geotechnical versions of the DT80 and DT85 and channel expansion units for 
extra analogue channels. 
  

 
Datataker DT8x series data loggers 

 
     The dataTaker DT8x series are smart data loggers that 
provides an extensive array of features that allow them to be 
used across a wide variety of applications. 

 
Datataker DT8x series Geotechnical data loggers 

 

 
     Supporting vibrating wire sensors the new dataTaker 
DT85G GeoLogger is ideal for all geotechnical data logging 
applications.  
 

 

    
 
SquirrelView.net is a new concept for data collection, storage and dissemination. Using the power, flexibility and 24/7 availability 
of the Internet, data from our range of Squirrel data loggers can be presented to any internet connected computer, at any time, 
any where in the world.   
 
No host software installation or licensing costs 
Once the SquirrelView software is installed on a single PC this can be used to download the data from your logger. With 
SquirrelView.net this data can then be uploaded, allowing users access without the need for SquirrelView being installed on 
additional PCs. As SquirrelView.net is a web based application, there is no special PC software required to access the data. 
Creating a login for SquirrelView.net enables users  to immediately view existing projects, create new projects and upload 
existing data files.  
 
Simply connect via Internet Explorer 
As SquirrelView.net is a web based system, users only require a login and an Internet connected PC. Then by simply 
connecting to the web page www.squirrelview.net and selecting their application, they can view the latest data, review historical 
data, upload existing data files and view multiple graphs of the data.  
 
View your data anytime, anywhere 
SquirrelView.net is always on, so authorised personnel can access the same data, ensure it is up to date and make it instantly 
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available to others. Just “click” on the Squirrel data logger of interest and view the data, by channel and by date range.   
 
 
Accessories  
Grant supplies a comprehensive range of accessories for Squirrel data loggers. These accessories enable you to assemble 
systems for a wide variety of logging applications and operating conditions. 
 

  
 
 
Protective enclosures Weatherproof enclosures and thermal 
barriers  
  
 

  
Temperature and humidity probes 
A comprehensive range of robust, high quality temperature 
probes with a choice of sensor and in a variety of physical 
styles for use with Squirrel data loggers. 
 

  
Communications accessories  
Communications accessories for the Squirrel data loggers 
 
 

   
Current transducers Choice of clip-on or clamp-on current 
transducers. 
 
 

  
Mains power adaptors 
Mains adaptors (power supply) for use with the Squirrel data 
loggers. 
 
 

  
Plug-in terminal connectors 
For quick and easy connection of inputs to the Squirrel data 
loggers.  
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Thermocouple adaptors 
Thermocouple adaptors for the Squirrel data loggers  
 

 
 

 

เครือ่งเกบ็ขอ้มลูแบบ 4, 8 และ 10 ขอ่งสญัญาณ (SQ400 / SQ800 / SQ1000) ส าหรบัวดัค่าอุณหภมู ิ
ความชืน้ ความดนั ความเรว็ลม อตัราการไหล ค่าทางไฟฟ้าเป็นตน้ 

 

 

เครือ่งวดัอุณภมูแิบบต่อเนื่องในระบบการผลติ (Trough Process Logger) ส าหรบัอุตสาหกรรมอาหาร 

 

 

เครือ่งวดัอุณภมูแิบบต่อเนื่องในเตาอบ (OQ606 Temperature Logger)  

 

 

เครือ่งวเิคราะหส์ภาวะการอบสแีบบต่อเนื่องในระบบการผลติ (Paint Cure Analysis - Oven Logger)  

 

 

เครือ่งวดัคุณภาพของชอ็คโกแลต 

 

 

เครือ่งวดัสภาวะอากาศแบบต่อเนื่อง (Weather Station)  
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SUPERCRITICAL FLUID EXTRACTION MODEL 5L SFE-CO2  
เครือ่งสกดัสารโดยใชค้ารบ์อนไดออกไซตแ์บบเหนอืจดุวกิฤตขนาด 5 ลติร 

 

Technical Specification  
Extraction technique:   Supercritical carbon dioxide (CO2) 

Sample form: Liquid, solid & powder 

Mesh size: Material with size 22-40 mesh 

High pressure pump: 42 Mpa 

Flow rate: 100 l/hr 

Co-solvent pump: 42 Mpa 

Flow rate: 10 l/hr 

Extractor maximum pressure: 42 Mpa 

Extractor maximum capacity: 5 Litres 

Number of extractor    : 1 

Number of Separators: Separation column (1 pc),  
Separator (2 pcs) 

Extractor maximum temperature: 90 deg. C 

Material vessel: 3.75 Litres 

 Heavensent 
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Separation column maximum pressure:        22 MPa 

Separation column maximum temperature:   90 deg. C 

Separation column maximum capacity: 4 Litres 

Separator pressure:    9.8 Mpa 

Separator maximum temperature: 90 deg. C 

Flow meter: 0-250 L/hr 

Supercritical medium:             Food grade carbon dioxide (CO2),  
purity > 99.5%, Moisture < 0.2% 

Electronic connection: 3 x 380V + N + PE / 50Hz 

Power consumption: 25 kW 

Electricity control cabinet: 60 amps 

Water supply:              > 2 bar 

 

…………………………………………………………………………………………………………… 

 

SUPERCRITICAL FLUID EXTRACTION MODEL 24L SFE-CO2  
เครือ่งสกดัสารโดยใชค้ารบ์อนไดออกไซตแ์บบเหนอืจดุวกิฤตขนาด 24 ลติร 

 

Technical Specification 
Extraction technique:   Supercritical carbon dioxide (CO2) 

Sample form: Liquid, solid & powder 

Mesh size: Material with size 22-40 mesh 

Extractor maximum pressure: 32 Mpa 

Extractor maximum capacity: 24 Litres 

Number of extractors: 2 pcs 

Number of Separators: Separatioin column (1pc),  Separator (2pcs) 
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Extractor maximum temperature: 90 deg. C 

Separation column maximum pressure: 22 MPa 

Separation column maximum temperature: 90 deg. C 

Separation column maximum capacity: 8 Litres 

Separator pressure:    9.8 Mpa 

Separator maximum temperature: 90 deg. C 

Separtor maximum capacity:  10 lites 

Supercritical medium:   Edible carbon dioxide (CO2), purity > 99.5% 
Moisture < 0.2% 

Electronic connection: 3 x 380V + N + PE / 50Hz 

Power consumption:    25 kW 

Electricity control cabinet: 60 amps 

Water supply: > 2 bar 
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ผูผ้ลิตเคร่ืองวดัค่าความหนืดน ้ามนัดีเซล น ้ามนัหล่อล่ืน น ้ามนัเตา โพลิเมอร์  หมึก 
สารเคมี สี สารเคลือบ น ้าแป้ง เรซิน อาหาร เคร่ืองด่ืม เคร่ืองส าอาง ครีม และตวัอยา่ง
ของเหลวแบบการไหลแบบ Newtonian Flow ออกแบบมาส าหรับการทดสอบ

นอกสถานท่ี (Portable Viscometer) แบบทดสอบในห้องปฏิบติัการ (Laboratory Viscometer) และติดตั้งในระบบ
การผลิต (Process Viscometer) 
 

 
 

เคร่ืองวัดค่าความหนืดดจิิตอลแบบรวดเร็ว (Portable Viscosity Meter) 

 สะดวก รวดเร็ว และแม่นย  า 
 เคร่ืองวดัความหนืดเคร่ืองแรกท่ีออกแบบมาส าหรับการทดสอบนอกสถานท่ี (portable viscosity meter) 

 มีใหเ้ลือกสองรุ่น คือ รุ่น Standard ใชต้วัอยา่ง 100 ml และรุ่น Small Sample ใชต้วัอยา่งเพ่ียง 10 ml 

 วดัความหนืดไม่เกิน 10,000 cP (รุ่น Standard : 10,000 cP และรุ่น Small Sample : 5,000 cP) 

 ส่วนท่ีสัมผสักบัตว้อยา่งท าจากวสัดุปลอดสนิม เกรด 316 ทนกรดด่างไดเ้ป็นอยา่งดี 

 ไม่ตอ้งถอดเปล่ียนหวัวดัใหยุ้ง่ยากอีกต่อไป 

3 ขั้นตอนง่าย ๆ ส าหรับการวดัความหนืดดว้ย Viscolite 

 
เซ็นเซอร์วดัค่าความหนืดท าจากวสัดุปลอดสนิม เพียงแค่จุมหวัวดัลงไปในตวัอยา่งแลว้กดปุ่ มวดั ค่าความหนืดจะแสดงบนหนา้จอ

ทนัที  หลงัจากนั้นแค่ใชผ้า้สะอาดซบัน ้ามนั และเช็ดใหแ้ห้ง ท่านก็พร้อมท่ีจะท าการทดสอบตวัอยา่งตวัถดัไปไดแ้ลว้ 

 Hydramotion 
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ความแม่นย าสูงในช่วงการวดัเส้ียววนิาที 

 

  

  

ค่าการวดัจะแสดงผลในรูปตวัเลขดิจิตอล ความละเอียด 0.1 เซนติพอยส์ (cP)  ตวัเคร่ืองมีน ้าหนกัเบา สะดวกต่อการน าไปใชง้านนอก

สถานท่ี และใชแ้บตเตอร่ีเป็นแหล่งพลงังาน ท าให้สามารถทดสอบไดทุ้กท่ีท่ีท่านตอ้งการ ไม่ว่าจะเป็นห้องแล็ป ส่วนการผลิต ถงับรรจุ หรือ

ระบบล าเลียง ท่านสามารถวดัค่าความหนืดไดต้ลอดเวลา โดยไม่ตอ้งส่งตวัอยา่งเขา้ห้องแล็ป และรอผลการทดสอบอีกต่อไป 

ความถูกต้องและทนทาน  

 

เคร่ืองทดสอบออกแบบมาเพ่ือรองรับกบังานหนกัโดยไม่มีความจ าเป็นตอ้งดูแลมากเหมือนเคร่ืองมือทดสอบชนิดอ่ืน หวัเซ็นเซอร์มีความ

ทนทานสูง สามารถใชก้วนตวัอยา่งก่อนการวดัได ้โดยไม่มีผลต่อค่าความแม่นย  า นอกจากน้ี ตวัเซ็นเซอร์ออกแบบมาเป็นช้ินเดียว ไม่มีส่วนท่ี

ตอ้งถอดเปล่ียนบ่อย ๆ เช่น ยางซีล ประเก็น และไม่มีความจ าเป็นตอ้งติดตั้งเหมือนเคร่ืองวดัชนิดอ่ืน จึงท าให้ Viscolite ไดรั้บการกล่าวถึง

อยา่งต่อเน่ือง และไดรั้บความนิยมอยา่งสูง 

เคร่ืองวดัความหนืด Viscolite ทุกเคร่ือง ผา่นการสอบเทียบค่าความถูกตอ้งดว้ยน ้ายามาตรฐานจาก ห้องแล็ป ISO9001 ตวั

เคร่ืองประมวลผลและเซ็นเซอร์บรรจุอยูใ่นกระเป๋าห้ิวอยา่งดี พร้อมคู่มือการใชง้าน และใบรับรองผล สามารถวดัค่าอุณหภูมิแบบติดตั้งมาพร้อม

กบัเคร่ืองเพ่ือค านวณค่าการปรับเทียบความหนืดท่ีข้ึนอยูก่บัอุณหภูมิไดโ้ดยอตัโนมติั (Automatic Temperature 

Correction of Viscosity) 
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In the past few decades IKA has achieved through its innovative activity a leading position 
in dispersing and kneading technology. The high-quality stirring, mixing and kneading 
machines are used in the pharmaceutical, chemical, food, paint, cosmetic, and plastics 

industries. Large brand manufacturers count on IKA's machines and units. 
 
ผูผ้ลติเครือ่งมอื อปุกรณ์ส ำหรับหอ้งปฏบัิตกิำร เชน่ Magnetic Stirrers / เครือ่งกวนสำรชนดิแมเ่หล็ก, Overhead Stirrers / 
เครือ่งกวนผสมสำร, Overhead Stirrers / เครือ่งกวนผสมสำร, Shakers / เครือ่งเขยำ่สำร, Homogeniser Dispersers / 
เครือ่งบดป่ันสำรควำมเร็วสงู, Mills / เครือ่งบด ป่ัน ต ีของแข็ง, Dry Block Heater / เครือ่งใหค้วำมรอ้นแบบไมใ่ชข้องเหลว, 
Heating Baths / อำ่งใหค้วำมรอ้น, Hot Plates / เครือ่งท ำควำมรอ้น หรอื เครือ่งอุน่ตัวอยำ่ง, Temperature Control / เครือ่ง
ควบคมุอณุหภมูแิบบดจิติอล, Centrifuges / เครือ่งป่ันเหวีย่ง, Rotary Evaporators / เครือ่งระเหยสำรดว้ยระบบสญุญำกำศ, 
Laboratory Reactors / ชดุถังปฏกิรณ์ส ำหรับทดสอบกำรเกดิปฏกิริยิำทำงเคม,ี Laboratory Software / ซอฟแวรป์ระเมนิผล, 
Heat of Combustion / Calorimeters / เครือ่งมอืทดสอบคำ่พลังงำนควำมรอ้นในกำรเผำไหม,้ Decomposition Systems / 
ชดุอปุกรณ์ประกอบเครือ่ง Calorimeters เป็นตน้ 

Magnetic Stirrers / เครือ่งกวนสารดว้ยหลกัการแมเ่หล็กไฟฟ้า 

 

RET control-visc 

 

 

RET control-visc white 

 

 

RCT basic IKAMAG® safety 
control 

 

 

RH basic 

 

RH basic white 

 

RH digital 

 

RH digital white 

 

RET basic 

 
RCT Synthese PACKAGE 

1 

 

RCT Synthese PACKAGE 2 

 

C-MAG HS 4 

 

 

C-MAG HS 7 

 

 

C-MAG HS 10 

 

 

 

C-MAG HS 4 digital 

 

 

C-MAG HS 7 digital 

 

 

C-MAG HS 10 digital 

 

    

 IKA 
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RH basic 2 

 

RT5 power IKAMAG® 

 

 

 

RT 10 power IKAMAG® 

 

RT 15 power IKAMAG® 

 
C-MAG MS 4 

 

C-MAG MS 7 

 

C-MAG MS 10 

 

RO 5 

 
RO 10 

 

RO 15 

 

Mini MR standard 

 

topolino 

 

topolino mobil 

 

color squid white 

 

color squid zebra 

 

color squid bubbles 

 
color squid wave 

 

color squid palm tree 

 

color squid Stars and Stripes 

 

color squid solar sphere 

 

color squid red flag 

 

color squid Seleção 

 

color squid Union Jack 

 

big squid white 
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http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4175200&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3672000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3339000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2930300&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2930500&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2930700&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3582200&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3582400&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3582600&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3690500&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3691000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3692500&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3674000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3368000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3381300&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3671000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3698200&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3698300&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3698400&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4175100&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4175300&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4175400&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4175500&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4175200&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3672000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3698500&iProductgroup=188&iSubgroup=&iCS=1
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big squid leaves 

 

big squid frozen 

 

big squid twist 

 

big squid hibiscus 

 
lab disc pattern 

 

lab disc white 

 

lab disc stream 

 

lab disc meadow 

 
lab disc maracuja 

 

KMO 2 basic 

 

Midi MR 1 digital 

  

Maxi MR 1 digital 

 

 

Overhead Stirrers / เครือ่งกวนผสมสาร มอเตอรก์วนสาร 

EUROSTAR 20 digital 

 

EUROSTAR 20 high speed 
digital 

 

EUROSTAR 20 high speed 
control 

 

EUROSTAR 40 digital 

 

EUROSTAR 60 digital 

 

EUROSTAR 60 control 

 

EUROSTAR 100 digital 

 

EUROSTAR 100 control 

 

EUROSTAR 200 digital EUROSTAR 200 control EUROSTAR 200 control P4 RW 20 digital 

mailto:sales@asithailand.com
http://www.asithailand.com/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3857100&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3857200&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3857300&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3857400&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3765000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3907500&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3916100&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3920700&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3920900&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2812000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2621900&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2621800&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/Products-Lab-Eq/Overhead-Stirrers-Agitator-Blender-Lab-mixer-cph-187/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4442000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4028600&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4028600&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=25001314&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=25001314&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4444000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4446000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4440000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4238100&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4028500&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3990000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3992000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4090000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3593000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3857100&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3857200&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3857300&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3857400&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3765000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3907500&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3916100&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3920700&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2812000&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2621900&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2621800&iProductgroup=188&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4442000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4028600&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=25001314&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4444000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4446000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4440000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4238100&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4028500&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3920900&iProductgroup=188&iSubgroup=&iCS=1
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RW 28 digital 

 

RW 28 digital Package 

 

RW 47 digital 

 

RW 47 digital Package 

 
RKG-00-Bo EX 

 

      

  

Shakers / เครือ่งเขยา่สาร 

 

ROCKER 2D basic 

 

 

ROCKER 2D digital 

 

 

ROCKER 3D basic 

 

 

ROCKER 3D digital 

 
ROLLER 6 basic 

 

ROLLER 6 digital 

 

ROLLER 10 basic 

 

ROLLER 10 digital 

 
Loopster basic 

 

Loopster digital 

 

Trayster basic 

 

Trayster digital 

 

KS 4000 i control KS 4000 ic control KS 3000 i control KS 3000 ic control 
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http://www.ika.com/owa/ika/catalog.product_detail?iProduct=5040000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9023200&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4050000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9023300&iProductgroup=187&iSubgroup=&iCS=1
http://www.ikaprocess.com/Products/Agitators-jet-stream-mixer-cph-1/RKG-00-Bo-csb-RKG-00-BO/
http://www.ika.com/Products-Lab-Eq/Shakers-Vortex-mixer-Lab-shakers-cph-179/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4002000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4003000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4000000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4001000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4010000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4011000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4012000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4013000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4015000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4016000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4005000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4006000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3510000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3510100&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3940000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3940100&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3990000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3992000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4090000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3593000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=5040000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9023200&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4050000&iProductgroup=187&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9023300&iProductgroup=187&iSubgroup=&iCS=1
http://www.ikaprocess.com/Products/Agitators-jet-stream-mixer-cph-1/RKG-00-Bo-csb-RKG-00-BO/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4002000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4003000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4000000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4001000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4010000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4011000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4012000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4013000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4015000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4016000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4005000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4006000&iProductgroup=179&iSubgroup=&iCS=1
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MS 3 basic 

 

 

 

 

 

 

MS 3 digital 

 

 

 

 

 

 

lab dancer 

 

 

 

 

 

 

VORTEX 3 

 
VXR basic Vibrax® 

 

MTS 2/4 digital  
microtiter shaker 

 

KS 130 basic 

 

KS 130 control 

 

KS 260 basic 

 

KS 260 control 

 

KS 501 digital 

 

HS 260 basic 

 
HS 260 control 

 

HS 501 digital 

 

Vortex 1 

 

Vortex 4 basic 

 

Vortex 4 digital 
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http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3617000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3319000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3365000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3340000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2819000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3208000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3208000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2980000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2980100&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2980200&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2980300&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2526400&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3066600&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3066700&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2527000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4047700&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4049600&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4050100&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3510000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3510100&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3940000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3940100&iProductgroup=179&iSubgroup=&iCS=1
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http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2819000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3208000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2980000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2980100&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2980200&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2980300&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2526400&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3066600&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3066700&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2527000&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4047700&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4049600&iProductgroup=179&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4050100&iProductgroup=179&iSubgroup=&iCS=1
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Homogeniser Dispersers / เครือ่งบดปั่นสารความเร็วสงู เครือ่งผสมสารใหเ้ป็นเนือ้เดยีวกนั 

 

ULTRA-TURRAX® Tube 
Drive control Workstation 

 

 

ULTRA-TURRAX® Tube 
Drive control 

 

 

ULTRA-TURRAX® Tube 
Drive Workstation 

 

 

ULTRA-TURRAX® Tube 
Drive 

 
 

 

T 10 basic ULTRA-
TURRAX® 

 

 

 

 

T 10 standard ULTRA-
TURRAX® PCR Kit 

 

 

 

 

T 18 digital ULTRA-
TURRAX® 

 

 

 

 

T 18 digital ULTRA-
TURRAX® Package 

 

 
T 25 digital ULTRA-

TURRAX® 

 

T 50 digital ULTRA-
TURRAX® 

 

T 65 basic ULTRA-TURRAX® 

 

T 65 basic ULTRA-
TURRAX® Package 

 
T 65 digital ULTRA-

TURRAX® 

 

T 65 digital ULTRA-
TURRAX® Package 

 

magic LAB 
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http://www.ika.com/Products-Lab-Eq/Dispersers-Homogenizer-cph-177/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3827500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3827500&iProductgroup=177&iSubgroup=&iCS=1
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http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4135300&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3645000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3645000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3646000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3646000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3737000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3737000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4095500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4095500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3720000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3720000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9022800&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9022800&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3725000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3725000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3787000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3787000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4023500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9023400&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9023400&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4234500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4234500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9023500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9023500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ikaprocess.com/Products/Pilot-plants-cph-40/magic-LAB-csb-MLAB/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3827500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4135300&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3645000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3646000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3737000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4095500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3720000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9022800&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3725000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3787000&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4023500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9023400&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4234500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=9023500&iProductgroup=177&iSubgroup=&iCS=1
http://www.ikaprocess.com/Products/Pilot-plants-cph-40/magic-LAB-csb-MLAB/
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Mills / เครือ่งบด ปั่น ต ีของแข็ง 

 
Tube Mill control 

 

 
A 11 basic Analytical mill 

 

 
M 20 Universal mill 

 

 
MF 10 basic Microfine 

grinder drive 

 

MF 10.1 Cutting-grinding 
head 

 

MF 10.2 Impact grinding 
head 

 

Pilotina 

 

 

 

 

 

 

 

 

 

 

 

  

  

Dry Block Heater / เครือ่งใหค้วามรอ้นแบบไมใ่ชข้องเหลว 

 

Dry Block Heater 1 

 

 

Dry Block Heater 2 

 

 

Dry Block Heater 3 

 

 

Dry Block Heater 4 

 

  

Heating Baths / อา่งใหค้วามรอ้น 

HBR 4 digital Heating bath 

 

HB 10 

  

 

  

Hot Plates / เครือ่งท าความรอ้น หรอื เครือ่งอุน่ตวัอยา่ง 

C-MAG HP 4 

 

C-MAG HP 7 

 

C-MAG HP 10 

 

mailto:sales@asithailand.com
http://www.asithailand.com/
http://www.ika.com/Products-Lab-Eq/Mills-Lab-mills-Grinding-mill-cph-194/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4180000&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2900000&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=1603600&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2836000&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2836000&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2870900&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2870900&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2871000&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2871000&iProductgroup=194&iSubgroup=&iCS=1
http://www.ikaprocess.com/Products/Dry-mills-cph-44/Pilotina-csb-PILOTINA/
http://www.ika.com/Products-Lab-Eq/Dry-Block-Heater-cph-909/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4025100&iProductgroup=909&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4025200&iProductgroup=909&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4025300&iProductgroup=909&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4025400&iProductgroup=909&iSubgroup=&iCS=1
http://www.ika.com/Products-Lab-Eq/Heating-Baths-Heated-bath-Oil-bath-cph-206/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2602300&iProductgroup=206&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4068000&iProductgroup=206&iSubgroup=&iCS=1
http://www.ika.com/Products-Lab-Eq/Hot-Plates-cph-212/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3581600&iProductgroup=212&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3581800&iProductgroup=212&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3582000&iProductgroup=212&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4180000&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2900000&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=1603600&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2836000&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2870900&iProductgroup=194&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2871000&iProductgroup=194&iSubgroup=&iCS=1
http://www.ikaprocess.com/Products/Dry-mills-cph-44/Pilotina-csb-PILOTINA/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4025200&iProductgroup=909&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4025300&iProductgroup=909&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4025400&iProductgroup=909&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=2602300&iProductgroup=206&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4068000&iProductgroup=206&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3581600&iProductgroup=212&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3581800&iProductgroup=212&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3582000&iProductgroup=212&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4025100&iProductgroup=909&iSubgroup=&iCS=1
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Temperature Control / เครือ่งควบคมุอณุหภมูแิบบดจิติอล 

> Compact Immersion Circulators / อา่งท าอณุหภมูสิ าหรบัแชต่วัอยา่ง 

 
ICC basic 

 

 
ICC control 

 

 
ICC basic eco 8 

 

 
ICC basic eco 8 c 

 

ICC basic eco 18 

 

ICC basic eco 18 c 

 

ICC basic pro 9 

 

ICC basic pro 9 c 

 
ICC basic pro 12 

 

ICC basic pro 12 c 

 

ICC basic pro 20 

 

ICC basic pro 20 c 

 

ICC control eco 8 

 

ICC control eco 8 c 

 

ICC control eco 18 

 

ICC control eco 18 c 

 

ICC control pro 9 

 

ICC control pro 9 c 

 

ICC control pro 12 

 

ICC control pro 12 c 

 

ICC control pro 20 

 

ICC control pro 20 c 

 

EH 4 basic Immersion 
thermostat 
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http://www.ika.com/Products-Lab-Eq/Temperature-Control-Circulation-and-Immersion-thermostat-cph-272/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4134400&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4136600&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8034900&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035700&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035800&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035100&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035900&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=10000414&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=10000416&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035200&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035300&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036100&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035400&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036200&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035500&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036300&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=10000415&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=10000417&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035600&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036400&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3164000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3164000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4134400&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4136600&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8034900&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035700&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035800&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035100&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035900&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=10000414&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=10000416&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035200&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035300&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036100&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035400&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036200&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035500&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036300&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=10000415&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=10000417&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8035600&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036400&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3164000&iProductgroup=272&iSubgroup=&iCS=1


 

Tel: 0-2742 7035-6, 0-2332 8179  Fax: 0-2332 8180  Email:sales@asithailand.com  www.asithailand.com 109 

 

> Immersion Circulators / เครือ่งควบคมุอณุหภมูพิรอ้มระบบปัม้ไหลเวยีน 

 
IC basic 

 

 
IC control 

 

 
IC basic eco 18 c 

 

 
IC basic pro 12 c 

 
IC basic pro 20 c 

 

IC control eco 18 c 

 

IC control pro 12 c 

 

IC control pro 20 c 

 
> Heated Bath Circulator / เครือ่งควบคมุอณุหภมูริอ้นพรอ้มระบบปัม้ไหลเวยีน 

 

 

 

 

HBC 5 basic 

 

 

 

 

 

HBC 5 control 

 

 

 

 

 

HBC 10 basic 

 

 

 

 

 

HBC 10 control 

 
> Recirculating Chillers / เครือ่งควบคมุอณุหภมูเิย็นพรอ้มระบบปัม้ไหลเวยีน 

RC 2 basic 

 

RC 2 control 

 
  

Centrifuges / เครือ่งปั่นเหวีย่ง 

mini G 
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http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3861000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3863000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036600&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8039900&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036800&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8037000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8040000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8037200&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4125000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4127000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4135000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4137000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4171000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4173000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/Products-Lab-Eq/Centrifuges-Micro-Centrifuge-cph-276/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3861000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3863000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036600&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8039900&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8036800&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8037000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8040000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8037200&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4125000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4127000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4135000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4137000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4171000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=4173000&iProductgroup=272&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=3958000&iProductgroup=276&iSubgroup=&iCS=1
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Rotary Evaporators / เครือ่งระเหยสารดว้ยระบบสญุญากาศ 

 
RV 8 V 

 

 
RV 8 V-C 

 

 
RV 8 FLEX 

 

 
RV 10 basic V 

 
RV 10 basic V-C 

 

RV 10 digital V 

 

RV 10 digital V-C 

 

RV 10 digital FLEX 

 
 

 

RV 10 control V 

 

 

 

RV 10 control V-C 

 

 

 

RV 10 control FLEX 

 

 

 

RV 10 control V auto 

 

RV 10 control V-C auto 

 

RV 10 control FLEX auto 

 
  

Laboratory Reactors / ชุดถงัปฏกิรณส์ าหรบัทดสอบการเกดิปฏกิริยิาทางเคม ี  

LR 1000 basic Package 

 

LR 1000 control Package 

 

LR-2.ST Package 1 

 

LR-2.ST Package 2 
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http://www.ika.com/Products-Lab-Eq/Rotary-Evaporators-Rotary-evaporator-distilling-distillation-cph-35/
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8033800&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8034200&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8033400&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8040600&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8040700&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8040300&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8040400&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8040500&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8037700&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8037900&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8038100&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8037800&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8038000&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/owa/ika/catalog.product_detail?iProduct=8038200&iProductgroup=35&iSubgroup=&iCS=1
http://www.ika.com/Products-Lab-Eq/Laboratory-Reactors-cph-232/
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LR-2.ST Package 3 

 

magic PLANT 

 

 

Laboratory Software / ซอฟแวรป์ระเมนิผล 

labworldsoft® 

 

C 6040 CalWin 

  

  

  

Heat of Combustion / Calorimeters / เครือ่งมอืทดสอบคา่พลงังานความรอ้นในการเผาไหม ้

 

C 1 

 

 

C 1 Package 1/10 

 

 

C 6000 global standards 
Package 1/10

 

 

C 6000 global standards 
Package 1/12 

 
C 6000 global standards 

Package 2/10 

 

C 6000 global standards 
Package 2/12 

 

C 6000 isoperibol Package 
1/10 

 

C 6000 isoperibol Package 
1/12 

 
C 6000 isoperibol Package 

2/10 

 

C 6000 isoperibol Package 

2/12 

 

C 200 

 

C2000 basic version1 
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C2000 basic version2 

 

C2000 control version1 

 

C 2000 control version 2 

 

C 5000 control package 1/10 

 
C 5000 control package 1/12 

 

C 5000 control package 
2/10 

 

C 5000 control package 
2/12 

 

C 7000 basic equipment set 
1 

 

C 7000 basic equipment set 
2 

 

      

 

 

 

 

 

 

 

 

 

 

 

Decomposition Systems / ชุดอปุกรณป์ระกอบเครือ่ง Calorimeters 

 

AOD 1 Decomposition system 

 

 

C 7030 Venting station 

 

 

C 5030 Venting station 
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ผูผ้ลิตเคร่ืองมือส าหรับงานวจิยัและเคร่ืองมือในอุตสาหกรรมอาหาร เช่น เคร่ือง
ท าแหง้แบบใชค้วามเยน็ (Freeze Dryer), เคร่ืองวจิยัสภาวะการหมกั ถงัทดสอบ

ปฏิกิริยาชีวภาพ ถงัหมกัเช้ือ (Fermenter / Bioreactor) และเคร่ืองลา้งภาชนะเคร่ืองแกว้ส าหรับหอ้งปฏิบติัการ หอ้ง
แลป็ (Laboratory Glassware Cleaner / Washer) มีระบบลา้งและอบแหง้แบบอตัโนมติั มีระบบดูดจ่ายของเหลวท่ีใชใ้นการ
ลา้งท าความสะอาดไดส้องชนิด และสามารถเลือกถาดส าหรับใส่อุปกรณ์เคร่ืองแกว้ใหเ้หมาะสมกบัความตอ้งการของท่าน 
เช่น ขวดเก็บตวัอยา่งน ้ ามนัหล่อล่ืน น ้ ามนัเตา น ้ ามนัดีเซล เคร่ืองแกว้ส าหรับงานทางดา้นอาหาร งานทางดา้นชีวะวทิยา งาน

เคมีวเิคราะห์ เช่น ปิเปต บีกเกอร์ หลอดทดลอง กระบอกตวง ขวดแยกสาร ขวดรูปชมพู ่เป็นตน้  
 
เคร่ืองล้างภาชนะเคร่ืองแก้วส าหรับห้องปฏิบัติการห้องแลป็ (Laboratory Glassware Cleaner / Washer) 

 

 

  

 Innova 
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INNOVA Glassware Washer is designed to provide unmatched 
flexibility, excellent cleaning and drying efficiency. When combined with 
especially formulated chemistries and global service offering, INNOVA’ unique 
certified cleaning process provides a higher level of assurance that expected 
cleaning results are achieved. 

  
Wide Cleaning Provider 

INNOVA 
Glassware Washer provides various trolleys to 
satisfy individualization requirement  

 

  
Microprocessor Control System 
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7”LCD 
display touch screen, microprocessor with PLC system which has various of 
programmable washer cycles, detergent volume etc. User programmable with 99 
storable programs and definable. All significant parameters can be set, including: 
execution times, operating temperatures, quantity of additives, number of 
phases. Access to the control operations is protected by a system of fouru… 

 

  
Optional Accessories 

Connections 
RS232 and USB / Optional Water Conductivity Monitoring/ Optional PH 
Test/ Optional Printer 

 

  
 

 

 

 

 

 

 

อุปกรณ์ประกอบ / Optional Accessories 

INO30   
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To 
wash maximum 30ea of 250ml infusion bottles and caps; or 
other volumetic flasks conical flasks or beakers 

INO36   

 

To 
wash maximum 36ea of 10~250ml volumetric flasks, conical flasks or 
beekers( diameter within 90mm 

INO38   

 

To 
simultaneously wash mearsure cylinder 16 ea of 5~25ml, 12 ea of 50~250ml, 6 
ea of 500ml and 4 ea of 1000~2000ml 

INO56   

 

To 
wash maximum 36ea of 10~250ml volumetric flasks, conical flasks or 
beekers( diameter within 60mm) 

INO 60   

 

To 
wash 60 ea of 550mm pipettes/straws. It 
can also wash some wide mouth glassware such as beaker 

INO3060   

 

To 
wash 30ea of pipettes and 60ea of samples vials /tubes 

INO90   
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To 
wash 90ea of 50ml flasks or beakers 

INO9075U   

 

Upper 
rack to wash 75ea of petri dishes or caps within diameters 90mm 

INO9075L   

 

Upper 
rack to wash 75ea of petri dishes or caps within diameters 90mm 

INO26   

 

To 
wash max 26ea of transfer pipettes with its length less than 550mm; meanwhile 
a 510x280mm area can be used to wash beakers or other wide mouth bottles 

INO20   

 

To 
wash 20ea of rubber tubes with its inner diameters 3~8mm and length less than 
3m 

INO1218   

 

130 
position of injection tubes and adjustable trolley. It 
can wash 112 ea of chromatography sampling bottle/ vials.It can also wash 18 ea 
of 10~250ml volumetric flask，triangle bottle，beaker. 

INO220   
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220 
position of injection tubes and adjustable trolleies. It 
can wash 220 ea of tubes or vials and capes. 

INO120   

 

To 
wash 120 ea of centrifuge tubes，test tubes, 50ml volumetrics flask 

INO40   

 

To 
wash 40 ea of different specification of absorbin bottle and sample bottle 

INO–MR   

 

To 
wash all kinds of dental apparatus. 

INO01   

 

To 
wash wide mouth flasks such as beaker, the area is 560mmx510mm. 

 
เคร่ืองวจัิยสภาวะการหมักถังทดสอบปฏิกริิยาชีวภาพถังหมักเช้ือ Fermenter / Bioreactor 
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 Gas Control Options 
Automatic 
4-gas mixing via solenoid valves / Manual gas mixing via Rotameters 
/ Automatic gas flow control via Thermal Mass Flow Controller (TMFC) 
/ Manual gas flow control via 0 to 4 manual Rotameters;multiple gas flow 
ranges available / Ring sparger / Microsparger 

  

 

  
Exceptional Flexibilty 

Numerous 
threaded ports provide a high degree of flexibility for positioning probes, 
sampling tube and exhaust gas condenser to suit your process 

 

  
Intelligent Controls 
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Cell 
culture mode automatically mixes two, three or four gasses for optimized cell growth. 
Two-gas mixing option in fermentation mode enables mixing air and oxygen for 
high cell yields. Easily switch between modes through touchscreen controls. 

 

 

 
เคร่ืองอบแห้งเยือกแข็ง (Freeze Dryer) 

 

  

 

To be used widely in biological engineering, pharmaceutical 
industry, food industry, material science and agriculture. 
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Microprocessor Control System 

7”colorful 
touch panel, can display the product samples temperature, cold trap temperature 
and vacuum etc in digital and curve.Touch panel with tilt design conforms to 
ergonomics and operate more comfortably. 

 
 

Reliable Performance 

World 
famous compressor (SECOP) , high performance. lubricating oil with Sole design 
ensure the compressor work stable in high and low environment which enhance the 
compressor life. World famous dry-filter to avoid moisture and Impurity went 
into refrigerant system. 

 

Optional Configuration 

Optional 
for gas interface: can inject inert gas / Optional for Cold trap electrical 
heating defrost function/  Optional for rack heating which is help to test 
in production, Eutectic point testing, it can have sublimation temperature 
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เป็นผูผ้ลติเครือ่งวดัแรงตงึผวิ (Tensiometer) และความเขม้ขน้ปรมิาณไมเซลล ์(Critical Micelle Concentration) ของ

สารลดแรงตงึผวิผงซกัฟอก หมกึ ส ีเครือ่งส าอาง น ้ามนัหล่อลืน่ น ้ามนัหมอ้แปลง สารเคม ีอมิลัชัน่และอื่น ๆ เครือ่งวเิคราะหล์กัษณะการ
หยดตวัของของเหลว (Drop Shape Analyzer) เครือ่งวเิคราะหพ์ืน้ผวิ (Universal Surface Analyzer) และเครือ่งวเิคราะหม์มุสมัผสั 
(Contact Angle Analyzer) และค่าพลงังานอสิระพืน้ผวิ (Surface Free Energy ) ของวสัดุต่าง ๆ เช่น โลหะ กระจก ฟิลม์ ผา้ เซรามคิ 
พลาสตกิเป็นตน้ 
 

เคร่ืองวดัแรงตึงผิว (Tensiometer) และ ความเข้มข้นปริมาณไมเซลล ์(Critical Micelle Concentration) ของสารลดแรงตึงผิว 

ผงซกัฟอก หมึก สี เคร่ืองส าอางน ้ามนัหล่อล่ืน น ้ามนัหม้อแปลง สารเคมี อิมลัชัน่ และอ่ืน ๆ 

 

เครือ่งวดัแรงตงึผวิแบบอตัโนมตัคิวามละเอยีดสงู -Processor Tensiometer K100MK2 

 

เครือ่งวดัแรงตงึผวิแบบเสน้ใยเดีย่ว -Single FibreTensiometer K100SF 

 

เครือ่งวดัแรงตงึผวิแบบเสน้ใยเดีย่วรพรอ้มระบบป้อนตวัอย่างเสน้ใยแบบต่อเนื่อง - Single 

FibreTensiometer K100SFA 

 

 

เครือ่งวดัแรงตงึผวิแบบอตัโนมตั ิ-Tensiometer K11 

            

เครือ่งวดัแรงตงึผวิแบบต่อพ่วงคอมพวิเตอรผ์่าน USB - TensiometerEasyDyne 

 KrŰss 
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เครือ่งวดัแรงตงึผวิส าหรบัสถาบนัการศกึษา -School Tensiometer 

 

เครือ่งวดัแรงตงึผวิโดยการเป่าฟองเพือ่ศกึษาการทรงตวัของสารลดแรงตงึผวิแบบตัง้โต๊ะ -
Bubble Pressure Tensiometer BP100 

 

เครือ่งวดัแรงตงึผวิโดยการเป่าฟองเพือ่ศกึษาการทรงตวัของสารลดแรงตงึผวิแบบพกพา -
Bubble Pressure PocketDyne 

 

เครือ่งวดัแรงตงึผวิแบบต่อเนื่องเพือ่ศกึษาประสทิธภิาพของ Surfactant เทยีบกบัเวลา -Drop 
Volume Tensiometer DVT50 

 

เครือ่งวดัแรงตงึผวิโดยการหมนุส าหรบัตวัอย่างทีม่แีรงตงึผวิต ่ามาก (ต ่าสุด 10-6 mN/m) - 
Spinning Drop Tensiometer SITE100 

เคร่ืองวิเคราะหล์กัษณะการหยดตวัของของเหลว (Drop Shape Analyzer) เคร่ืองวิเคราะหพื์น้ผิว (Universal Surface Analyzer) 

และเคร่ืองวิเคราะหม์มุสมัผสั (Contact Angle Analyzer) และค่าพลงังานอิสระพืน้ผิว (Surface Free Energy ) ของวสัดตุ่าง ๆ เช่น 

โลหะ กระจก ฟิลม์ ผ้า เซรามิค พลาสติคเป็นต้น 

 

เครือ่งวดัมมุสมัผสัออกแบบตามความตอ้งการของลกูคา้ -Drop Shape Analysis System 

DSA100 

 

เครือ่งวดัมมุสมัผสัแบบอตัโนมตั ิ-DSA30 

                

เครือ่งวดัมมุสมัผสัแบบต่อพ่วงคอมพวิเตอรผ์่าน USB Port - Easy Drop 
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เครือ่งวดัมมุสมัผสัแบบพืน้ฐาน -DSA14 

 

 

เครือ่งวดัมมุสมัผสัของวสัดุทีอุ่ณหภมูสิงู เช่นแกว้ เหลก็ เซรามคิ เป็นตน้ -DSAHT 

 

เครือ่งวดัมมุสมัผสัแบบพกพา ทดสอบนอกสถานทีM่obile Drop 

 

เครือ่งวเิคราะหพ์ืน้ผวิเอนกประสงคU์niversal Surface Tester GH100 

 

อะไหลส่ ารอง (Spare parts) ส าหรบัเครือ่ง มอืดงัตอ่ไปนี ้
 

 

Processor Tensiometer K100MK2 
เครือ่งวดัแรงตงึผวิแบบอตัโนมตั ิครอบคลมุกำรทดสอบหลำยรปูแบบ ขึน้อยูก่บัอปุกรณ์
ประกอบ 

 

 

 

Processor Tensiometer K100SF 
เครือ่งวดัแรงตงึผวิแบบอตัโนมตั ิครอบคลมุกำรทดสอบหลำยรปูแบบ ขึน้อยูก่บัอปุกรณ์
ประกอบ 

 

 

Tensiometer K11  
เครือ่งวดัแรงตงึผวิแบบดจิติอล ส ำหรับน ้ำมันหลอ่ลืน่ น ้ำมันหมอ้แปลง สำรลดแรงตงึผวิ 
เป็นตน้ 
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Digital Tensiometer K9 
เครือ่งวดัแรงตงึผวิแบบดจิติอล ส ำหรับน ้ำมันหลอ่ลืน่ น ้ำมันหมอ้แปลง สำรลดแรงตงึผวิ เป็น
ตน้ 

 

 

 

Educational Tensiometer K6  
เครือ่งวดัแรงตงึผวิแบบดจิติอล ส ำหรับน ้ำมันหลอ่ลืน่ น ้ำมันหมอ้แปลง สำรลดแรงตงึผวิ 
เป็นตน้ เหมำะส ำหรับสถำบันกำรศกึษำ หรอืหอ้งปฏบิัตกิำรทีไ่มต่อ้งกำรควำมละเอยีดมำก 

 

 

 

 

Bubble Pressure TensiometerPocketDyne 
เครือ่งวดัแรงตงึผวิแบบดจิติอล ส ำหรับกำรทดสอบนอกสถำนที ่หรอืหนำ้งำน 

 

 

 
 
Bubble Pressure Tensiometer BP2 
เครือ่งวดัแรงตงึผวิแบบดจิติอล 

 

 

 

 

Drop Volume Tensiometer DVT30 
เครือ่งวดัแรงตงึผวิแบบดจิติอล 

 

 

 

 

Spinning Drop Tensiometer SITE100 
เครือ่งวดัแรงตงึผวิแบบดจิติอล 

 

 

 

 

Tensiometer Delta 8 
เครือ่งวดัแรงตงึผวิแบบดจิติอล ส ำหรับตัวอยำ่งปรมิำณนอ้ย 

 

 
 

 

 

TensiometerAquaPi 
เครือ่งวดัแรงตงึผวิแบบดจิติอล ส ำหรับตัวอยำ่งปรมิำณนอ้ย 

mailto:sales@asithailand.com
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เป็นบรษิทัผูน้ าในดา้นการผลติเครือ่งวเิคราะหค์่าความเขม้ขน้สาร (Concentration) เครือ่งวเิคราะห์

ค่าการดดูกลนืแสง (Absorbance) เครือ่งวเิคราะหค์่าการสอ่งผ่านหรอืความโปร่งแสง (Transmittance) หรอืโดยรวมเรยีกว่า เครือ่ง 

Spectrophotometer จากประเทศสหรฐัอเมรกิามชี่วงความยาวคลืน่ใหเ้ลอืก 2 แบบ ไดแ้ก่ ช่วงทีส่ามารถมองเหน็ไดด้ว้ยตาเปล่า (Visible) 

และชว่งทีไ่มส่ามารถมองเหน็ดว้ยตาเปล่า หรอืย่านอุลตรา้ไวโอเลต (Ultraviolet) ครอบคลุมความยาวคลืน่ 190 ถงึ  1100 นาโนเมตร 

ตวัอย่างการใช้งาน: 

1. การวเิคราะหท์างดา้นการแพทย ์(Medical Chemistry)  
2. แลป็ทางดา้นชวีภาพ (Biochemistry Labs)  
3. แลป็ทางดา้นการเกษตร (Agriculture Labs)  
4. แลป็ทางดา้นอาหาร (Food Processing)  
5. การวเิคราะหท์างดา้นพนัธุกรรม (DNA/RNA testing)  
6. การวเิคราะหท์างเคม ี(Chemistry Labs)  
7. การวเิคราะหท์างสิง่แวดลอ้ม (Environmental Labs)  
8. การวเิคราะหท์างดา้นน ้าเสยี น ้าดืม่ (Water/Waste Water Analysis Labs)  
9. การวเิคราะหท์างปิโตรเคม ี(Petrochemical Labs)  
10. การควบคุมคุณภาพ (Quality Control Labs)  
11. การวเิคราะหท์างดา้นยา (Pharmaceutical Labs)  
12. หอ้งแลป็ หน่วยงานวจิยั โรงพยาบาล (Hospital  and  Research Labs)  

สามารถเลือกรุ่นได้ตามความสามารถในการวดั อปุกรณ์เสริมและราคาดงัต่อไปน้ี 

 

SPECTRO UV-VIS DOUBLE BEAM 
Research Spectrophotometer 

Model UVD-3500 

 

SPECTRO UV-VIS DOUBLE BEAM PC 
8 AUTO CELL 

Model UVD-3200 

 

SPECTRO UV-VIS DOUBLE BEAM PC 
8 AUTO CELL 

Model UVD-3000 
 

 

Model UVD-2960 (NEW) 

 

 

 

 

 Labomed 
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SPECTRO UV-VIS DOUBLE BEAM 
Model UVD-2950 

SPECTRO UV-VIS DUAL BEAM PC 
(Split Beam)  

Model UVS-2800 

 

SPECTRO UV-VIS DUAL BEAM PC 
(Split Beam)  

Model UVS-2700 

 

SPECTRO UV-VIS AUTO 
Model UV-2602 

 

SPECTRO UV-VIS RS 
Model UV-2500 

 

SPECTRO 2000 RS 

 

SPECTRO 2000 RSP 

 

SPECTRO 23 RS 

 

SPECTRO 20D 

 

SPECTRO SC 

 

SPECTRO 23 

 

FLOW THROUGH SYSTEM PUMP 

 

PELTIER SYSTEM 
TEMPERATURE CONTROL 
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Universal oven 
UN / UF / UNplus / UFplus 

 
 

Steriliser 
SN / SF / SNplus / SFplus 

 

Psaa-through oven 
UFP TS 

 

Paraffin oven 
UNpa 

 
Cleanroom drying oven 

UF pius 

 

Vacuum oven 
VO

 

Vacuum oven 
VOcool 

 

 
 
 
 
 
 
 
 
 

 

 Memmert 
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ผูผ้ลติเครือ่งวดัสแีบบอตัโนมตัสิ าหรบัอุตสาหกรรมปิโตรเลยีมปิโตรเคม ีน ้ามนัพชื พลาสตคิ โพลิ
เมอร ์ผลติภณัฑอ์าหาร กระจก เครือ่งส าอางอุปกรณ์อเิลคทรอนิคส ์กระดาษ สิง่พมิพ ์ชิน้งานโลหะ 

เฟอรน์ิเจอรเ์ครือ่งวดัค่าความมนัเงา (Gloss Meter)  เครือ่งวดัค่าความขุน่ (Turbidity) เครือ่งวดัคุณภาพน ้าดืม่ น ้าเสยี เครือ่งทดสอบ
ส าหรบังานวจิยัทางแสงส ีการส่องสวา่ง เป็นตน้  
 

 

Spectrophotometers & 
Color Difference Meters -  
เครือ่งวดัค่าสแีบบอตัโนมตั ิ

 

Handy 
Spectrophotometers & 

Color Meters -  
เครือ่งวดัค่าสแีบบพกพา 
 

Software 
ซอฟแวรป์ระมวลผล 

 
 

Photometer & 
Spectrophotometer 

เครือ่งวดัค่าสแีบบก าหนดมมุ
ในการวดัได ้

 

 
Haze Meters 

เครือ่งวดัค่าความใสหรอืความขุน่ของ
แผ่นฟิลม์พลาสตคิ 

 

 
 
 
 
 

 Gloss meters &Reflectometers 

เครือ่งวดัค่าความมนัเงาของกระดาษ

โลหะ งานพมิพ ์งานเคลอืบ เป็นตน้ 

 

 Turbidimeters& Color Meters 

เครือ่งวดัค่าความขุน่ของน ้าเครือ่งวดั

ขนาดและจ านวนสิง่สกปรก เครือ่งวดั

ขนาดอนุภาคในน ้าดืม่ 

 

 

เครือ่งวดัค่าสีแบบสเปคโตรโฟโตมิเตอร ์- Spectrophotometer 

SD 7000 - เครือ่งวดัค่าสี
แบบสเปคโตรโฟโตมเิตอร ์- 

Spectrophotometer 

SE 6000 - เครือ่งวดัค่าสี
แบบสเปคโตรโฟโตมเิตอร์

ความละเอยีดสงู-
Spectrophotometer 

 

SE 6000+OF - เครือ่งวดัค่าสี
แบบสเปคโตรโฟโตมเิตอร์
พรอ้มเซน็เซอรส์มัผสัแบบ

สออพตคิไฟเบอร ์
 

VSS 400เครือ่งวดัค่าสี
แบบสเปคโตรโฟโตมเิตอร์
ส าหรบัพืน้ทีข่นาดเลก็ 

 
 

 Nippon Denshoku 
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ZE 6000 

เครือ่งวดัค่าสแีบบอตัโนมตัิ
ส าหรบัตวัอย่างของแขง็

ของเหลวและผง 

 

 
PF 7000 

เครือ่งวดัค่าความขาวของ
กระดาษเครือ่งวดัค่าความขาว

สว่างของกระดาษ 
 

 
NW-11 

เครือ่งวดัค่าสคี่าความขาวแบบ
อตัโนมตั ิ

 

 
TZ 6000 

เครือ่งวดัค่าสแีบบอตัโนมตัิ
ส าหรบัตวัอย่างของเหลว

น ้ามนั และฟิลม์ 

 

 
COH 400 

เครือ่งวดัค่าสคี่าความขุน่แบบ
อตัโนมตัสิ าหรบัตวัอย่างเรซนิ 
กระจก ของเหลวในหน่วย 
ASTM, Saybolt, Hazen 
(APHA) และ Gardner 

 

 
OME 2000 – เครือ่งวดัค่าสี
แบบอตัโนมตัสิ าหรบัตวัอย่าง
น ้ามนัปิโตรเลยีมในหน่วย 
ASTM, Saybolt, Hazen 
(APHA) และ Gardner 

 

 
OIL 1- เครือ่งวดัค่าสอีตัโนมตัิ
แบบพกพาส าหรบัตวัอย่าง
น ้ามนัปิโตรเลยีมในหน่วย 
ASTM, Saybolt, Hazen 
(APHA) และ Gardner 

 

 
ASA 1-เครือ่งวดัค่าสแีบบ
อตัโนมตัสิ าหรบัตวัอย่าง

ถาดพลาสตคิ 
 

 

NR-11A 
Color Checker - เครือ่งวดัค่าสอีตัโนมตัแิบบ

พกพา 
 

NR-11B 
 

NF 333 

 

 

mailto:sales@asithailand.com
http://www.asithailand.com/
https://www.nippondenshoku.co.jp/web/english/products/ze6000.htm
https://www.nippondenshoku.co.jp/web/english/products/pf10.htm
https://www.nippondenshoku.co.jp/web/english/products/nw11.htm
https://www.nippondenshoku.co.jp/web/english/products/nw11.htm
https://www.nippondenshoku.co.jp/web/english/products/coh400.htm
https://www.nippondenshoku.co.jp/web/english/products/ome2000.htm
https://www.nippondenshoku.co.jp/web/english/products/oil1.htm
https://www.nippondenshoku.co.jp/web/english/products/asa1.htm
https://www.nippondenshoku.co.jp/web/english/products/nr11a.htm
https://www.nippondenshoku.co.jp/web/english/products/nr11b.htm


 

Tel: 0-2742 7035-6, 0-2332 8179  Fax: 0-2332 8180  Email:sales@asithailand.com  www.asithailand.com 131 

 

 
Color Management Software – ซอฟแวรป์ระมวลผล 

Color Mate 5 
 

Color Mate Pro 
 

 
เครือ่งวดัค่าสีแบบก าหนดมุมในการวดัได้ 

GC 5000L 
 

GC 5000Spectral Haze 
Meter – เครือ่งวดัค่าความขุน่
แบบอตัโนมตัสิ าหรบัตวัอย่าง
แผ่นฟิลม์ พลาสตกิ ไวนิล 
กระจก แผ่นกรองแสง 
แผ่นฟิลม์ เป็นตน้ 

 

SH 7000 
 

NDH 7000 
เครือ่งวดัค่าการส่องผ่านของ
แสงแบบอตัโนมตัสิ าหรบั
ตวัอย่างแผ่นฟิลม์ พลาสตกิ 
ไวนิล กระจก แผ่นกรองแสง 

แผ่นฟิลม์ เป็นตน้ 

NDH 7000SP 
เครือ่งวดัค่าการส่องผ่านของแสงแบบอตัโนมตัสิ าหรบัตวัอย่าง

แผ่นฟิลม์พลาสตกิ 
 

NDH 2000N 
เครือ่งวดัค่าการส่องผ่านของแสงแบบอตัโนมตัสิ าหรบัตวัอย่าง

แผ่นฟิลม์ พลาสตกิ 
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Gloss Meter – - เครือ่งวดัค่าความมนัเงาของกระดาษช้ินงานโลหะ พลาสติค ไวนิล กระจก เป็นต้น 

VG 7000 - เครือ่งวดัค่าความ
มนัเงาแบบตัง้โต๊ะ 

 

PG-II/IIM- เครือ่งวดัค่าความ
มนัเงาแบบพกพา 

 

MG-I 400 – เครือ่งวดัค่าความ
มนัเงา การสะทอ้นของกระจก

รถยนต ์

MG-II 400 – เครือ่งวดัค่า
ความมนัเงาการสะทอ้นของ

กระจกรถยนต ์

 
VSR 400 

 
ND-11เครือ่งวดัค่าความหนาแน่นส ี(Color Densitometer) 

 
Turbidimeter/Color Meterเครือ่งวดัค่าความขุ่นของน ้าด่ืม 

WA 1 

 

WA 2050S 

 

NP 6000T 

 

WA 6000 

 
NP 6000V 

 
WQA 6000 

 

NDR 2000 

 

NDR System V 
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ผูผ้ลติเครือ่งมอืทดสอบทางดา้นอาหารโดยใชห้ลกัการ Near Infrared (NIR) ส าหรบัวดัค่าความชืน้ ค่าไขมนั และโปรตนี ในอาหารต่าง ๆ เช่น

น ้ามนัพชื ธญัพชื       ไสก้รอก เป็นตน้ 

 

เครือ่งวดัค่าความชืน้ของธญัพชื ขา้ว เมลด็พชื อาหาร น ้ามนัพชืแบบอตัโนมตัโิดยใชห้ลกัการ Near 

Infra - Red (NIR) เหมาะส าหรบัทดสอบนอกสถานที ่(NIR Moisture Analyzer) 

 

 

เครือ่งวดัค่าโปรตนี ไขมนั ความชืน้ของผลติภณัฑอ์าหาร เนื้อ อาหารน ้ามนัพชื เครือ่งส าอางคแ์บบ

อตัโนมตัโิดยใชห้ลกัการ Near Infra - Red (NIR) ใชเ้วลาในการวเิคราะหแ์บบรวดเรว็ (Protein / Fat 

Content / Meat Analyzer) 

 

 

เครือ่งวดัค่าโปรตนี แป้ง เมลด็พชื แบบอตัโนมตัโิดยใชห้ลกัการ Near Infra - Red (NIR) ใชเ้วลาในการ

วเิคราะหแ์บบรวดเรว็ (Flour Analyzer) 

 

 

เครือ่งวดัค่าโปรตนี ไขมนั ความชืน้ของผลติภณัฑอ์าหารแบบอตัโนมตัโิดยใชห้ลกัการ Near Infra - Red 

(NIR) ใชเ้วลาในการวเิคราะหแ์บบรวดเรว็ (Protein / Fat Content / Meat Analyzer – Series 3000) 

 

 

เครือ่งวดัค่าโปรตนี ไขมนั ความชืน้ของผลติภณัฑอ์าหาร เนื้อ อาหารน ้ามนัพชื เครือ่งส าอางคแ์บบ

อตัโนมตัโิดยใชห้ลกัการ Near Infra - Red (NIR) ใชเ้วลาในการวเิคราะหแ์บบรวดเรว็ (Protein / Fat 

Content Analyzer) 

 

 

 

เครือ่งวดัค่าปรมิาณแอลกอฮอล ์ความหวานแบบอตัโนมตั ิ(Alcohol / Brix Analzyer 

 

 NIR Technology 
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Cropscan Loren 1000G - On Farm Whole Grain Analyser 

The Cropscan Loren 1000G On Farm Analyser is designed to provide farmers with a reliable means 
of measuring protein, moisture and oil in wheat, barley and canola. 

 

  Cropscan 1000B - Whole Grain Analyser 

Cropscan 1000B Near Infrared Transmission Analyser designed to measure protein and moisture in 
whole grains of wheat and barley. An optional test weight module is available for the cropscan 1000B. 

 

  
Cropscan 2000G - On Farm Whole Grain Analyser 

The Cropscan 2000G is a powerful near infrared spectrophotometer capable of measuring protein, oil 
and moisture in cereal grains and oil seeds. It provides farmers with the ability to measure their crops 
in the field, on the header or in the farm house. 

 

  Cropscan 2000B - Benchtop NIR Analyser 

The Cropscan 2000B is a powerful near infrared spectrophotometer capable of measuring protein, oil 
and moisture in cereal grains, oil seeds, flour, meals and stockfeeds. 

 

  Cropscan 2000H - On Header Analyser 

The Cropscan 2000H is a powerful near infrared spectrophotometer capable of measuring protein and 
moisture in cereal grains. 

 

Series 1000 - Alcohol Analyser 

The Series 1000 Alcohol Analyser has been developed to provide a rapid system for measuring 
alcohol in wine, beer, spirits and gasoline. 

 

 

Series 1000 - Moisture Analyser 

The Series 1000 Moisture Analyser has been developed to provide a rapid system for measuring 
moisture in whole grains of wheat, barley and canola, as well as ground wheat and flour. 

 

 

Series 2000 - Near Infrared Transmission Analyser 

The Series 2000 Near Infrared Transmission Analyser is a powerful diode array NIT spectrometer 
designed to measure transmission spectra through liquids, pastes, creams, ointments and any lotions. 

 

 
Series 3000 - Food Analyser 

The Series 3000 Food Analyser is a NIT spectrometer designed to measure protein, fat, water, sugar, 
alcohol and other compounds of foods. 
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FOP-38 Analyser - Fibre Optic Probe Analyser 

The FOP-38 Analyser has been designed to provide a means of measuring protein, 
moisture, fat, sugar and alcohol in foods, beverages, dairy products, processed meats and 
other products. 

 

 

FOP-38 OL - Fibre Optic Online Analyser 

The FOP-38 On Line Analyser is a powerful near infrared spectrophotometer capable of 
measuring protein, moisture, fat, alcohol, sugars and other components in cereal grains, oil 
seeds, dairy products, small goods and processed meats, dough, beverages, pellets, 
granules, liquids and slurries. 

 

 

Series 2000 - Near Infrared Transmission Analyser 

The Series 2000 Near Infrared Transmission Analyser is a powerful diode array NIT 
spectrometer designed to measure transmission spectra through liquids, pastes, creams, 
ointments and any lotions. 

 

 

Series 2000 - Creams and Lotion Analyser 

The Series 2000 Creams and Lotions Analyser is a powerful diode array NIT spectrometer 
designed to measure transmission spectra through liquids, pastes, creams, ointments and 
any lotions. 

 

 

Series 2000 - Tablet Analyser 

The Series 2000 Tablet Analyser is a powerful diode array NIT spectrometer designed to 
measure transmission spectra through solid tablets, granulated materials and powders. 

 

 

NTAS (NIR Technology Australia Software) 

NTAS is a software suite developed to provide users of NIR Technology Australia's 
instruments the ability to develop applications using Discriminant Analysis and Partial Least 
Squares Regression. 
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เครื่องทดสอบค่าการป้องกนัแสง Sun Protection Factor (SPF) แบบ
อตัโนมตัพิรอ้มชุดคอมพวิเตอรป์ระมวลผล รุ่น SPF-290S ส าหรบั
ทดสอบตวัอยา่งโลชัน่ ครมี เครื่องส าอาง สเปรย์ ของเหลว เป็นตน้ 

สามารถรายงานค่า SPF, UVA/UVB Ratio, MPF, Absorbance และ Critical Wavelength ได ้ตวัเครื่องใชแ้หล่งก าเนิดแสงแบบ 
Xenon Arc Lamp ขนาด 125 วตัต ์ครอบคลุมยา่นความยาวคลื่น 290 ถงึ 400 นาโนเมตรโดยรวมการวดัของแสงอุลตรา้ไวโอ
เลตทัง้สองแบบไดแ้ก่ UVA และ UVB 

นอกจากการวดัคา่ SPF แลว้เครื่องยงัสามารถทดสอบผลติภณัฑเ์พื่อหาคา่การทรงตวัของผลติภณัฑท์ีข่ึน้อยูก่บัเวลา 
(Photo Sensitivity Test) ได ้นอกจากน้ียงัสามารถเลอืกใชอุ้ปกรณ์ส าหรบัเลื่อนตวัอยา่งทดสอบอตัโนมตัแิบบสองแกน (X-Y 
Sampling Stage) เพื่อความสะดวกในการใชง้านและเพิม่ความแมน่ย าในกรณีทีต่อ้งการทดสอบหลายจดุ ผลการทดสอบ
สามารถถ่ายโอนเขา้ระบบคอมพวิเตอร ์เพื่อเกบ็ผลการทดสอบและแสดงผลในรปูตารางและกราฟได้ 

      

     

 

 

    

 

 Optometrics Corporation  
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จ าหน่ายสารมาตรฐานส าหรบัการทวนสอบ ตรวจเชค็ สอบเทยีบเครือ่งมอื ไดร้บัมาตรฐานระดบั 

ISO17025 และ ISO34 เช่น สารมาตรฐานทางดา้นปิโตรเลยีม เช่น จุดไหลเท จุดเยอืกแขง็ ค่า

การกลัน่ ค่าความหนาแน่น สารมาตรฐานส าหรบัค่าส ี(AOCS, RYBN, ASTM Colour, Saybolt, Hazen/Pt-Co/APHA, Gardner), ความ

หวาน (Brix) ค่าการหกัเหแสง (Refractive Index : RI), ค่าความหนืด (Viscosity) เช่น D445 Kinematic Viscosity, CCS, Flow Cup, Zahn 

Cup, Brookfield Viscometer ค่าความเป็นกรดแบบ TAN และค่าความเป็นด่างแบบ TBN เป็นตน้ 

Accreditation 
 
Paragon Scientific has UKAS accreditation. Make sure your organisation gets it right, first time every time. The United Kingdom 
Accreditation Service is the sole body recognised by Government for the accreditation of conformity assessment against 
internationally agreed standards for testing, calibration, inspection and certification.  

 

 

 

 
Certified Reference 

Materials 

 
Colour Standards 

 

 
Density Standards 

 

 
Refractive Index Standards 

 

 
Secondary Flash Point 

 
 
 

 
Total Acid Number 

Standards 
 

 
Total Base Number 

Standards 

 
Viscosity Standards 

 

 
 

Cold Cranking Simulator 

 
 

Cone & Plate 

 
 

Flow Cup 

 
 

General Purpose 
    

 Paragon Scientific  

mailto:sales@asithailand.com
http://www.asithailand.com/
http://www.paragon-sci.com/products-and-services/products/certified-reference-materials.html
http://www.paragon-sci.com/products-and-services/products/certified-reference-materials.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/colour-standards.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/density-standards.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/refractive-index-standards.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/secondary-working-flash-point-standards.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/total-acid-number-tan-standards.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/total-acid-number-tan-standards.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/total-base-number-tbn-standards.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/total-base-number-tbn-standards.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/viscosity-standards.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/viscosity-standards/cold-cranking-simulator-viscosity.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/viscosity-standards/cone-and-plate-viscosity.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/viscosity-standards/flow-cup-viscosity.html
http://www.paragon-sci.com/products-and-services/products/calibration-standards/viscosity-standards/general-purpose-viscosity-reference-standards.html


 

138 Tel: 0-2742 7035-6, 0-2332 8179  Fax: 0-2332 8180  Email:sales@asithailand.com  www.asithailand.com 

 

 
High Temperature 

 

 
Low Temperature 

 

 
Medical 

 

 
Mineral Oil Rotational 

 

 
Viscometers 

 
Hydrometers 

 
ASTM D86 Distillation 

 

 
ASTM D1160 Distillation 

 
ASTM D1319 Hydrocarbon 

 
ASTM D97 Pour point 

 
ASTM D2500 Cloud point 

 

 
ASTM D524 Ramsbottom 

 
Corrosion & Rust 

 

 
 

Colour Measurement 
 

Flash & Fire Point 
 

Particulates & Composition 

 
Viscosity Baths 

 
Refractometers 

 
 

 
Flow Cup Calibration 

 

 
Hydrometer Calibration 

 
Thermometer Calibration 

 
น ้ามนัมาตรฐาน ส าหรบัวดัค่า
ความหนืดทีอุ่ณหภมูต่ิางๆ 

 
น ้ามนัปิโตรเลยีมมาตรฐาน 

ส าหรบัการสอบเทยีบเครือ่งมอื 

 
สารมาตรฐานส าหรบัวดัค่า
เปอรเ์ซน็ต์ความหวาน (Brix 
Solution), ค่าการหกัเหของ
แสง (Refractive Index) 

ส าหรบัอุตสาหกรรมอาหาร 

 
น ้ายามาตรฐานส าหรบัวดัค่า
การน าไฟฟ้า (Conductivity 
Solution) และค่าความเป็น

กรด-ด่าง (pH Buffer Solution) 

 
หลอดแกว้วคัค่าความหนืด
แบบ Capillary Viscometer 

 
ถว้ยวดัค่าความหนืดแบบ 

Flow Cup แบบ Zahn Cup, 
Ford Cup และ Shell Cup 
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Senco Rotary Evaporator, Reactor, Water Distiller, Water Bath, Aspirator, Cooling Bath, Vacuum Pump, Vacuum Controller 
ผูผ้ลติถงัปฏกิรณ์ส าหรบัหอ้งปฏบิตักิาร (Reactor) เครือ่งระเหยสารแบบหมนุ (Rotary Evaporator) ส าหรบัระเหยสารเคมตีวัท าละลาย
เพือ่น ากลบัมาใชใ้หม ่หรอืระเหยผลติภณัฑส์มนุไพร ยา เพือ่ท าใหผ้ลติภณัฑเ์ขม้ขน้ขึน้โดยการระเหยน ้าออก 
 

 

เครือ่งควบคุมปัม๊สุญญากาศ 
VC100 vacuum control  

 

 

ชุดควบแน่นไอ 
Second condenser SC-2  

 

 

ขอ้ต่อ เครือ่งแกว้ 
Various joins  

 

      

 

อ่างควบคุมอุณหภมูแิบบไหลเวยีน 
DL-1030 LOW TEMP PUMP  

 

 

อ่างควบคุมอุณหภมูแิบบไหลเวยีน 
DL-2010 LOW TEMP PUMP  

 

 

อ่างควบคุมอุณหภมูริอ้น 
CONSTANT-TEMP HEATING BATH  

 

      

 

เครือ่งกวนผสมสารความเรว็คงที ่
Constant Speed Stirrer  

 

 

เครือ่งระเหยสารแบบหมนุ 
R5003KE2 rotary evaporator  

 

 

เครือ่งระเหยสารแบบหมนุ 
R2003KE rotary evaporator  

 

      

 

เครือ่งระเหยสารแบบหมนุ 
R2002B rotary evaporator  

 

 

เครือ่งระเหยสารแบบหมนุ 
R1002B rotary evaporator  

 

 

เครือ่งระเหยสารแบบหมนุ 
R502B rotary evaporator  
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เครือ่งระเหยสารแบบหมนุ 
R307B rotary evaporator 
 

 

 
เครือ่งระเหยสารแบบหมนุ 

R206B2 rotary evaporator  
 

 
เครือ่งระเหยสารแบบหมนุ 
R206B rotary evaporator  

 

  

 

เครือ่งระเหยสารแบบหมนุ 
R205B Rotary evaporator  

 

 

เครือ่งระเหยสารแบบหมนุ 
R204B3 Rotary evaporator  

 

 

เครือ่งระเหยสารแบบหมนุ 
R203B rotary evaporator  

 

 

เครือ่งระเหยสารแบบหมนุ 
R201BL rotary evaporator 

 

 

ถงัปฏกิรณ์เอนกประสงค ์
F50H2A Multi-function reactor  

 

 

ถงัปฏกิรณ์เอนกประสงค ์
F20H2A Multi-function reactor  

 

      

 

ถงัปฏกิรณ์เอนกประสงค ์
F20H Multi-function reactor  

 

 

ถงัปฏกิรณ์เอนกประสงค ์
F5H Multi-function reactor  

 

 

ถงัปฏกิรณ์เอนกประสงค ์
F2H Multi-function reactor  
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ผูผ้ลติเครือ่งทดสอบโลหะหนักในตัวอยำ่งหลำกหลำยรปูแบบเชน่ ในน ้ำมันปิโตรเลยีม น ้ำมันหลอ่ลืน่ ในน ้ำ
เสยี ดนิ หรอืในอำกำศ นอกจำกนียั้งมเีครือ่งทดสอบควำมบรสิทุธิข์องเครือ่งประดับโลหะ และอญัมณี กำร

หำปรมิำณสำรตกคำ้งตำมมำตรฐำน ROHS/WEES/CPSA กำรวเิครำะหโ์ลหะควำมบรสิทุธิข์องสนิแร ่และองคป์ระกอบธำต ุกำรวเิครำะห์
องคป์ระกอบของโลหะอลัลอยดส์เตนเลส ดว้ยหลักกำร X-ray Fluorescence Spectrometry (XRF) กำรหำปรมิำณสำรตกคำ้งใน
อำหำร Gas Chromatography(GC), Inductively Coupled Plasma Spectrometry (ICP), Mass Spectrometry (MS) เป็นตน้ 
 

เทคนคิการวเิคราะห ์(Analytical Techniques) 

 เครือ่งมอืวเิครำะหด์ว้ยหลักกำรX-ray Fluorescence Spectrometers(XRF) 

 เครือ่งมอืวเิครำะหด์ว้ยหลักกำรInductively Coupled Plasma Spectrometer (ICP) 

 เครือ่งมอืวเิครำะหด์ว้ยหลักกำรAtomic Absorption Spectrometer (AAS) 

 เครือ่งมอืวเิครำะหด์ว้ยหลักกำรLiquid Chromatography (HPLC) 

 เครือ่งมอืวเิครำะหด์ว้ยหลักกำรGas Chromatography (GC) 

 เครือ่งมอืวเิครำะหด์ว้ยหลักกำรAtomic Florescence Spectrometer (AFS) 

 เครือ่งมอืวเิครำะหด์ว้ยหลักกำรOptical Emissions Spectrometer (OES) 

การใชง้าน (Application)   

 Jewelry - กำรหำปรมิำณและควำมบรสิทุธิข์องเครือ่งประดบั โลหะ และอญัมณี 

 Electronics - กำรหำปรมิำณสำรตกคำ้งตำมมำตรฐำน ROHS/WEES/CPSA  

 Mineral - กำรวเิครำะหโ์ลหะควำมบรสิทุธิข์องสนิแร ่และองคป์ระกอบธำต ุ

 Coating - กำรวเิครำะหป์รมิำณควำมหนำในกำรชบุเคลอืบ (สงูสดุ 5 ชัน้) 

 Toy safety - กำรหำปรมิำณสำรตกคำ้งตำมมำตรฐำน ROHS/WEES/CPSA ของผลติภณัฑข์องเลน่ 

 Petrochemical - กำรวเิครำะหป์รมิำณก ำมะถันและโลหะทีเ่กดิจำกกำรสกึหรอของเครือ่งยนตใ์นน ้ำมันหลอ่ลืน่ใชแ้ลว้ 
(ASTM D4294, D2622) 

 Environment - กำรวเิครำะหป์รมิำณก ำมะถันและโลหะหนักในตัวอยำ่ง น ้ำ ดนิ อำกำศ เป็นตน้ 

 Building - กำรวเิครำะหอ์งคป์ระกอบของปนูซเีมนตด์นิ ทรำย วสัดกุอ่สรำ้ง 

 Food safety - กำรวเิครำะหโ์ลหะหนัก และสำรเคมตีกคำ้งยำฆำ่แมลงในผลติภัณฑอ์ำหำร 

 Archaeology - กำรวเิครำะหโ์ลหะหนักในวตัถโุบรำณและงำนศลิปะ 

 Medicine - กำรวเิครำะหโ์ลหะหนักในผลติภัณฑย์ำ 

 Glass - กำรวเิครำะหโ์ลหะหนักในผลติภัณฑก์ระจกเลนส ์แกว้ เป็นตน้ 

 Alloy - กำรวเิครำะหอ์งคป์ระกอบของโลหะอลัลอยดเ์พือ่กำรคัดแยกเกรดและกำรน ำกลับมำใชใ้หม ่

 Refractory - กำรวเิครำะหอ์งคป์ระกอบวสัดเุซรำมกิอฐิ วสัดทุนไฟ เป็นตน้ 
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X-ray Fluorescence Spectrometry 

> Wavelength Dispersive X-ray Fluorescence Spectrometer (WDERF) 

  

 
Model: WDX400, 

Application: Cement Industry 

  

  

The WDX400 is a powerful tool that has built in 9 fixed proportional 
Counter Detectors for the analysis of the elements you choose, with an 
amazing accuracy and 1 SiPin Detector to test all other elements. With 
our simple software and technical capabilities, where most testing 
takes very long, our process is very simple because it incorporates both 
XRF methods in one. With a new multichannel digital processor, it has 
greatly improved the measurement accuracy and stability. 

Download Brochure: PDF 

  

 

  

 
Model: WDX200 

Application: Cement Industry 

  

  

WDX-200 Multi-channel X-Ray Fluorescence Spectrometer featurees for 
10 fixed light diffraction channels, 10 elements being analyzed 
simultaneously. Elements are arbitrary from Na to U as required by the 
users. WDX-200 is an ideal quality control choice for large and 
medium-sized enterprises, is widely used in cement, steel, powder 
metallurgy, coal, petroleum, caoline, corhart, environment protection 
industries. 

Download Brochure: PDF 

  

> Energy Dispersive X-ray Fluorescence Spectrometers (EDXRF) 

  

 
Model: EDX600 

Application: Precious Metals 

  

  

The EDX600 is a Low-Cost X-ray Fluorescence (XRF) Spectrometer that 
was specifically designed for the Precious Metals Industry. The EDX600 
incorporates Skyray's years of experience in the precious metals testing 
with unique product configurations and fully functional software. Its 
ergodic design and user friendly software interface grants the users a 
simple measurement. The EDX600 is configured with an efficient and 
practical proportional counter, delivering compositions and plating 
thickness measurements of precious metals at a reasonable cost. 

Download Brochure: PDF 

  

 

  

 
Model: EDX880 

Application: Precious Metals Analysis 

  

 

 

 

 

 

  

The EDX880 is similar to the EDX600, however it uses an over the top 
method of analysis. This gives the generated x-rays a clear view of the 
sample. Also, in comparison to the EDX600, the EDX880 can test the 
insides of rings and bangle bracelets, and also can test larger samples. 

Download Brochure: PDF 
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Model: EDX3000 

Application: Precious Metals 

 

  

 

The EDX3000 is an upgraded model from the EDX600 series. The 
EDX3000 is equipped with a SiPin Diode Detector and has the 
capabilities of testing all the elements from Sulfur - Uranium, however, 
it is mainly used for the analysis of precious metals. The precision 
increases from .1% to .05%. With new software developments, the 
EDX3000 is a universal tool for the precious metal industry. 

Download Brochure: PDF 

 

 

  

 
Model: EDX2800B 

Application: ROHS/WEEE 

  

  

 

EDX2800B is the update model of EDX1800B, the most popular model 
for RoHS and Halogen free testing instrument; it used the USA 
Spellman HV and High power Copper Tube, equipped with USA famous 
brand high resolution detector 

EDX2800B incorporating Skyray’s years of RoHS testing and developing 
from EDX1800B is of powerful function. With its unique product 
configurations, fully functional software, ergonomically design and 
friendly software interface, it can meet the RoHS testing requirement 
and grants the users a simple measurement job. 

Download Brochure: PDF 

 

 

Portable-1 XRF Spectrometer 

  

 
Model: Pocket III XRF 

Application: ALL 

  

  

 

The Portable I XRF comes in three various Models. The Portable I can 
be calibrated to work for various applications. Mineral Exploration and 
Surveying, Alloy Analysis, Precious Metals Analysis, ROHS/WEEE 
Analysis. For further information, please view our brochure or request a 
quote. 

Download Brochure: PDF 

  

 

  

 
Model: EDX3200S Plus 

Application: Sulfur Analysis 

  

  

Recently, to restrict the amount of sulfur present in petrochemical 
products especially oils such as gasoline, diesel and lubricating oil 
becomes a critical environment protection program in the international 
society. When too much sulfur is present in the fuels, it reacts with the 
air dissolved in fuel and reduces its stability. Furthermore, in the 
burning process of fuels, Sulfur decreases the transformation of the 
toxic discharges and results in the erosion of the engine’s fuel system. 
In addition, sulfur dioxide (SO2) generated in the burning process 
poses substantial damage to the natural environment. Therefore, sulfur 
control in the fuels aroused great concern all over the world.  
EDX 3200S PLUS Super XRF Spectrometer is another more efficient and 
intelligent sulfur analyzer after the launch of EDX 3200S. 

Download Brochure: PDF 
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Model: EDX3000D 

Application: Fine RoHS/WEEE 

  

  

 

 

The EDX3000D originates from the concept of accuracy, rapidness, 
non-destructiveness, intuitively and environmentally friendly design. It 
is equipped with the Skyray patented Signal to Noise enhancer which 
delivers improved accuracy in the test results. This equipment is 
equipped with a electronically controlled platform which allows the 
users to test very precise areas for WEEE or RoHS analysis. 

Download Brochure: PDF 

  

 

 

 

  

 
Model: EDX3600H 

Application: ALL 

  

  

 

The EDX3600H is a powerful EDXRF that has built in 8 different 
collimators and 5 different filters for the various testing parameters. 
The vacuum chamber allows for highly precise results and the ability to 
test elements from Sodium (Na) to Uranium (U) 

Download Brochure: PDF 

 

 

  

 
Model: EDX3600B 

Application: ALL 

  

   

 

 

The EDX3600B is a powerful EDXRF that has built in 8 different 
collimators and 5 different filters for the various testing parameters. 
The vacuum chamber allows for highly precise results and the ability to 
test elements from Sodium (Na) to Uranium (U) 

Download Brochure: PDF 

  

 

  

 
Model: EDX6000B 

Application: ALL 

  

  

 

The EDX6000B is a powerful EDXRF that has built in 8 different 
collimators and 5 different filters for the various testing parameters. 
The vacuum chamber allows for highly precise results and the ability to 
test elements from Sodium (Na) to Uranium (U). This is the first unit 
among Skyray's products to incorporate a 10 chamber auto sampler 
which allows for the testing of 10 samples simultaneously. 

Download Brochure: PDF 
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Model: EDX3600 

Application: Cement 

  

 

 

 

 

 

 

The EDX3600 is a powerful EDXRF that rotates the Pelletized sample 
during the test to obtain the most accurate results. With the vacuum 
chamber plus the rotation and the High Resolution detector, this tool is 
great to test powders. 

Download Brochure: PDF 

  

 

  

 
Model: EDX3600L 

Application: ALL 

  

  

 

 

The EDX3600L is a powerful EDXRF that has built in 8 different 
collimators and 5 different filters for the various testing parameters. 
The vacuum chamber allows for highly precise results and the ability to 
test elements from Sodium (Na) to Uranium (U). This is great tool for 
large pieces. 

Download Brochure: PDF 

  

 

Hand-Held Genius XRF Spectrometer 

   
    Model: Genius XRF     Model Explorer 5000 

           Application: ALL 

  

  

The Genius III XRF comes in various Models. The Genius XRF can be 
calibrated to work for various applications. Mineral Exploration and 
Surveying, Alloy Analysis, Precious Metals Analysis, ROHS/WEEE 
Analysis. For further information, please view our brochure or request a 
quote. 

Rohs Analysis Brochure: PDF 

Mineral Analysis Brochure: PDF 

Alloy Analysis Brochure: PDF 

Heavy Metal Analysis Brochure: PDF 

  

 

 

Hand-Held Pocket III Spectrometer 

 
Model: Pocket III XRF 

Application: ALL 

  

  

 

The Pocket III XRF comes in three various Models. The Pocket III can 
be calibrated to work for various applications. Mineral Exploration and 
Surveying, Alloy Analysis, Precious Metals Analysis, ROHS/WEEE 
Analysis. For further information, please view our brochure or request a 
quote. 

Rohs Analysis Brochure: PDF 

Mineral Analysis Brochure: PDF 

Alloy Analysis Brochure: PDF 

Jewelry Analysis Brochure: PDF 

Scrap Metal Analysis Brochure: PDF 

Heavy Metal Analysis Brochure: PDF 

Download Brochure: PDF 
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> Thickness 

  

 
Model: Thick800A 

Application: Plating Thickness 

  

  

 

The Thick800A incorporates Skyray's many years in plating thickness 
measurement with full-auto software operation, multi-point testing, 
software controlling the instrument and movable platform. It is a 
powerful instrument equipped with special software that is widely 
applied in plating industries. 

Download Brochure: PDF 

  

> On-Stream-Slurry Analysis 

OSA100 On-Stream-Slurry Analysis 

 

 
Model: OSA100 

Application: Cement Industry 

 

XFR On-stream Slurry Analyzer (OSA100), a large scale on-line 
concentration monitoring analyzer of integration of optic and machinery 
can be widely applied in such industries as non-ferrous metal, 
metallurgy and mineral processing. The analyzer has the advantage of 
automation, high intelligent, stable working, reliability, speed analysis, 
accuracy and easy operation and maintenance. The system combined 
with high integration function, compact structure and wide flow 
channel expansion can satisfy the analysis needs of different scale 
mine users by adopting modular design conception. Furthermore, it can 
participate in process automation control. 

Download Brochure: PDF 

  

 

> Portable Water Quality Analysis 

HM-3000P Portable Water Quality Analyzer 

 
Model: HM3000P 

Application: Water Analysis 

  

  

HM-3000P is a new model for 2013 based on the authority-approved 
standard method, anodic stripping voltammetry (ASV) which features 
low cost and high precision and are replacing traditional atomic 
absorption method in Europe. HM-3000P Portable Water Quality (Heavy 
Metals) Analyzer not only can be used for on-site application in urgent 
cases (for instance, on-site testing of contaminated water), but also 
can be applied for precise heavy metals detection in labs. 

Download Brochure: PDF 

  

 

Inductive Coupled Plasma Spectrometer (ICP) 

  

 
Model ICP2000 

Application: Cement Industry 

  

  

The ICP-2000 Inductive Coupled Plasma Spectrometer can detect 
approximately 70 trace to constant elements in different materials. 
They are widely used in scientific research institutes, universities and 
other industry enterprises related to the fields such as geology, 
metallurgy, rare earth materials, electro-plating, cement, petroleum, 
chemical engineering environmental detection, non-ferrous metals, 
medical science food and agriculture. 

Download Brochure: PDF 
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Model ICP2060T 

Application: Cement Industry 

  

 

 

1. ICP 2060T Sequential Inductively Coupled Plasma Emission 
Spectrometer is designed to measure major, minor and trace 
elements in various samples with outstanding performance.  
2. It was widely chosen in different industries for its superior optical 
resolution, high level of automation, reliable free running RF system 
as well as excellent analytical precision and accuracy. 
3. ICP2060T was widely applied in various fields ranging from rare 
earth, geology, metallurgy, chemistry, environmental protection, 
clinical medicine, petroleum products, semiconductors, foods, 
biological samples, criminal science, to agricultural research, etc. 

Download Brochure: PDF 

  

  

Atomic Absorption Spectrometer (AAS) 

  

 
Model: AAS6000 

Application: Cement Industry 

  

AAS6000 Series are Single Beam Atomic Absorption Spectrometers 
controlled and data processed by external computer and internal CPU 
chips. AAS6000 can be used to measure the concentration of macro, 
micro and trace metal elements and half-metal elements in various 
kinds of substances.  
AAS6000 is provided with three reading methods Continuum, 
Retention and Peak Height for measuring absorbency, density and 
emission intensity. It has three signal modes: Atomic Absorption, 
Background Absorption and Background Correction Absorption, The 
reading time ranges from 0.5 s to 99s. AAS6000 include 8 computer 
controllable hollow cathode lamp holders. All working conditions of 
the instrument such as lamp number, lamp current, negative high 
voltage, working wavelength, slit, burner location, ignition/extinction 
and adjustment of burning ratio can be set by keyboard input. The 
functions of the instrument include automatic gain/ automatic zero, 
background correction, automatic energy balance, automatic peak 
location/wavelength scan, and automatic peak location on basis of 
the retrieval of peak values. All the readings, measurement results, 
calibration curves and operation conditions can be saved or printed 
out. For further information, please view our brochure or request a 
quote. 

Download Brochure: PDF 

  

  

Liquid Chromatography (HPLC) 

  

 
Model: LC310 

Application: Cement Industry 

  

  

LC-310 High-performance Liquid Chromatograph features high 
performance, high stability and usage of LC. Advanced series pump 
and check valve incorporated the world most advanced experiences 
in manufacturing and application, ensuring the user can achieve the 
accuracy and pulsation of solvent deliver. The minimum system dead 
volume helps to improve the working ability 100%. LC-310 HPLC 
provides complete solution to liquid chromatography. 

Download Brochure: PDF 
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Gas Chromatography (GC) 

GC5400 Gas Chromatography 

 
Model: GC5400 

Application: Cement Industry 

  

  

The intelligent Gas Chromatograph GC-5400 incorporates advanced 
modern manufacturing technologies with years of experience in 
research and development. It is manufactured under a quality 
system conforming to international standards. The multi functional, 
easy-to-use and remotely controllable gas chromatograph provides 
superior performance for all applications. 

Download Brochure: PDF 

  

 

 

 

Atomic Florescence Spectrometer (AFS) 

  

 
Model: AFS200T 

Application: Cement Industry 

  

  

Hydride-Atomic Fluorescence Spectrometry (HG-AFS) is a new 
hyphenated analysis technology, developed from the perfect 
combination of hydride generation technology and non-dispersive 
atomic fluorescence spectrometry system. It can test elements which 
can form gaseous hydride such as AS, Sb, Bi, Se, Te, Pb, Sn, Ge and 
elements which can form volatile gaseous components such as Hg, 
Cd, Zn. HG-AFS has obtained great evaluation from analyzers 
domestic and abroad with its advantages such as simple structure, 
high sensitivity, little GC interference, wide linear range, fast analysis 
speed. AFS200T Double-channel Atomic Fluorescence Spectrometer 
is elaborated by Skyray, using national patented technology and 
having own intellectual property right. Its well performance and 
complete functions can meet users’ comprehensive sample testing 
requirements. 

Download Brochure: PDF 

  

  

Optical Emissions Spectrometer (OES) 

 
Model: OES1000VMI 

Application: Cement Industry 

  

OES100VMI multi-channel (64channels at most), the OES is a new 
design developed by Skyray to give ferrous and non-ferrous metal a 
fast quantitative measurement. It provides an effective way for 
product quality control and can be widely applied in metallurgy, 
machinery and other industrial departments to fast analyze before 
forging and inspect center laboratory products. For further 
information, please view our brochure or request a quote. 

Download Brochure: PDF 
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PMT หรือที่รู้จ ักกันในนาม "Tamson Instruments" เป็นผู้ผลิต เครื่องมือทดสอบความหนืดของน ้ ามัน
ปิโตรเลียม (Viscosity Bath) เครื่องวัดความหนืดอุณหภูมิต ่าของน ้ ามนัอากาศยาน ( Low Temperature 
Calibration Bath) เครื่องทดสอบค่าการกัดกร่อนเงิน / ทองแดงของน ้ ามนัปิโตรเลียม ( Silver / Copper 

Corrosion Tester) อ่างสอบเทียบหลอดวัดความหนืด (Viscometer Calibration Bath) อ่างสอบเทียบค่าอุณหภูมิ ( Temperature 
Calibration Bath) อ่างควบคุมอุณหภมูแิบบไหลเวยีน อ่างควบคุมอุณหภมูติ ่าส าหรบัการทดสอบจุดขุน่มวั (Cloud Point) และไหลเท (Pour 
Point) อ่างส าหรบัทดสอบจุดเยอืกแขง็ (Freezing Point) และ Filter Blocking Tendency (FBT) / Filter Plugging Tendency (FPT) เป็น
ตน้ 
 

 

 

 

 

 

 

 

                      
          

 

เครือ่งมอืทดสอบทำงดำ้นควำมหนดื (Viscosity Bath)  

ของน ้ำมันปิโตรเลยีมตำมมำตรฐำน ASTM D445 

         

เครือ่งวดัค่าอุณหภมูคิวามละเอยีด 3 ต าแหน่ง (0.001 องศา
เซลเซยีส) ส าหรบัสอบเทยีบค่าอุณหภมูติามมาตรฐาน D445, 
D446 

 

หลอดวดัค่าความหนืด และอุปกรณ์จดัหลอดวดัค่าความหนืด
แบบต่าง เช่น Cannon-Fenske Routine Viscometer, 
Cannon-Fenske Opaque Viscometer, Ubbelohde, Vacuum 
Viscometer, BS/IP U-Tube, Houillon Viscometer เป็นตน้ 

 

 Tamson 
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เครือ่งวดัความหนืดอุณหภมูติ ่า (Low Temperature Viscosity 
Bath) ของน ้ามนัอากาศยานตามมาตรฐาน ASTM D445 

 

 

เครือ่งวดัความหนืดของยางมะตอยภายใตร้ะบบสุญญากาศ 
(Vacuum Capillary Viscometer Bath) ตามมาตรฐาน ASTM 
D2170, D2171 

 

 

 

อ่างสอบเทยีบหลอดวดัความหนืด (Viscometer Calibration 
Bath) 
อ่างสอบเทยีบค่าอุณหภมู ิ(Temperature Calibration Bath) 
ตามมาตรฐาน ASTM D2162 
 

 

 

 

 
เครือ่งวดัความความหนาแน่น (Density) ค่าความถ่วงจ าเพาะ 
(Specific Gravity : Sp.Gr.) ค่า APIตามมาตรฐาน ASTM 
D129 
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เครือ่งทดสอบค่าจุดขุน่มวั จุดไหลเท (Cloud and Pour Point) 
ของน ้ามนัหล่อลืน่ น ้ามนัเชือ้เพลงิ น ้ามนัเตา ไบโอดเีซลตาม
มาตรฐานASTM D97, ASTM D2500, ISO 3015, ISO 3016, 
IP 15, IP 219. 

 

 

 

เครือ่งทดสอบค่าการกดัทองแดง (Copper Corrosion Tester) 
ของน ้ามนัหล่อลืน่ น ้ามนัเชือ้เพลงิ ตวัท าละลายไฮโดรคารบ์อน
ตามมาตรฐาน ASTM D130 
เครือ่งทดสอบค่าการกดักร่อนเงนิ (Silver Corrosion Tester) 
ของน ้ามนัเชือ้เพลงิ น ้ามนัเครือ่งบนิ ตวัท าละลาย
ไฮโดรคารบ์อนตามมาตรฐาน ASTM D7667, ASTM D7671, 
ASTM D4814 & IP 227 corrosiveness to silver of aviation 
turbine fuels and/or automotive spark-ignition engine fuels 

 

            

เครือ่งวดัค่าความดนัไอของ LPG ตามมาตรฐาน ASTM D1838 

 

 

เครือ่งวดัปรมิาณตะกอนรวมในน ้ามนัเตาตามมาตรฐาน ASTM 
D4870 - Ageing bath for total sediment ASTM D4870 in 
residual fuels. 

 

 

เครือ่งวดัการคงสภาพของน ้ามนัเชือ้เพลงิทีอุ่ณหภมูสิงูตาม
มาตรฐาน ASTM D6468 test method covers relative 
stability of middle distillate fuels under high temperature 
aging conditions with limited air exposure. 
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เครือ่งวดัการคงสภาพของน ้ามนัเชือ้เพลงิทีอุ่ณหภมูสิงู   ตาม
มาตรฐาน ASTM D7501 -Determination of fuel blocking 
potential, biodiesel (B100) blend stock by cold soak 
filtration test (CSFT) of biodiesel. 

 

                         

เครือ่งทดสอบการอุดตนัของน ้ามนัทีเ่กดิจากการกรองโดย
วธิ ีFilter Blocking Tendency (FBT) / Filter Plugging 
Tendency (FPT) แบบอตัโนมตั ิตามมาตรฐาน ASTM D2068, 
IP387 

 

 

อ่างควบคุมอุณหภมูแิบบใหค้วามรอ้น (Digital Heating 
Bath) พรอ้มระบบกวนของเหลวภายในอ่าง 

 

 

เครือ่งวดัปรมิาณตะกอนในน ้ามนัดบิดว้ยวธิกีารกรองค่าตาม
มาตรฐาน ASTM D4807 - MPMS, chapter 10.8 sediment 
determination by membrane filtration in crude oil. 
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ชุดควบคุมอุณหภมูแิบบใหค้วามรอ้น (Digital Heating 
Bath) พรอ้มระบบกวนของเหลวภายในอ่าง แบบมที่อหล่อเยน็ 

 

 

 

 

 

 

 

 

อ่างควบคุมอุณหภมูแิบบไหลเวยีน (Circulation Cooling Bath) 
อ่างควบคุมอุณหภมูติ ่าเยอืกแขง็ (Ultra Low Cooling Bath) 
ส าหรบัการทดสอบทางดา้นปิโตรเลยีม เช่น จุดขุน่มวั (Cloud 
Point) และไหลเท (Pour Point) อ่างส าหรบัทดสอบจุดเยอืก
แขง็ (Freezing Point) อุณหภมูติ ่าสุด -90 องศาเซลเซยีส 
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เครือ่งมอืทดสอบส ำหรับหอ้งแล็ปทั่วไป อปุกรณ์ประกอบ อปุกรณ์สิน้เปลอืง อะไหล ่อืน่ ๆ 

 

 

 
 

ตูด้ดูความชืน้แบบดจิติอล (Digital Desiccators) ใชไ้ฟฟ้าในการ
ควบคุมความชืน้ สามารถใชส้ารดดูความชืน้แบบทัว่ไปได ้

 
 

ตูอ้บ เตาอบแบบควบคุมอุณหภมู ิ(Hot Air Oven) 

 
 

เตาเผาแบบควบคุมอุณหภมู ิ(Muffle Furnace) 

 
เตาเผาส าหรบัท าความสะอาดเครือ่งแกว้แบบควบคุมอุณหภมู ิ
(Pyrolysis Furnace / Pyrolysis Cleaner) เหมาะส าหรบัขวด
กลัน่ หลอดแกว้ หรอืภาชนะทีม่คีราบตดิและไมส่ามารถลา้งดว้ย

น ้ายาท าความสะอาดธรรมดา 
 

 
 

เครือ่งลา้งเครือ่งแกว้แบบอตัโนมตั ิ(Laboratory Glassware 
Cleaner) เหมาะส าหรบัเครือ่งแกว้ หลอดทดสอบ หลอดทดลอง 
ขวดใส่ตวัอย่าง บกีเกอรปิ์เปต เป็นตน้ มรีะบบอบแหง้ในตวั 

 

 
ปัม๊สุญญากาศ (Vacuum Pump) 

 
 

ปัม๊สุญญากาศพรอ้มชุดดกัไอ (Vacuum Pump with Cold Trap) 
 

ปัม๊สุญญากาศแบบใชล้มอดั (Compressed Air Vacuum Pump) 
ไมใ่ชไ้ฟฟ้า ถอดลา้งได ้ทนอุณหภมูสิงู ทนต่อไอสารเคมแีละการ

กดักร่อน 

 Other Products 
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เครือ่งฟอกอากาศในหอ้งแลป็แบบเฉพาะจุด (Air Cleaner) ก าจดั
กลิน่ไอสารเคม ีสามารถเคลือ่นทีห่รอืโยกยา้ยได ้ไมเ่ปลอืงเนื้อที่

ในการท างาน สามารถถอดเปลือ่นอะไหล่แผ่นกรองได ้

 
เครือ่งวดัค่าความหนืด ค่าการยดึเกาะ ส าหรบัผลติภณัฑอ์าหาร ส ี

กาว เป็นตน้ (Consistometer) 

 
ตูค้วบคุมอุณหภมูติ ่า (Incubator) เหมาะส าหรบัการทดสอบหาค่า 

BOD การเลีย้งเชือ้ แช่ตวัอย่างหรอืสารเคม ี

 
เครือ่งวดัสนี ้ามนัพชืแบบ Manual เหมาะส าหรบัน ้ามนัมะพรา้ว 
น ้ามนัปาลม์ น ้ามนัถัว่เหลอืง น ้ามนัเมลด็ดอกทานตะวนั น ้ามนัร า

ขา้ว เป็นตน้ 

 
ดจิติอล (Digital Heating Mantle ), เตาหลุมใหค้วามรอ้นแบมี
ระบบกวนสารในตวั (Heating Mantle with Magnetic Stirrer) 

 

 
เตาใหค้วามรอ้นแบบไมม่รีะบบกวน (Hotplate) เตาใหค้วามรอ้น
แบบมรีะบบกวนสารในตวั (Hotplate Stirrer) เตาใหค้วามรอ้น
แบบแสดงค่าอุณหภมูเิป็นตวัเลขดจิติอล (Digital Hotplate 

Stirrer) 

 
เครือ่งกวนสารใหเ้ป็นเนื้อเดยีวกนั (Overhead Stirrer) 

 

 
เครือ่งบด เครือ่งโม ่เครือ่งปัน่สารใหล้ะเอยีดดว้ยใบมดี 

(Laboraory Blender) 

 
เครือ่งคดัแยกขนาดดว้ยการสัน่ผ่านแผ่นตะแกรง (Sieve Shaker 

Machine) 
 

 
เครือ่งผสมสารใหเ้ป็นเนื้อเดยีวกนั ความเรว็รอบสงู 

(Homogeniser) 
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เครือ่งตเิตรตอตัโนมตั ิ(Automatic Titrator) แบบ Volumetric 

และ Coulometric Titration 

 
เครือ่งกลัน่ระเหยแบบสุญญากาศ (Rotary Evaporator) เหมาะ
ส าหรบัการกลัน่แยกน ้าออกกเพือ่ใหส้ารเขม้ขน้ขึน้ การกลัน่สาร

เพือ่น ามาใชใ้หม ่เป็นตน้ 
 

 
เครือ่งวดัค่าความเสถยีร ในการเกดิปฏกิริยิาออกซเิดชัน่ของ
น ้ามนัไบโอดเีซล น ้ามนัพชื อาหาร เครือ่งส าอาง เป็นตน้ 

(Oxidation Stability Tester Model Rancimate) 

 
เครือ่งวดัค่าปรมิาณน ้าโดยวธิกีารตเิตรตแบบ Karl Fischer 

Titrator 

 
 

 
เครือ่งวดัค่าความหนืดแบบอตัโนมตั ิ(Automatic Viscometer 

Model Stabinger) ตามมาตรฐาน ASTM D7042 
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