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canneed Instrument Ltd. QC Equipment For Z-Piece Can

2-Piece Can
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Front End CanNeed-AFMS-2010 Automatic CanNeed-FMS-2000 CanNeed- FMD-200S Can

Dimensions Front End Measure System Automatic Front End Measure System | Measure Desk for Front Stations
Back End CanNeed-BMS-1000 Automatic Can CanNeed-CMD-200S Can
Dimensions Can Measure System for Back End Measure System For Back End Measure Desk for Rear Stations

CanNeed-AAXL-2000 CanNeed-AXL-4000S CanNeed-AXL-4000

Axial Load Full Automatic Axial Load Tester Axial Load Tester Axial Load Tester
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CanNeed-ACBT-1000 Automatic CanNeed-CBT-400 CanNeed-CBBT-100

Bottom Buckle Buckle Tester Bottom for Can Buckle Tester Bottom for Can Burst and Buckle Tester for Can

CanNeed-ADER-1000 CanNeed-MDER-C2 Multi-station CanNeed-DER-400

Enamel Raters
r Automatic Digital Enamel Rater Digital Enamel Rater for Cans Digital Enamel Rater
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Coating . CapNeed-ACTG-1 000 . . Car.1Need-0CTG-2000 . CanNeed-CTG-310
. Optical Thickness Gauge (Dry Film & | Optical Thickness Gauge (Dry Film & Coating Thickness Gaude

Thickness Thin Film) Thin Film) ° °

CanNeed-CC-1000 CanNeed-CMT-300 CanNeed-CCAT-100 CanNeed-TRK-6000

Can Colorimeter Mobility, Lubricity Tester for Can Comprehenswe Oven Temperature Tracker
Cans Abrasion Tester
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CanNeed-SM-24 SeamSight®-P CanNeed-1050-D CanNeed-SCG-110
Electric Belt Drive Portable Full Automatic Seam Can Closing Force Seamer Clearance Gauge and Seam

Seamer Monitor Gauge (Digital) Monitor
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